City Hall, PO Box 708, Garibaldi, OR 97118
Office: (503) 322-3327 | Fax: (503) 322-3737
City Manager email: john@ci.garibaldi.or.us

PLANNING COMMISSION MEETING AND
PUBLIC HEARING AGENDA
Tuesday, September 6, 2016 6:30 p.m.
Council Chambers, Garibaldi Meeting Hall

I.

CALL TO ORDER

II.

PUBLIC HEARING – CONDITION USE AND ZONE CHANGE
APPLICATION – PAUL DANIELS – GARIBALDI LEASING AND
DEVELOPMENT

III.

NEW BUSINESS
A.
B.

IV.

Conditional Use and Zone Change Application – Paul Daniels / Garibaldi
Leasing and Development
Port of Garibaldi – Review of Regulated Use – Transient Dock Ramp
Replacement

ADJOURNMENT

+ Supporting documents for this agenda are available at City Hall
+ This notice has been posted at City Hall, City Reader Board, Post Office and Library

CITY OF GARIBALDI, OREGON
LAND USE AND ZONE CHANGE PUBLIC HEARING NOTICE
The City of Garibaldi Planning Commission will conduct a public hearing on Tuesday, September 6, 2016, at 6:30 pm in the
Council Chambers at 107 6th Street Garibaldi, Oregon 97118, to consider a request from Paul Daniels for a Conditional
Use Permit for a 24‐unit multi‐family dwelling, and to consider a recommendation to the Garibaldi City Council to change
the land use zoning of the subject property from R‐1 (Residential) to C‐1 (Commercial). The City Council of Garibaldi will
hold a public hearing on Wednesday, September 7, 2016, at 6:30 p.m. in the Council Chamber at 107 6th Street, Garibaldi,
Oregon 97118, to consider the recommendation of the Garibaldi Planning Commission on the subject zone change
described above. The subject properties are located on the north side of Garibaldi Avenue and the east side of Arizona
Way and are identified on Tillamook County Assessor’s Map #1N 10 22BB as tax lots 1100, 1200, 1300, and a southern
portion of 490. The substantive criteria under review for this request are specified in Garibaldi Municipal Code Chapter
18.15 Medium Density Residential Zone; Chapter 18.25 Commercial Zone; Chapter 18.90 Access Requirements; Chapter
18.110 Multifamily or Apartment Siting Criteria; Chapter 18.125 Automobile Parking Standards; Chapter 18.170 Riparian
Vegetation; Chapter 18.185 Conditional Uses; Chapter 18.200 Land Use District Map and Text Amendments; Chapter
18.210 Administrative Provisions; Chapter VIII Ordinances of the City of Garibaldi Charter; and the City of Garibaldi
Comprehensive Plan. A copy of the application materials and supplemental information is available for inspection at no
cost during regular business hours at Garibaldi City Hall located at 107 6th Street in the City of Garibaldi, Oregon 97118. A
staff report on the application and draft ordinance amending the Garibaldi Zoning Map will be available for inspection at
least seven (7) days before the hearing and may be obtained at a reasonable cost from the City of Garibaldi. All interested
parties are invited attend the public hearing and to provide testimony on the matter. The Garibaldi Community Hall is
handicapped accessible. Any person requiring special accommodations to attend the meeting should contact the
Recorder’s Office by August 30, 2016. Written testimony may also be addressed to the Garibaldi Planning Commission,
Garibaldi City Hall, at 107 6th Street, Garibaldi, Oregon 97118. In raising an issue, the relevant Garibaldi Municipal Code,
Comprehensive Plan, or other relevant criteria to which the issue is directed must be specified. Failure to raise an issue in
person or by letter precludes appeal to the Garibaldi City Council or the Oregon Land Use Board of Appeals on that issue.
The Garibaldi Planning Commission and/or Garibaldi City Council reserves the right to continue the public hearing to
another date and time. If the hearing is continued, no further public notice will be provided. For additional information
concern this zone change request you may contact City Hall staff at (503) 322‐3327.
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Tuesday, September 6, 2016 – 6:30 p.m.
Council Chambers, Garibaldi City Hall
107 6th Street, Garibaldi OR, 97118

Below this section you’ll find a step-by-step process for the meeting. This is just relevant to the planning
commission hearing and special meeting. Within this packet you’ll find the application, exhibits and staff
reports all relevant to the application by Paul Daniels for a 24 unit multi-family housing proposal. Also, at
the end of the packet is an application by the Port of Garibaldi to replace a gangway on the transient dock.
Here’s what’s in the packet:















City Staff Report for the Conditional Use Application ...................................................................1 - 7
Appendix for the Staff Report for the Conditional Use Application ............................................ 8 – 19
City Staff Report for the Request for Zone Change Application ...............................................20 - 27
Exhibit A for the Zone Change Staff Report .................................................................................... 28
Exhibit B for the Zone Change Staff Report .................................................................................... 29
Application Form for a Conditional Use Request......................................................................30 - 32
Application Form for a Zone Change Request .........................................................................33 - 34
Applicant’s Narrative for the Conditional Use and Zone Change Request .............................. 35 – 48
TPR Analysis for the Application ..............................................................................................49 - 50
Applicant’s Riparian Vegetation Plan .......................................................................................51 - 52
Survey, Legal Description and Tax Assessor’s Map – Provided by Applicant ..........................53 - 63
Site Plan with Cross Section ........................................................................................................... 64
Geotechnical Investigative Report......................................................................................... 65 – 102
Port of Garibaldi Application for the Replacement of the Transient Dock Gangway .............103 - 169
I.

CALL TO ORDER
Commission Chair Joe Wrabek should call the meeting to order. Please note time for the
record.

II.

PUBLIC HEARING OF AN APPLICATION FOR CONDITIONAL USE FOR MULTIFAMILY DEVELOPMENT IN THE C-1 ZONE BY PAUL DANIELS: The chair should start
by opening the public hearing and saying following: “This is a quasi-judicial hearing of the
Garibaldi Planning Commission to consider an application for a conditional use in the C-1
Zone within the City of Garibaldi, and to request that portions of the subject property
currently zoned R-1, be changed to C-1. The decision that will be made here tonight is
going to be whether or not the Planning Commission should approve the requested
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conditional use and make a recommendation to the city council on the requested zone
change.
“A copy of the staff report describing the proposed use has been available to the public
since August 29, 2016, and City staff has been available for questions and comments
regarding the proposed use since that time. Notice of the hearing tonight has been
provided to the public through publication in the Headlight Herald on August 17, 2016, and
through public posting at various locations in town. Notice was provided to property owners
within 200 feet of the location of the proposed use by posted mail in conformance with the
City’s municipal code.
“This hearing is an opportunity for the public to comment on the proposed use. I would like
to ask those present if there is any objection to the jurisdiction of this commission or any of
its members? This question is specific the authority of the Garibaldi City Planning
Commission in approving or denying a request for conditional use within the City of
Garibaldi.” Wait to see if there is a response. If there is, advise the person making the
response that they have to address the question that was just asked. If they get off
topic, cut them off, and ask the question again. There can’t be any confusion about
what the issue is, so just make sure that any public present understands what
you’re asking. If someone raises a point, staff will try and address it. The rest of
these notes assume that there isn’t a legitimate objection to the jurisdiction of the
commission.
“Hearing no objections to the jurisdiction of this commission, I would like to ask if any
member of this commission has any conflict of interest or bias regarding the matter before
the commission tonight.” There shouldn’t be any issue, but if you have any questions
about what you think is a conflict of interest or a bias, now is definitely the time to
ask. If any member of the commission has talked to Mr. Daniels, you should mention
that and summarize the conversation. You don’t need to recuse yourself for
conversations about the application, but you should mention them before
proceeding. Depending on what is stated, we’ll proceed with the public hearing. I
don’t think there will be any issues, so the next statements are based on the
assumption that the commission will be able to make a decision tonight.
“At this time I’ll have the City Manager, who is functioning as the planner pro tem for this
application, summarize his staff report and relay any correspondence or inquiry received to
date.” I’ll go through the report, note the effect of the requested use, and make any
other comments on the application relevant to the commission’s decision tonight. if
there are any questions please ask so we can get them out of the way during the
hearing. Once we’re done the Chair should ask if there are any other questions of
the commission before proceeding.
“The decision that will be made tonight is whether or not the Planning Commission will
approve of the requested use and make a recommendation to the council regarding the
zone change request. The decision to approve or deny the use will be adopted through a
final order that staff will prepare after the meeting tonight. Any appeal to the decision made
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here tonight must be submitted to the City Manager within ten days of the date that the
final order is signed. Once staff has prepared the final order and I have signed it, the
applicant will be notified along with anyone else that requests or is required to be notified.
Notification will be provided within five days of the date that the order is signed. Are there
any questions about this process?” You may get a few questions at this point. You can
let Blake and I answer any of these questions.
PUBLIC COMMENT - “The Planning Commission will now call for public testimony. If there
are any comments on the proposed use, please keep those comments brief and to the
point. If there is an objection to a proposed use, the objection needs to address relevant
facts or information from the City’s municipal code, the City’s comprehensive plan, the
Planner’s staff report or relevant State law. Any material produced in relation to support or
opposition to the proposed use must be submitted to the Recorder to be included in the
record. Failure to address a pertinent criterion at this hearing will preclude an appeal
based on that criterion. Any party may request that the record for this hearing be held open
for at least seven days; however, this request must be made prior to the close of this
hearing. Comments are limited to three minutes. Persons wishing to speak must first be
recognized by the chair, and must state their name and address. If you are representing
another person or entity, please state who that is and what your connection to that person
or entity is.” I’ll hand the sign-in sheet to the chair and he can start going through the
names. You’ll want to take general comments first, proponents second and
opponents last. The applicant gets three minutes to respond to each opponent. If
the applicant gives new information during his rebuttal, the opponent that he
addressed gets an additional three minutes to respond. Once someone starts
talking you’ll want to make sure they don’t get interrupted. If a person has a specific
objection to the proposed use, they need to make that objection at this time.
“Are there any questions from the commission about comments received at this time?”
This gives the commissioners a chance to clarify anything they’ve heard. Since we
are still in the public hearing I would suggest that the commission stay on topic with
what has been said during the public comment.
“Is there a request to keep the record open?” If such a request is made, the
commission needs to leave the record open for at least seven days. If this happens,
the chair should set a date to reconvene and the hearing will be concluded at that
time. There are no special noticing requirements for reconvening. Once this is done
the commission chair can close the public hearing. Please state the time for the
record. I would also suggest that the Chair re-arrange the agenda and move to New
Business to address this application before any other business.
II.

NEW BUSINESS
A.

Conditional Use and Zone Change Application – Paul Daniels (GLAD):
Assuming that someone has not asked to keep the record open, the commission
can deliberate on this request. The proper way to do this is for a commissioner to
make a motion first, get a second, and then discuss the decision. You can also
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discuss the application before there is a motion, but the chair should make sure to
ask if there is any more discussion after the second on the motion. I would
recommend that the chair mention to those present that commission deliberation is
closed to public comment. That does not mean that a commission member can’t
ask a question of the applicant, an opponent or proponent, or staff. If a member
does wish to question someone other than a commission member I would suggest
that member announce to the chair they have a question for a specific person.
If a member wishes to make a motion approving the application, I would suggest a
MOTION to approve the request for the conditional use for a multi-family
development by Paul Daniels and Garibaldi Leasing and Development, with
the conditions described in the recommendation section of Planner’s staff
report, and direct staff to prepare a final order and authorize the Chair to
sign that order.
Also, we’ll need a second MOTION to make a recommendation to the Garibaldi
City Council to approve the applicant’s request for a zone change from R-1
to C-1 as described in the application and the staff report.
B.

III.

Port of Garibaldi – Review of Regulated Use – Transient Dock Ramp
Replacement: This is a request from the Port of Garibaldi to allow them to replace
a pedestrian ramp on their transient dock. Staff will explain the application during
the meeting; however, you need to be aware that the commission is making an
administrative decision, not a quasi-judicial decision with this request. This means
that we have to approve it if it meets the requirements of the code, which it does.
This specific land use is addressed in GMC § 18.75.040(O)(1). Water-dependent
industrial uses, terminal and transfer facility. This request must meet the
provisions of GMC § 18.160 Estuary and Shoreline Standards, which it will after
the Port receives a permit from the USACE. Staff would recommend a MOTION to
approve a permit application by the Port of Garibaldi for the replacement and
relocation of a gangway for the port’s transient dock as presented, and to
direct staff to administer the permit in conjunction with all state and federal
agencies with relevant jurisdiction.

ADJOURNMENT
No motion is necessary, simply adjourn and state the time for the record.
-###-
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STAFF REPORT
Case File: #CU-2016-02
Date Filed: 8-29-2016
Hearing Date: 9-6-2016

City of Garibaldi
Conditional Use Permit Request
(Planning Commission Public Hearing Item)

APPLICANT: Garibaldi Leasing and Development, Inc.
REQUEST: The applicant is requesting conditional use approval to authorize the development of a 24
unit multi-family dwelling in the Commercial Zone, including a parking area, open space, landscaping,
and a playground.
A. REPORT OF FACTS:
1. Property Location: The property is located at 102, 110 Arizona Way (east side), the property between
102 and 110 Arizona Way (no address assigned) and a portion of the lot east and adjacent to 102 Arizona
Way and to the lot between 102 and 110 Arizona Way (west of Halvorson Drive). The Property is further
identified on Tillamook County Assessor’s Map #1N 10 22BA as tax lots 1100, 1200, 1300 and the
southern 143.27 feet (plus or minus) of lot 490.
2. Zoning Designation: C-1 (Commercial Zone)
3. Surrounding Land Use: Abutting the western north property line are developed lots containing three
existing single-family dwellings. Abutting the eastern north property line is an undevelopable lot. These
lots are in the R-1 Zone. Adjacent to the west property line is the right-of-way of Arizona Way owned by
the City of Garibaldi. Adjacent to the east property line is and undeveloped lot zoned R-1 and the rightof-way of Halvorson Drive owned by the City of Garibaldi. Adjacent to the south property line is the
right-of-way of Garibaldi Avenue owned by the State of Oregon.
Land use along Garibaldi Avenue to the west and east consists of commercial uses and residential uses in
Commercial Zones. Across Garibaldi Avenue is a closed automobile wrecking and towing business zoned
Industrial. Uses to the north are residential, located in the R-1 Zone.
4. Lot Size: Survey information indicates that the subject property is 0.98 acres in size.
5. Existing Structures: An existing manufactured home structure from previous land use currently
occupies the subject most northern portion of property.
6. Utilities: Utilities serving the property include electrical power provided by Tillamook P.U.D., with
sewer and water services provided by the City of Garibaldi.
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7. Access: Access to the property is by means of Arizona Way, which is identified by the Garibaldi
Transportation System Plan as a local street.
8. Development Constraints: The subject property contains no identified natural hazards, historic
significance, or special natural resource values that would present a constraint to development of multifamily housing. The development site contains slopes in excess of 20% grade, and a portion of the site is
located in the city’s Hillside Overlay Zone. This physical condition does not appear to present any
significant constraint on the proposed development. The applicant has prepared a geotechnical
investigative report, which has identified the site as suitable for the proposed use. This report provides
specific analysis and recommendations associated with the geological conditions of the site. Hobson
Creek runs through the southwest corner of the property.
B. EVALUATION OF THE REQUEST:
1. Description of the Proposal: The submitted application materials include a detailed description of the
proposed multi-family development proposal. Application materials include the following:








Exhibit - 1, Completed conditional use application form
Exhibit - 2, Applicant’s written narrative, development plan details, responses to applicable
criteria
Exhibit – 3, Transportation Planning Rule analysis
Exhibit – 4, Riparian Vegetation Plan
Exhibit – 5, Assessor Map and Recorded Property Deed copies
Exhibit – 6,Site Plan and Site Plan Outlining Open Space Areas
Addendum A - Geotechnical Investigation Report

All application materials are part of the case file record, and are available for review or purchase at
Garibaldi City Hall. Copies of all application materials have been included in packets for the Garibaldi
Planning Commission prior to the public hearing date of September 6, 2016.
2. Agency Comments:
Garibaldi Public Works: The City Engineer and Systems Operator have indicated that adequate water and
sewer capacity exist to serve the proposed development.
Garibaldi Fire Department: The Fire Chief hasn’t provided any comments at this time. Garibaldi staff will
evaluate water infrastructure and vehicular access requirements relevant to the Fire Chief’s scope of
authority at the time the city receives structural plans, which are not required to approve a conditional use
permit. Any requirements for additional municipal water infrastructure can be imposed on the applicant at
the time he submits for a land use development permit, which will be required in addition to a conditional
use permit or any other permits issued by the city.
3. Relevant Standards:
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The applicable Garibaldi Municipal Code (GMC) standards are identified in the attached Staff Report
Appendix.
C. STAFF SUMMARY OF SUBSTANTIVE ISSUES & ANALYSIS:
This request is for a 24-unit multi-family dwelling development on property located in the C-1
(Commercial) Zone. The C-1 Zone requires conditional use approval, subject to the applicable standards
for conditional uses, the C-1 Zone, special criteria for multi-family dwellings, and parking requirements.
The volume of text containing the applicable criteria is quite large, so staff has identified and included all
of the criteria in the attached Staff Report Appendix, along with comments where appropriate or
necessary to supplement the Applicant’s responses/findings.
To facilitate review by the Planning Commission, staff offers the following comments on the following
substantive matters under consideration:
C-1 Zoning:
The standards for the C-1 Zone are identified in Section 18.25.040. These standards include limitations on
building height (30 feet), density, with landscaping and playground requirements for multi-family
housing. The request includes buildings of 35feet in height, 40 percent open space and landscaping, and a
1,110 square-foot playground to meet these standards. The proposal appears to conform to all applicable
C-1 Zone standards except the proposed 35 foot building height. The applicant is requesting a conditional
use per 18.25.040(C) to allow the greater height. Staff believes the additional 5 feet in height is acceptable
in this location, as there are no significant adverse solar access effects, and the use of the three stories is
an efficient use of the property.
Conditional Use Permit:
A multi-family housing development may be allowed as a conditional use in the Commercial Zone, unlike
other uses that are allowed outright; for example a bowling alley, restaurant, or retail establishment. The
criteria for conditional use approval are identified in the Staff Report Appendix, GMC Chapter 18.185.
Conditional use regulations in the GMC contain criteria intended to evaluate a particular land use
proposal, in consideration of existing and projected surrounding uses. Conditions may be placed on a
development approval, if necessary, to ensure compatibility between proposed and existing uses.
Conditional use approval is contingent on the applicant’s ability to demonstrate that the applicable criteria
under review are met through the development design.
The application materials include responses to each of these criteria for a conditional use permit, on Pages
6-14 of the written narrative. Staff has reviewed the responses to ensure the applicant has addressed each
criterion. Additional staff comments pertaining to criteria are included in the Staff Report Appendix.
Multi-family Dwelling Siting Criteria:
GMC Section 18.110.010 identifies specific Criteria for siting of multi-family dwellings. The submitted
application materials provide responses to these criteria which relate to structure placement, access,
parking arrangement, open space, and adjacent residential zoning. Staff has reviewed the development
and it appears that all multi-family siting criteria are met.
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Traffic Impacts:
The proposed development requires access from Arizona Way. Arizona Way is identified in the Garibaldi
Transportation System Plan as a local street. Pavement widening and pedestrian movement
improvements will be required for the street to be capable of carrying the anticipated traffic associated
with the use.
GMC Section 18.210.110 states that a traffic impact study may be required if there is an increase in site
traffic volume generated by 150 average daily trips (ADT) or more. Based on threshold criteria identified
in this section of the GMC, the proposed development will not require a traffic impact study. The
applicant had a traffic impact study performed nonetheless and a professional engineer calculated the
planned 24 apartments on the site will generate 120 trips each day (see submitted application document
Exhibit - 3).
Parking:
The applicant has provided a parking requirement analysis, based on the number of dwelling units and
number of bedrooms in each unit, to demonstrate that 26 parking spaces are required. The development
plan provides 39 parking spaces, which exceeds the minimum number required in the GMC. Bicycle
parking requirements and other standards regarding parking space and land width dimensions appear to be
met in the site design.
Based on the submitted plan, it appears that the proposal is in conformance with GMC Chapter 18.125.
D. STAFF SUMMARY AND CONCLUSION: The Planning Commission should carefully consider the
request including the application materials, written testimony on record, and testimony presented at the
public hearing. After considering the application materials and testimony as it relates to the applicable
criteria, the Planning Commission will need to make a decision on the request.
If the Planning Commission determines that the proposal meets the applicable standards of the Garibaldi
Municipal Code pertaining to conditional uses, multi-family housing, the Commercial Zone standards,
parking standards, and other applicable criteria, it can move to approve the request. A motion to approve
the request can rely on those responses/proposed findings offered in the application materials and Staff
Report Appendix to support the decision.
If necessary, the Planning Commission can continue the public hearing in order to obtain additional
information to facilitate a decision on the matter. If the hearing is continued, the public hearing should be
given a date, time and place certain to avoid the need for additional public hearing notice.
A decision to approve or deny the request will be subject to a 10-day appeal period that will begin after
written findings and a Final Order to support the decision have been signed by the Planning Commission
Chair.
E. STAFF RECOMMENDATION: Staff has reviewed the application materials and believes that the
application demonstrates that the proposal is in conformance with the substantive criteria pertinent to the
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request. The Planning Commission can make a motion that application be approved, with reliance on the
applicant’s submitted materials, written narrative responses to the criteria and staff’s supplemental
findings found in the Staff Report Appendix, to support a determination that the applicable criteria have
been met.
A motion to deny the request should set forth the general facts and rationale for the decision and direct
staff to prepare the final order for the decision.
Staff recommends that a Planning Commission member MOVE to approve the application by
Garibaldi Development and Leasing Inc, for Case File #CU-2016-02, to authorize a conditional use
permit to develop an 24 unit multi-family residential use, based on the information in the
application, as presented within the staff report and the appendix to the staff report, subject to
recommended conditions of approval in the Case File Staff Report, and direct staff to prepare a
final order for this approval to be signed by the Planning Commission Chair.
F. CONDITIONS OF APPROVAL: In the event of an approval, staff recommends the following
conditions be incorporated into the decision. Additional or amended conditions of approval may be
necessary to ensure that the use will be consistent with the City’s land-use ordinances, and to ensure
compatibility with adjacent or nearby uses.
1. Approval is based upon the submitted application and all attached exhibits. Any substantial
change in the approved plan shall be submitted to the City of Garibaldi as a new application for a
conditional use.
2. The applicant shall meet all requirements of the Garibaldi Public Works Department, for utility
connections to sewer and water services.
3. The application shall meet all federal, state and local laws, rules and regulations pertinent to the
proposed development, including, and not limited to, the requirements of the Garibaldi Fire
Chief, Tillamook County Building Official and the City of Garibaldi Engineer.
4. Those areas of subject property currently zoned R-1 must be re-zoned to C-1. Approval of this
conditional use is contingent on the approval of a zone change application to the Garibaldi City
Council.
5. All work done within the Hobson Creek Riparian zone will be done in conformance with section
18.170 of the Garibaldi Municipal Code, the Riparian Vegetation Plan submitted by the applicant,
and any requirements made by the Oregon Department of Fish and Wildlife.
6. All exterior lighting will be designed and installed in a manner to prevent or minimize glare-light
from spilling on neighboring properties. All exterior lighting will be reviewed and approved by
city staff in conformance with this condition.

7. Half-street improvements on the east side of Arizona Way from the north end of the access to
the Hwy 101 N right-of-way consisting of:
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a. Saw-cutting 1 foot in to the existing pavement edge to provide a clean and sealed
pavement joint
b. Providing paved roadway lane from the saw cut to 11 feet east of the centerline of rightof-way and an additional 6 feet of paved pedestrian shoulder consisting of 3-inch
compacted thickness of Class C asphalt over 9 inches compacted thickness of ¾ ”-0”
crushed rock over compacted subgrade
c. Providing 1 foot compacted thickness of ¾”-0” crushed rock should at 2 foot width
d. Providing the same pavement section and shoulder tapering from the north end of the
access to the existing pavement edge 90 feet north
e. Providing a 4-inch wide painted white fog line 11 feet east of centerline south of the
south access to the Hwy 101 N right-of-way and a 4-inch wide painted white fog line
from the north end of the access along the edge of pavement to the end of the taper to the
north
The above being illustrated by the following Figure1;

Figure 1.
8. Site pedestrian sidewalks shall connect to sidewalk area shown on Figure 1.
9. The applicant shall provide 39 parking stalls and parking area layout in accordance with the
provisions of GMC Chapter 18.125. Parking shall include appropriate provisions for ADA
accessibility.
10. All parking spaces and parking area layout shall be clearly identified and marked.
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11. The applicant shall provide bicycle parking in accordance with GMC Chapter 18.125. Bicycle
parking for customers and visitors shall be visible from street sidewalks or building entrances, so
that it provides sufficient security from theft and damage.
12. Parking areas shall have lighting to provide at least two foot-candles of illumination over parking
spaces and walkways. Lights shall be directed downward only and shielded to prevent lighting
spillover into any adjacent residential district or use. For security, bicycle parking shall be at least
as well-lit as vehicle parking.
13. Bicycle parking shall not impede or create a hazard to pedestrians. Parking areas shall be located
so as to not conflict with vision clearance standards.
14. Landscaping shall be provided in the open space within the development, including trees and
shrubs suitable for the size and dimensions of the open space.
15. Any signs shall be in conformance with applicable standards of GMC Chapter 18.120.
16. The proposed 1,110 square-foot playground shall be fenced and screened from adjacent
properties.
17. The applicant shall restrict tenant and non-tenant use of off-street parking facilities located on this
site to operable motor vehicles. The applicant shall not allow off-street parking facilities on this
site to be used for the storage of vehicles or trailers.
Submitted by:
John O’Leary
Garibaldi City Manager, Planner Pro Tem

7

STAFF REPORT APPENDIX
Garibaldi Land-Use Case File: # CU-2016-02
Garibaldi Development and Leasing Inc., Applicant

Applicable Ordinance Standards

Staff comments are provided in bold and italic font.

Garibaldi Municipal Code
Chapter 18.05
INTRODUCTORY PROVISIONS
18.05.030 Definitions.
As used in this title, the following words and phrases shall mean:
“Dwelling, multifamily” means a building, or portion thereof, designed for occupancy by three or more
families living independently of each other.

Chapter 18.25
COMMERCIAL ZONE (C-1)
18.25.010

Purpose.

18.25.020

Uses permitted outright.

18.25.030

Conditional uses permitted.

18.25.040

Standards.

18.25.010 Purpose.
The C-1 zone is intended to allow certain additional uses not allowed along U.S. Highway 101 in the D-1
zone, and to maintain primary commercial uses such as stores, banks and offices beyond the limits of the
downtown zone. Large land users and automobile-oriented drive-through uses are intended to be located
in the commercial zone. [Ord. 321 § 2, 2014; Ord. 290 § 3(3.030), 2006.]

18.25.030 Conditional uses permitted.
In a C-1 zone, the following conditional uses and accessory uses are permitted, subject to the
requirements of GMC 18.25.040 and Chapter 18.185 GMC:
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Garibaldi Development and Leasing, Inc. Staff Report Appendix

G. Duplex, triplex or multifamily dwellings, subject to GMC 18.110.010.
18.25.040 Standards.
In a C-1 zone, the following standards shall apply:
A. Minimum lot size: none.
B. Yards and Setbacks. For residential uses, the requirements shall be the same as in the R-1 zone. The
minimum yard depth for portions of the property abutting a residential zone will be 15 feet. The Uniform
Fire Protection Code shall govern adjacent commercial uses. The minimum setback requirements for
commercial structures shall be established by applicable building codes.
Special setback standards apply to multi-family dwellings and are addressed below.
C. Building Height. Maximum building height shall be 30 feet. Maximum building height allowed outright
shall be 30 feet. Any building exceeding 30 feet in height shall be reviewed following the standards and
procedures for conditional uses under Chapter 18.185 GMC.
The proposed housing units are 35 feet in height. The proposal appears to conform to all
applicable C-1 Zone standards except the proposed 35 foot building height. Staff believes the
additional 5 feet in height is acceptable in this location as there are not any significant solar or
view adverse effects and the increase in density because of the three stories is an efficient use of
the property.
D. Outdoor sales and service areas not requiring conditional use approval shall be approved by the
planning commission. Such areas shall not exceed 400 square feet. The planning commission may
require that such areas be enclosed by fencing or landscaping where appropriate.
E. All uses shall meet the parking and sign requirements of this title.
This standard can be met as a condition of approval.
F. The minimum lot size for a triplex shall be 10,000 square feet. The minimum lot size for multifamily
dwellings (four dwelling units or more) shall be 10,000 for the first three units and 1,500 for each unit
thereafter. The planning commission may allow up to 50 percent additional dwelling units (up to 39
dwelling units per acre) for senior citizen or adult disabled housing.
Page 6 of the application narrative demonstrate that the density limitations of this standard are
met.
G. There shall be no minimum yard requirements for housing developments in the C-1 zone. Senior
citizens and/or adult disabled housing shall provide a minimum of 10 percent of the lot area in maintained
landscaping. Family-oriented housing developments shall provide a minimum of 20 percent of the lot area
in maintained landscaping. In addition, such developments shall provide a fenced playground which, in
the view of the planning commission, is capable of serving the number of projected children. [Ord. 321
§§ 11 – 14, 2014; Ord. 290 § 3(3.030(3)), 2006.]
The applicant is proposing to provide landscaping in the 40% open space within the development,
exceeding this standard.

Chapter 18.125
AUTOMOBILE PARKING STANDARDS
Sections:
Article I. Generally
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18.125.010
18.125.020

Purpose.
Applicability.
Article II. Automobile Parking Standards

18.125.030
18.125.040
18.125.050
18.125.060
18.125.070
18.125.080
18.125.090
18.125.100

Vehicle parking – Minimum standards by use.
Vehicle parking – Minimum accessible parking.
On-street parking.
Shared parking.
Off-site parking.
General parking standards.
Parking stall design and minimum dimensions.
Important cross-references.
Article III. Bicycle Parking Requirements

18.125.110
18.125.120
18.125.130
18.125.140
18.125.150
18.125.160
18.125.170
18.125.180
18.125.190

Background.
Minimum required bicycle parking spaces.
Exemptions.
Location and design.
Visibility and security.
Options for storage.
Lighting.
Reserved areas.
Hazards.
Article IV. Loading Areas

18.125.200
18.125.210
18.125.220
18.125.230
18.125.240
18.125.250

Background.
Purpose.
Applicability.
Number of loading spaces.
Size of spaces.
Placement, setbacks, and landscaping.
Article I. Generally

18.125.010 Purpose.
The purpose of this chapter is to provide basic and flexible standards for the development of vehicle and
bicycle parking. The design of parking areas is critical to the economic viability of some commercial
areas, pedestrian and driver safety, the efficient and safe operation of adjoining streets, and community
image and livability. Historically, some communities have required more parking than is necessary for
some land uses, paving extensive areas of land that could be put to better use. Because vehicle parking
facilities occupy large amounts of land, they must be planned and designed carefully to use the land
efficiently, minimize storm water runoff, and maintain the visual character of the community. This chapter
recognizes that each development has unique parking needs and provides a flexible approach for
determining parking space requirements (i.e., “minimum” and “performance-based” standards). This
chapter also provides standards for bicycle parking because many people use bicycles for recreation,
commuting, and general transportation. Children as well as adults need safe and adequate spaces to
park their bicycles throughout the community. [Ord. 290 § 3(4.060(1)), 2006.]

18.125.020 Applicability.
All development subject to review including development of parking facilities, shall comply with the
provisions of this chapter. [Ord. 290 § 3(4.060(2)), 2006.]
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Article II. Automobile Parking Standards

18.125.030 Vehicle parking – Minimum standards by use.
The number of required off-street vehicle parking spaces shall be determined in accordance with the
standards in Table 18.125.030, Minimum Required Parking by Use, or alternatively, through a separate
parking demand analysis prepared by the applicant and subject to a land use review. Where a use is not
specifically listed in this table, parking requirements are determined by finding that a use is similar to one
of those listed in terms of parking needs, or by estimating parking needs individually using the demand
analysis option described above. Parking that counts toward the minimum requirement includes parking
in garages, carports, parking lots, bays along driveways, shared parking, and designated on-street
parking.
Table 18.125.030 – Minimum Required Parking by Use
Use Categories

Minimum Parking per Land Use
(fractions rounded down to the closest whole number)

Residential Categories
Household Living
Accessory Dwelling

None

Single-Family Dwelling

2 spaces

Duplex

3 spaces per duplex
1 space per studio or 1-bedroom unit

Multifamily

1.5 spaces/unit per 2-bedroom unit
2 spaces/unit per 3-bedroom or larger unit

Staff Comment: Page 11 of the application materials include an analysis of the number and types
of units in the development, and determined that 26 parking spaces are required using this
formula. The development plan includes provision for 39 parking spaces therefore exceeding the
minimum number required in the GMC by 13 spaces. This will likely reduce the demand for
undesirable parking overflow.

18.125.040 Vehicle parking – Minimum accessible parking.
A. Accessible parking shall be provided for all uses in accordance with the standards in Table
18.125.030; parking spaces used to meet the standards in Table 18.125.040, Minimum Number of
Accessible Parking Spaces, shall be counted toward meeting off-street parking requirements in Table
18.125.030;
B. Such parking shall be located in close proximity to building entrances and shall be designed to permit
occupants of vehicles to reach the entrance on an unobstructed path or walkway;
C. Accessible spaces shall be grouped in pairs where possible;
D. Where covered parking is provided, covered accessible spaces shall be provided in the same ratio as
covered non-accessible spaces;
E. Required accessible parking spaces shall be identified with signs and pavement markings identifying
them as reserved for persons with disabilities; signs shall be posted directly in front of the parking space
at a height of no less than 42 inches and no more than 72 inches above pavement level. Van spaces
shall be specifically identified as such.
Table 18.125.040 – Minimum Number of Accessible Parking Spaces
Source: ADA Standards for Accessible Design 4.1.2(5)
Total Number of

Total Minimum Number of Accessible
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Parking Spaces
Provided (per lot)

Parking Spaces (with 60" access aisle, Spaces with min. 96"
or 96" aisle for vans*)
wide access aisle

Spaces with min. 60"
wide access aisle

Column A
1 to 25

1

1

0

26 to 50

2

1

1

51 to 75

3

1

2

76 to 100

4

1

3

101 to 150

5

1

4

151 to 200

6

1

5

201 to 300

7

1

6

301 to 400

8

1

7

401 to 500

9

2

7

501 to 1,000

2% of total parking provided in each lot 1/8 of Column A**

7/8 of Column A***

1,001 or more

20 plus 1 for each 100 over 1,000

7/8 of Column A***

1/8 of Column A**

*vans and cars may share access aisles
**1 out of every 8 accessible spaces
***7 out of every 8 accessible parking spaces

The multi-family development plan requires 26 parking spaces and two ADA accessible parking
space. The applicant has elected to provide 11 additional parking stalls to serve the use and
ensure that overflow parking is minimized. The Planning Commission may choose to evaluate the
applicability of this standard in relation to the additional parking provided in the plan.

18.125.080 General parking standards.
A. Location. Parking is allowed only on streets, within garages, carports, and other structures, or on
driveways or parking lots that have been developed in conformance with this code. Street parking spaces
shall not include space in a vehicle travel lane (including emergency or fire access lanes), public right-ofway, pedestrian accessway, landscape, or other undesignated area.
B. Mixed Uses. If more than one type of land use occupies a single structure or parcel of land, the total
requirements for off-street automobile parking shall be the sum of the requirements for all uses, unless it
can be shown that the peak parking demands are actually less (i.e., the uses operate on different days or
at different times of the day). The city may reduce the total parking required accordingly through land use
review.
C. Availability of Facilities. Owners of off-street parking facilities may post a sign indicating that all parking
on the site is available only for residents, customers, and/or employees. Signs shall conform to the
standards of Chapter 18.120 GMC.
This standard can be applied at the time of development permit review.
D. Lighting. Parking areas shall have lighting to provide at least two foot-candles of illumination over
parking spaces and walkways. Light standards shall be directed downward only and shielded to prevent
lighting spillover into any adjacent residential district or use.
This standard can be applied as a condition of approval
E. Screening of Parking Areas. Parking spaces shall be located or screened so that headlights do not
shine onto adjacent residential uses. [Ord. 290 § 3(4.060(3)(F)), 2006.]
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There are no existing or planned residential uses adjacent to the proposed parking area, therefore
the proposed design meets this standard.

18.125.090 Parking stall design and minimum dimensions.
All off-street parking spaces shall be improved to conform to city standards for surfacing, storm water
management, and striping. Standard parking spaces shall conform to the following standards and the
dimensions in Figure 18.125.090(1), Parking Area Layout, and Figure 18.125.090(2), Disabled Person
Parking Requirements, and Table 18.125.120, Minimum Required Bicycle Parking Spaces:
A. Motor vehicle parking spaces shall measure eight feet, six inches wide by 18 feet long or by 16 feet
long, with not more than a two-foot overhang when allowed;
B. All parallel motor vehicle parking spaces shall measure eight feet, six inches by 22 feet;
C. Parking area layout shall conform to the dimensions in Figures 18.125.090(1) and (2), and Table
18.125.090, Parking Area Layout, below;
D. Parking areas shall conform to Americans With Disabilities Act (ADA) standards for parking spaces
(dimensions, van accessible parking spaces, etc.). Parking structure vertical clearance, van accessible
parking spaces, should refer to federal ADA guidelines; and
E. Bicycle parking shall be on a two-foot by six-foot minimum concrete pad per bike, or within a garage or
patio of residential use.

Figure 18.125.090(1) – Parking Area
Layout
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Figure 18.125.090(2) – Disabled Person Parking

Requirements

Table 18.125.090 – Parking Area Layout

Standard
Space
(See Figure
18.125.090(2)
for ADA space
requirements)

Parking Curb
Angle
Length
<°

Stall Depth

Aisle Width

Bay Width

Stripe
Length

Single D1 Double
D2

One-Way Two-Way One-Way Two-Way
A1
A2
B1
B2

90°

8′-6′′

18′

36′

23′

23′

59′

59′

18′

60°

10′

20′

40′

17′

18′

57′

58′

23′

45°

12′

18′-6′′

37′

13′

18′

50′

55′

26′-6′′

30°

17′

16′-6′′

33′

12′

18′

45′

51′

32′-8′′

0°

22′

8′-6′′

17′

12′

18′

29′

35′

8′-6′′

18.125.100 Important cross-references.
See also Section 2, Land Use District standards, for parking location requirements for some multifamily
and commercial land uses; Section 3.1, Access and Circulation, for driveway standards; Section 3.2,
Landscaping; and Section 3.5, Surface Water Management. [Ord. 290 § 3(4.060(3)(H)), 2006.]
Article III. Bicycle Parking Requirements

18.125.110 Background.
This article implements part of the Transportation Planning Rule, which requires bicycle parking. (OAR
660-012-0045)
All uses that are subject to site design review shall provide bicycle parking, in conformance with the
standards in Table 18.125.120, and GMC 18.125.120 through 18.125.190. [Ord. 290 § 3(4.060(4)), 2006.]

18.125.120 Minimum required bicycle parking spaces.
Uses shall provide long- and short-term bicycle parking spaces, as designated in Table 18.125.120.
Where two options are provided (e.g., two spaces, or one per eight bedrooms), the option resulting in
more bicycle parking is used.
Table 18.125.120 – Minimum Required Bicycle Parking Spaces
Use Categories

Long-term Spaces
(covered or enclosed)

Specific Uses
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Residential Categories
Household Living

Multifamily

1 per 4 units

2, or 1 per 20 units

The applicant proposes 8 bicycle parking spaces, exceeding this standard.

18.125.140 Location and design.
Bicycle parking should be no farther from the main building entrance than the distance to the closest
vehicle space, or 50 feet, whichever is less. Long-term (i.e., covered) bicycle parking should be
incorporated whenever possible into building design. Short-term bicycle parking, when allowed within a
public right-of-way, should be coordinated with the design of street furniture, as applicable. [Ord. 290
§ 3(4.060(4)(C)), 2006.]
Application materials indicate that bicycle parking spaces will be located under building
stairwells, adjacent to building entrances.

18.125.150 Visibility and security.
Bicycle parking for customers and visitors of a use shall be visible from street sidewalks or building
entrances, so that it provides sufficient security from theft and damage. [Ord. 290 § 3(4.060(4)(D)), 2006.]
The proposed bicycle storage areas are in close proximity to building entrances.

18.125.160 Options for storage.
Long-term bicycle parking requirements for multiple family uses and employee parking can be met by
providing a bicycle storage room, bicycle lockers, racks, or other secure storage space inside or outside
of the building. [Ord. 290 § 3(4.060(4)(E)), 2006.]

18.125.170 Lighting.
For security, bicycle parking shall be at least as well lit as vehicle parking. [Ord. 290 § 3(4.060(4)(F)),
2006.]
This standard can be applied as a condition of approval.

18.125.180 Reserved areas.
Areas set aside for bicycle parking shall be clearly marked and reserved for bicycle parking only. [Ord.
290 § 3(4.060(4)(G)), 2006.]
This standard can be met as a condition of approval.

18.125.190 Hazards.
Bicycle parking shall not impede or create a hazard to pedestrians. Parking areas shall be located so as
to not conflict with vision clearance standards (Section 3.1, Access and Circulation). [Ord. 290
§ 3(4.060(4)(H)), 2006.]

Article IV. Loading Areas

18.125.200 Background.
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The loading area provisions are typical, except that GMC 18.125.250 allows for the use of a street rightof-way loading area under certain conditions. This exception is meant to conserve land for employment
uses, particularly in the downtown and main street zones. Some cities’ codes prohibit vehicles backing
onto a public right-of-way (except single-family uses), so it is important to check for that restriction and
allow reasonable exceptions. [Ord. 290 § 3(4.060(5)), 2006.]

18.125.210 Purpose.
The purpose of this article is to provide standards (1) for a minimum number of off-street loading spaces
that will ensure adequate loading areas for large uses and developments, and (2) to ensure that the
appearance of loading areas is consistent with that of parking areas. [Ord. 290 § 3(4.060(5)(A)), 2006.]

18.125.220 Applicability.
This article applies to residential projects with 50 or more dwelling units, and nonresidential and mixeduse buildings with 20,000 square feet or more total floor area. [Ord. 290 § 3(4.060(5)(B)), 2006.]

18.125.230 Number of loading spaces.
A. Residential Buildings. Buildings where all of the floor area is in residential use shall meet the following
standards:
1. Fewer than 50 dwelling units on a site that abuts a local street: No loading spaces are
required.
2. All other buildings: One space.
B. Nonresidential and Mixed-Use Buildings. Buildings where any floor area is in nonresidential use shall
meet the following standards:
1. Less than 20,000 square feet total floor area: No loading spaces required.
2. Twenty thousand to 50,000 square feet of total floor area: One loading space.
3. More than 50,000 square feet of total floor area: Two loading spaces. [Ord. 290
§ 3(4.060(5)(C)), 2006.]
The above standards for loading areas are not applicable to the proposal.

Chapter 18.185
CONDITIONAL USES
Sections:
18.185.010

Authorization to grant or deny conditional uses.

18.185.020

Conditional use review criteria.

18.185.030

Conditional use procedure.

18.185.040

Specific conditional use standards.

18.185.050

Conditional uses and criteria for certain transportation facilities and improvements.

18.185.020 Conditional use review criteria.
Before a conditional use is approved, findings will be made that the use will comply with the following
standards:
A. The proposed use is consistent with the policies of the comprehensive plan.
The submitted written narrative pages 6-11 provide examples of applicable comprehensive plan
policy language which address Citizen Involvement Policies, Air, Land and Water Quality Policies,
Housing Policies, Public Facilities Policies, Transportation Policies and Economic Policies.
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B. The location, size, design and operating characteristics of the proposed use are such that the
development will have a minimum impact on surrounding properties.
The applicant addresses this standard on Pages 9 and 10 of the written narrative. According to
the applicant, building design, adequate setbacks, and maintaining a residential use in the
residential neighborhood will help to minimize impacts on surrounding properties.
Parking within the development exceeds the minimum required by 11 spaces. This access and
parking arrangement avoids causing traffic congestion and overflow parking on the local street.
C. The use will not generate excessive traffic when compared to the traffic generated by uses permitted
outright and adjacent streets have the capacity to accommodate the traffic generated.
The applicant addresses this standard on Page 10 of the written narrative, pointing out that
commercial uses otherwise allowed in the C-1 Zone would generate more traffic than the
proposed housing units. Examples provided include restaurants, hotel use, retail, or mixed-use
developments. A bowling alley is also identified as a use permitted outright in the C-1 Zone.
GMC Section 18.210.110(C) requires a traffic impact study when a proposed use would increase
site traffic volume generation by 150 average daily trips (ADT) or more. Using the provided
formula of 5 trips per day per apartment in Section 18.210.110(B), the 24 proposed apartment
units would generate 120 average daily trips; (24 x 5=120). A traffic impact study is not required
for review and consideration of the application; however the applicant did submit a trip
generation analysis as Exhibit 3 further showing less traffic impact.
D. Public facilities and services are adequate to accommodate the proposed use.
The City Engineer and Systems Operator have reviewed the proposal and determined that
adequate public sewer and water services are available to serve the development.
E. The site’s physical characteristics in terms of topography, soils and other pertinent considerations are
appropriate for the intended use.
The site is presently stable and generally suitable for the proposed apartments development and
its associated site improvements provided that the recommendations contained in the
Geotechnical Report submitted by the applicant as Addendum A.
As a condition of approval, the recommendations contained in the Geotechnical Report should be
required as conditions of approval.
F. The site has adequate area to accommodate the proposed use. The site layout has been designed to
provide appropriate access points, on-site drives, parking areas, loading areas, storage facilities,
setbacks, buffers, utilities or other facilities which are required by city ordinances or desired by the
applicant.
The application materials include a written plan, with supporting documents including a site plan
that illustrates the arrangement of building placement, parking, access, open space, a
playground, and other amenities. Staff review of the plan indicates that applicable standards
required by the Garibaldi Municipal Code will be met.

18.110.010 Multifamily or apartment siting criteria.
In any zone where a multifamily dwelling, condominium or apartment structure is proposed, the planning
commission shall review the plans under the following criteria:
A. The placement of the structure takes advantage of natural features such as streams, shorelines, or
hillsides. Existing trees are retained whenever feasible.
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Hobson Creeks runs through the southwest corner of the property. There is no development
proposed within this area and all structures and pavement area located at least 15 feet from top of
bank as noted on the site plan. However, the applicant is providing for the removal of hazardous
trees and vegetation within the riparian corridor. A plan has been submitted showing how
replanting will be provided to accommodate the removal of trees and vegetation. See applicant’s
submitted document Exhibit 4.
The subject property consists of a mostly two flat areas separated by a slope running from the
northwest corner of the property southeasterly to the east property line of the property. The
applicant is proposing grading that will provide a relatively consistent slope over the majority of
the property. The applicant is proposing to landscape the development at the time of
construction. The Planning Commission may require special landscaping treatment as a
condition of approval, including a reasonable requirement for tree provision.
B. Ingress and egress points shall be located so as to minimize impact on any adjacent residential uses.
In the downtown area, access shall be limited wherever possible to side streets, rather than Garibaldi
Avenue.
There is only one access point located on a side street and not on Garibaldi Avenue. The ingress
and egress point is located away from residential uses minimizing impacts on adjacent residential
uses. The Applicant has provided written response to this criterion on Page 13 of the written
narrative.
C. Parking areas are located to minimize impact on any adjacent residential uses. Parking areas that
provide for eight or more vehicles shall be screened from adjacent residential uses by means of a fence
or sight-obscuring hedge.
The proposed parking area for the development is located away from adjacent residential uses to
the north and east. The parking area is oriented between the proposed housing units and Arizona
Way. The Applicant has provided written response to this criterion on Page 13 of the written
narrative. The Planning Commission may require parking areas to be screened from adjacent
residential uses by means of a fence or sight-obscuring hedge as a condition of approval,
including a reasonable requirement for light from vehicle headlights to be blocked from view of
residents to the west.
D. In the R-1 zone, a minimum of 25 percent of the lot area shall be devoted to natural open space or
landscaping. In the C-1 zone, a minimum of 20 percent of the lot area shall be devoted to natural open
space or landscaping for family-oriented developments, and 10 percent of the lot area shall be devoted to
natural open space or landscaping for senior citizen/adult handicapped housing. A fenced playground
shall be provided for all family-oriented developments.
According to the application, 40 percent of the total development area will be devoted to open
space with landscaping.
E. Where the proposed structure is located in a residential zone or abuts a residential zone, the following
setbacks shall be met:
1. Front yard: one-story structure, 10 feet; two-story structure, 15 feet;
2. Rear yard: one-story structure, 10 feet; two-story structure, 15 feet;
3. Side yard: one-story structure, five feet; two-story structure, 10 feet.
The proposal includes three-story buildings which abut the adjacent R-1 Zone on the north and
east property lines. The submitted plan indicates that these standards will be met.
F. In the downtown core area, multifamily or apartment complexes shall include a commercial use with
frontage on U.S. 101.
This standard is not applicable.
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G. Vegetation that attains a mature height of six feet may be required in order to screen the development
from adjacent dwellings. [Ord. 290 § 3(4.042), 2006.]
The Planning Commission may require this as a condition of approval, if found to be necessary.

18.210.110 Traffic impact study.
A. Purpose. The purpose of this section is to implement Section 660-012-0045(2)(e) of the State
Transportation Planning Rule that requires the city to adopt a process to apply conditions to development
proposals in order to minimize adverse impacts to and protect transportation facilities. This section
establishes the standards for when a proposal must be reviewed for potential traffic impacts; when a
traffic impact study must be submitted with a development application in order to determine whether
conditions are needed to minimize impacts to and protect transportation facilities; what must be in a traffic
impact study; and who is qualified to prepare the study.
B. Typical Average Daily Trips. Standards by which to gauge average daily vehicle trips include: 10 trips
per day per single-family household, five trips per day per apartment; and 30 trips per day per 1,000
square feet of gross floor area such as a new supermarket or other retail development.
Using this formula, the proposed 24 housing units would generate 120 ADT.
C. When Required. A traffic impact study may be required to be submitted to the city and ODOT with a
land use application when the following conditions apply:
1. The development application involves one or more of the following actions:
a. A change in zoning or a plan amendment designation;
b. Any proposed development or land use action that ODOT states may have
operational or safety concerns along a state highway;
c. The development shall cause one or more of the following effects, which can be
determined by field counts, site observation, traffic impact analysis or study, field
measurements, crash history, Institute of Transportation Engineers Trip Generation
Manual, and information and studies provided by the local reviewing jurisdiction
and/or ODOT:
i. An increase in site traffic volume generation by 150 average daily trips (ADT)
or more; or
As indicated above, the proposed use would increase ADT by 120 units,
below this threshold volume.
ii. An increase in ADT hour volume of a particular movement to and from the
state highway by 20 percent or more; or
iii. An increase in use of adjacent streets by vehicles exceeding the 20,000
pound gross vehicle weights by 10 vehicles or more per day; or
iv. The location of the access driveway does not meet minimum site distance
requirements, or is located where vehicles entering or leaving the property are
restricted, or such vehicles queue or hesitate on the state highway, creating a
safety hazard; or
v. A change in internal traffic patterns that may cause safety problems, such as
backup onto the highway or traffic crashes in the approach area.
2. As requested by the planning commission, acting on the recommendation of city staff.
Staff does not recommend a traffic impact study for this proposed use, because it
is under the 150 ADT threshold and access does not impact existing local streets as
a commercial use would permitted outright. The applicant has provided a trip
generation analysis submitted as Exhibit 3.
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Case File:#ZC-2016-01
Date Filed: 8/29/2016
Public Hearing Date: 9/6/2016

STAFF REPORT
City of Garibaldi Planning Commission
Action
APPLICANT: Garibaldi Leasing and Development, Inc.
REQUEST AND PROCESS: Garibaldi Leasing and Development (GLAD) has
submitted a request for a zone map amendment (zone change) from R-1 (Medium
Density Residential) to C-1 (Commercial) on properties described below. The request
requires a public hearing before the Garibaldi Planning Commission, and the decision of
the Planning Commission will serve as a recommendation to the Garibaldi City Council
for consideration at a subsequent public hearing.
REPORT OF FACTS:
Property Size, Location, and Legal Description: The subject properties consists of
approximately 0.47 acre, and is located at the north of Garibaldi Avenue an east of
Arizona Way in Garibaldi. The properties are identified on Tillamook County Assessor’s
Map #1N-10-22 BA as tax lots 1200 and 1300 and a portion of lot 490 from
approximately 107 feet north of Hwy 101 N north right-of-way to approximately 250 feet
north of Hwy 101 N. The submitted application materials include a narrative and
findings, a transportation planning rule analysis, a riparian vegetation plan, an accessor
map and recorded property deeds, a site plan and site plan outlining open space areas of
the properties. Exhibit “A” attached shows the subject property requesting zone change.
Physical Site Features: The property has various slopes with frontage on Hwy 101 N,
Arizona Way and Halverson Drive. The site is mostly undeveloped with a manufactured
home on the northern most portion of the property. Some wetlands exist on the central
and eastern portion of the property and a small portion of the southwest corner of the
property has Hobson Creek running through it. The site is physically separated from the
industrial uses to the south by Hwy 101 N which is an ODOT scenic highway.
Jurisdiction of Arizona Way is a matter of interest to the City and the City’s official
comments for the record regarding this issue are provided as Exhibit “B” to this report.
The subject property consists of slopes both below and above 20%. The applicant has
submitted a Geologic Site Investigation Report as an addendum to the original submittal.
Surrounding Land Use: Surrounding land use includes the adjacent residential
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City of Garibaldi Zone Change Request
properties (north, east & west), vacant commercial property (south) and a closed
industrial auto wrecking & towing service (south) .
Adjacent Zoning:
I-1 Industrial
C-1 Commercial
R-1 (Downtown)

(South)
(South)
(North, East & West)

Utilities and Public Facilities / Infrastructure: Existing City water and sewer services
are available to the property. Electricity is provided by Tillamook P.U.D. Fire protection
services are provided by the City, and police services are provided by contract with the
Tillamook County Sheriff’s Department. The subject properties front Arizona Way and
rear Halvorson Lane, which are a paved street to the west and a graveled road to east
respectively.
Agency Comments:
1. Oregon Department of Land Conservation: The City has provided DLCD with official
written notice of the proposed zone change. No official written comments from that
agency have been received by the City to-date, but preliminary communications
between City staff and DLCD representatives indicated that the agency had no
objections to the proposal. Any comments provided by DLCD after the date of this
report will be entered into the record and provided to the Planning Commission prior
to the public hearing.
2. Garibaldi Public Works: The City Engineer and Systems Operator have provided
written comments directed toward the effects on transportation facilities, as required
during the course of the Planning Commission’s review. Those comments are attached
to this report as Exhibit “B”.
EVALUATION OF THE REQUEST:
Applicable Criteria:
Applicable criteria for zone map amendments are specified in the Garibaldi Municipal
Code Chapter 18.200. Procedure for amendments is specified in Garibaldi Municipal
Code Chapter 18.210, Administrative Provisions.
Staff comments are provided in italic font
18.200.010 Amendments – Purpose.
The purpose of this chapter is to provide standards and procedures for legislative and quasijudicial amendments to this code and the land use district map. These will be referred to as “map
and text amendments.” Amendments may be necessary from time to time to reflect changing
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community conditions, needs and desires, to correct mistakes, or to address changes in the law.
[Ord. 290 § 3(9.010), 2006.]
18.200.030 Quasi-judicial amendments.
A. Applicability of Quasi-Judicial Amendments. Quasi-judicial amendments are those that involve
the application of adopted policy to a specific development application or code revision, and not
the adoption of new policy (i.e., through legislative decisions). Quasi-judicial district map
amendments shall follow the public hearing procedure, as governed by the zoning ordinance.
The approval authority shall be as follows:
1. The planning commission shall review and recommend land use district map changes
that do not involve comprehensive plan map amendments;
2. The planning commission shall make a recommendation to the city council on an
application for a comprehensive plan map amendment. The city council shall decide
such applications; and
3. The planning commission shall make a recommendation to the city council on a land
use district change application that also involves a comprehensive plan map
amendment application. The city council shall decide both applications.
Staff Comment: The request involves a quasi-judicial amendment. Garibaldi’s
Comprehensive Plan Map and Zone Map consist of one official map adopted by the
Garibaldi City Council earlier in 2013. This current zone change process requires the
Planning Commission to review the request, and then recommend to the Garibaldi City
Council a final decision on the matter.

B. Criteria for Quasi-Judicial Amendments. A recommendation or a decision to approve, approve
with conditions or to deny an application for a quasi-judicial amendment shall be based on all of
the following criteria:
1. Approval of the request is consistent with the statewide planning goals;
Staff Comment: Statewide Planning Goal 10 requires that the City accommodate
needed housing types, such as multifamily. The City currently has a surplus of R-1 land
and will still have a surplus with this zone change. The proposal is consistent with the
statewide planning goals because it maintains its minimum supply of residential zoning
in compliance with Goal 10.
2. Approval of the request is consistent with the comprehensive plan;

3
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Staff Comment: The Garibaldi Comprehensive Plan includes several policies that may
be applicable, including the following that would support the proposed zone change:
Procedural Policy A: “The development and amendment of the Comprehensive Plan
shall be coordinated with the plans and programs of other jurisdictions and agencies that
have an impact on land use in the City. These jurisdictions include: the City of Garibaldi,
Tillamook County, and the State Highway Department.”
Procedural Policy B: “ A change in the Comprehensive Plan shall occur only after the
Planning Commission and the City Council have each held a public hearing. Public
notices shall be published at least ten days prior to the public hearing dates”.
Community Development Pattern Policy A: The City will protect existing residential
neighborhoods from conflicting or inappropriate land uses. Where non-residential land
uses are located in residential areas, the City will require that measures be taken to
minimize the impact of such uses on adjacent residential areas”.
Staff Comment: The zone change will help preclude the potential for non-residential land
use being located in this residential area.
Economy Policies:
d. Maintain an adequate supply of vacant commercial, industrial and waterfront
development property to provide for the economic growth of the community.
Staff Comment: The most recent buildable lands inventory indicates that the City
has a projected 20-year surplus of 33.5 acres of C-1-zoned land thereby
maintaining an adequate supply of vacant commercial property.
g. Encourage residents, businesses and civic organizations to shop locally.
h. Encourage, support and assist existing businesses.
Staff Comment: The more people who live in town, the more chance that
businesses will be utilized and supported.

3. The property and affected area are presently provided with adequate public facilities,
services and transportation networks to support the use, or such facilities, services and
transportation networks are planned to be provided in the planning period;
Public facilities and services are available at the site as indicated above in this report.
The City Engineer and System Operator have provided comments applicable to
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transportation facilities and their adequacy as related to the request. Those comments
are attached to this report and identified as Exhibit “B”.
4. The change is in the public interest with regard to neighborhood or community
conditions, or corrects a mistake or inconsistency in the comprehensive plan or land use
district map regarding the property which is the subject of the application.
Staff Comment: Allowing the zone change provides for Multi-family residential use next
to current residential use. It is efficient use of the property with the increased density.
Furthermore, if the half of the property that is already zoned commercial were developed
commercially such use would likely generate more traffic in this residential area.
Based on these considerations, a finding can be made that the proposed zone change
would be in the public interest.
5. The amendment conforms to the Transportation Planning Rule provisions under GMC
18.200.060. [Ord. 290 § 3(9.030), 2006.]
Staff Comment: The proposed development does not significantly affect Arizona Way as
a transportation facility, in accordance with Oregon Administrative Rule (OAR) 660-0120060 (the Transportation Planning Rule – TPR) and the traffic impact study provisions.
Trip generations from Multi-Family residences are less than that of commercial
developments.

18.200.040 Conditions of approval for quasi-judicial amendments.
A quasi-judicial decision may be for denial, approval, or approval with conditions; conditions shall
be based on applicable regulations and factual evidence in the record. A legislative amendment
may only be approved or denied. [Ord. 290 § 3(9.040), 2006.]

18.200.045 Land use district map and text amendments.
A final quasi-judicial order shall be issued after approval of the action by either the planning
commission or city council. The order should include the name of the applicant, mailing address
of the applicant, map and tax lots of the affected property, type of request, property’s zoning, brief
description of the applicant’s reason for the request, review of the public meetings, hearings and
notices dealing with the request, review of the adopted findings of fact, review of any conditions
associated with the request and whether those conditions shall be met before the approval is
effective, date the approval is effective, appeal options by affected parties, and signatures of the
planning commission chair and secretary (or mayor and city recorder). [Ord. 304 Art. V(1), 2008.]
Staff will prepare findings, conclusions, and a final order that documents the decision of the
Planning Commission after the public hearing.

5
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18.200.050 Record of amendments.
The city recorder shall maintain a record of amendments to the text of this code and the land use
districts map in a format convenient for public use. [Ord. 290 § 3(9.050), 2006.]

18.200.060 Transportation Planning Rule compliance.
A. Review of Applications for Effect on Transportation Facilities. When a development application
includes a proposed comprehensive plan amendment or land use district change, the proposal
shall be reviewed to determine whether it significantly affects a transportation facility, in
accordance with Oregon Administrative Rule (OAR) 660-012-0060 (the Transportation Planning
Rule – TPR) and the traffic impact study provisions. “Significant” means the proposal would:
1. Change the functional classification of an existing or planned transportation facility
(exclusive of correction of map errors). This would occur, for example, when a proposal
causes future traffic to exceed the levels associated with a “collector” street
classification, requiring a change in the classification to an “arterial” street, as identified
by the city’s transportation system plan (“TSP”); or
2. Change the standards implementing a functional classification system; or
3. As measured at the end of the planning period identified in the city’s comprehensive
plan, allow types or levels of land use that would result in levels of travel or access that
are inconsistent with the functional classification of an existing or planned transportation
facility; or
4. Reduce the performance of an existing or planned transportation facility below the
minimum acceptable performance standard identified in the city’s comprehensive plan;
or
5. Worsen the performance of an existing or planned transportation facility that is
otherwise projected to perform below the minimum acceptable performance standard
identified in the city’s comprehensive plan.
B. Amendments That Affect Transportation Facilities. Except as provided in subsection C of this
section, amendments to the comprehensive plan and land use regulations which significantly
affect a transportation facility shall assure that allowed land uses are consistent with the function,
capacity, and level of service of the facility identified in the TSP. This shall be accomplished by
one of the following:
1. Adopting measures that demonstrate that allowed land uses are consistent with the
planned function of the transportation facility; or
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2. Amending the TSP or comprehensive plan to provide transportation facilities,
improvements, or services adequate to support the proposed land uses; such
amendments shall include a funding plan to ensure the facility, improvement, or service
will be provided by the end of the planning period; or
3. Altering land use designations, densities, or design requirements to reduce demand
for automobile travel and meet travel needs through other modes of transportation; or
4. Amending the planned function, capacity or performance standards of the
transportation facility; or
5. Providing other measures as a condition of development or through a development
agreement or similar funding method, specifying when such measures will be provided.
Staff Comments: The City Engineer and Systems Operator has reviewed the proposal
and evaluated the effects of it on the City of Garibaldi’s transportation facilities, and finds
the request to meet the applicable standards necessary for approval. The findings are
attached to this report and identified as Exhibit “B”.
Chapter 18.210.010 Administrative Provisions.
Chapter 210 regarding Administrative Provisions (process) is extensive and therefore is attached
to this report and identified as Exhibit “C”. Staff would direct the Planning Commission to focus on
the substantive criteria identified above in this report, and refer to the Administrative Provisions in
the attachment if there is a need for guidance on the process in arriving at a decision.

STAFF SUMMARY AND CONCLUSION:
Garibaldi Leasing and Development, Inc. (GLAD) has proposed an amendment to the
City’s Comprehensive Plan and Zone Map, to change the existing R-1 Residential Zone
to a C-1 Commercial Zone on approximately 0.47 acres of GLAD-owned property. The
request is a precursor for projected development that is allowed as a conditional use in
the Commercial Zone, but may not be permitted in the Residential Zone.
Procedures established by the Garibaldi Zoning Code requires the Planning Commission
to review the application at a public hearing and weigh it against the criteria outlined
above, or other criteria to which a party believes to be applicable. The above report
identifies the substantive criteria including appropriate comments to help guide the
Planning Commission in arriving at a decision on the matter.
At the public hearing, all interested parties are invited to attend and to provide testimony
directed to the applicable criteria. At the close of the public hearing, the Planning
Commission should consider all of the facts, the testimony presented including written
7
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and oral testimony, the existing and proposed zoning designations and their land uses, the
applicable criteria, and then determine an appropriate recommendation to the City
Council for further review and a final decision in response to the request.
At the end of the public hearing, and in consideration of relevant issues, the Planning
Commission should make a decision initiated by a motion to recommend approval or
denial of the proposed amendment. The motion should articulate generally the findings as
related to the criteria.
Submitted by,

John O’Leary,
Garibaldi City Planner Pro Tem
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Exhibit “B”
TO:
FROM:
DATE:
SUBJECT:

City Manager O’Leary
Blake Lettenmaier, City Engineer and Martin McCormick, Systems Operator
August 16, 2016
Arizona Way - Apartments Development

I have reviewed the proposed project and recommend the following street improvements.
1. Half-street improvements on the east side of Arizona Way from the north end of the access to
the Hwy 101 N right-of-way consisting of:
a. Saw-cutting 1 foot in to the existing pavement edge to provide a clean and sealed
pavement joint
b. Providing paved roadway lane from the saw cut to 11 feet east of the centerline of rightof-way and an additional 6 feet of paved pedestrian shoulder consisting of 3-inch
compacted thickness of Class C asphalt over 9 inches compacted thickness of ¾ ”-0”
crushed rock over compacted subgrade
c. Providing 1 foot compacted thickness of ¾”-0” crushed rock should at 2 foot width
d. Providing the same pavement section and shoulder tapering from the north end of the
access to the existing pavement edge 90 feet north
e. Providing a 4-inch wide painted white fog line 11 feet east of centerline south of the
south access to the Hwy 101 N right-of-way and a 4-inch wide painted white fog line
from the north end of the access along the edge of pavement to the end of the taper to the
north
The above being illustrated below…
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A PPLICATI O

FOR C ON DITIONAL USE

!L',j~t q l ,?O r b

DATE OF APPLICATION

APPLICANT INFORMATION

Ciae.ba \ ch \ .Jl('L") , fl~ t J:Jwe ~op~~
j=£~. 7 0S.
. .
\. ct=
cse: 9Jl/1/B

APPLICANT NAME(S)
MAILINGADDRESS

C/V-f'lh

CITY

STATE

ZIP

STREET ADDRESS (if different)
TELEPHONE : ·Home _ _ _ _ _ _ _ _ _ _ __

Work

APPLICANT STATUS
[Check ONE of the blanks below.}

/"'

~ I am the OWNER of the property. [If there is mQre than one owner, ALL OWNERS must sign.]
~

2. I am the PURCHASERofthe property, undera duly recorded contract of sale .
3. I am LESSEE ofthe property, authorized by the owner to make this application.
4. I am the AGENT of the owner, authorized by the owner to make this application.
[NOTE: If applicant is not the owner of the property, the owner(s) need to filf out and sign the "OWNER
CONSENT" portion of this application.]

OWN~

0

SS (if applicant is natthe owner):

LEGAL DESCRIPTION OF PROPERTY
(Use LOT(S), 8LOCK(S), and SUBDIVISION for platted land, or METES-AND-80UNDS description for unplatted
land (land that is not part of a recorded subdivision). ALSO include TAX LOT(S) and MAP NUMBERS from
. assessor's office (or your tax statement). Attach an extra page if necessary.]

ZONING INFORMATION
PRESENTZONING

. (,
. :=-~--L\_ - - - - - 30

ATTACHMENTS
In order to process this application, the City will need, in addition to this application form:
o

Applicant's statement {see "APPLICANT'S STATEMENT," be/ow].

o

A plot plan showing the proposed location and dimensions of what you need the conditional use to be
able to do (and ALSO the location and dimensions of the other improvements on the property.
{Basicalfy, show everything you can-parking lots, driveways, trees, bordering streets and structures--to give the
Planning commission a "snapshot" of what it aI/looks like and what you want to do.]

o An application 'fee of $ 420

($ 525

in the Commercial zone) pursuant to resolution 2008-09.

MAILING LIST
Section 11.020 of the zoning ordinance requires notice by first-class mail to every landowner Within 200 feet
of the outside boundaries of the subject property, at least 20 days in advance of the Planning Commission's
hearing on your application. In addition, notice is published in the Tillamook paper 20 days or more in advance of the hearing. The City prepares the mailing list from the City's land use database, and sends out the
notices. This "noticing" is the primary cost your application fee is paying for (and that's why the fee is not
refundable).

APPLICANT'S STATEMENT
Attach a statement summarizing why you think it's a good idea for the Planning Commission to grant the
conditional use. \In "planner's language," this is called "proposed findings of fact.") By law, the Planning
Commission is not allowed to say just "yes" or "no" in land-use matters-they have to say why they said
"yes" or "no.") Your statement should attempt to give them "hooks" to hang a "yes" decision on.

APPLICANT'S CERTIFICATION
As the applicant(s) and owner(s) of the property described herein, Ilwe realize that this application rests
upon the above answers and accompanying data, and do hereby affirm and certify under penalty of
perjury that the foregoing statements and answers are in all respects true and correct to the best of myI
our knowledge.

~
_~~~,~~~_______p_r_m_te_d_VT_y._p_e_d_N_a_m_e________________________D_a_te________
OWN ER CONSENT [if applicant is not the owner of the property]

Ilwe, as owner{s) of the abovedescribed property, hereby authorize and consent to this application.
Printedffyped Name

BY:

APPLICATION RECEIVED [date]
APPLICATION FEE OF $ _ _ __

----------------------------------RECEIPT NO. __________

RECEIVED [date] _ _ __

SCHEDULED FOR PLANNING COMMISSION HEARING [date]
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Date

ABOUT CONDITIONAL USES
CONDITIONAL USES are governed by Article ~ ofthe Garibaldi Zoning Ordinance, as amended. Different conditional uses are aI/owed in different zones; you'll find these listed in Sec. 3.010(2) for the
Residential zone, ~.020(2) for the Resource/Open Space zone, 3.030(2) for Commercia', 3.040(2) for
Industrial, 3.050(2) for Water-Dependent (WD-1), 3.060(2) for Waterfront Developtment (WD-2),
3.080(3) for 'Estuary Natural, 3.1 06(3j for Estuary ConselVation 1, 3.108(3) for Estuary ConselVation 2,
and ,3.110(3) for Estuary Development. In addition [0 requiring compliance with standards specifically
applicable to the (ise that is proposed, the City has the ability io impose such restrictions on the use as
.are considered necessary to protect fjdjacent properly, an identified resoUrce, or the City as a whole.
If the ,use YOLl are proposing is not on the list of cpnditional uses allowed in the zone where your property
is focated, youcan'i apply for a cooditio(lal use.· You need to apply for either (1) a zone change or (2) a
change in the text of the zoning ordinance.

Before the Planning Commission can approve a conditional use, they need to "find" that certain reqUirements of the Zoning
Ordinance are being met. For them to do so, 'you as applicant need to provide answers to the following questions:

1. How is the use you are proposing ,consistent with the polie<ies of the Garibaldi Comprehensive Plah?
(You'll want to read through 1I10se policies--there are a lot of them-and address the ones that apply.)

2. How are the location, siz.e, .design and operating characteristics of the proposed use going to let it
have a minimal impact on surrounding properties?
3. How does the likely increase in traffic from your proposed use compare with the increase that would
happen from a normal ("permitted") use of the property?

4. Do the adjacent streets have the capacity,to accomodaie the extra traffic your use is going to
generate? How do you know this?
5. Are pUblic facilities and services--water, sewer, fire and power-adequate to accomodate Your
proposed use? Why?
.
6. How are the physical characteristics of the property--topography, soils, and the like-appropriate for
lhe use you are proposing?
7, How do you know there's enough room on the site to accomodate your proposed use?

8. Do you have adequate access points, on-site drives, parking areas, loading areas; storage facilities,
setbacks, buffers, utilities and/or other facilities as required either by your use or City ordinances?
If you are applying for a CONDITIONAL USE FOR A NON-WATER DEPEN DENT USE IN A SHORELANDS OR WATERFRONT ZONE, also answer the questions below:

9. Show how your proposed use is not going to preclude the allocation of Water-dependent uses.
10, Show that sufficient land and water area still exists far water-dependent uses.
11. Show how public access and riparian vegetation (where applicabie) is going to be maintained or
provided.
12. Show nov. your proposed use is not'going to cause filling of the e,stuary or adverse water quality
impact.
CONDITIONAL USES !N THE ESTUARY ZONES are also subject to the deVelopment standards in Sec. 4.01 0 of the
Garibaldi Zonil1g Ordinance, as amended. The standards deal with aquaculture facilities, energy facilities, log handling and
storage, commercial and industrial uses, the siting. deSign, construction, maintenance and expansion of dikes, the construction or expansion of docks and moorages, dredging or filling in estuarin,e water, intertidal areas and tidal wetlands,and
disposal of dredg~ materials. Conditional uses in estuary zones are also subject to the procedures in Sec. 4,020. In the
Estuary Development (ED) zone, show tllat the proposed use does not conflict with water-dependent use on the site or In
adjaceni Water-dependent development (WD-1) shorelands .
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TO CHA GE

APPLICATIO

1Vj (/74-

DATE OF APPLICATION

I G OF

IEZ

A

1 2.0 It,

APPLICANT INFORMATION

APPLICANT

NAME(S~aO b al d,;

MAILING ADDRESS
CITY

0 ~ox

L<

CL'\ IV:) C.

7 0':>

&CLrl OQ.,\ CLC

\

STATE

-+ 'CLw :tDpo:::u 0

Of<

ZIP

-\- Tnl

97 11 0

STREET ADDRESS (if different)
Work

TELEPHONE: Home

APPLICANT STATUS
~

IT]

~.

[Check ONE of the blanks below.]

I am the OWNER of the property. [If there is more than one owner, ALL OWNERS must sign.]

~ I am the PURCHASER of the property, under a duly recorded contract of sale.

3. I am LESSEE of the property, authorized by the owner to make this application.
4. I am the AGENT of the owner, authorized by the owner to. make this application .
[NOTE: If applicant is not the owner of the property, the owner(s} need to fi/I"out and sign the "OWNER
CONSENT" portion of this application.]

ow~ca~;nottheoWner):

LEGAL DESCRIPTION OF PROPERTY
[Use LOT(S}, BLOCK(S}, and SUBDIVISION for platted land, or METES-AND-BOUNDS description for unplatted land
(land that is not part of a recorded subdivision). ALSO include TAX LOT(S} and MAP NUMBERS from assessor's office
(or your tax statement). Attach an extra page if necessary.]

ZONING INFORMATION
PRESENT ZONING

C<- I

c\-.

R-

1

PROPOSED ZONING

----:,[=------1-1_ _ _ _ _--,,-_

Does the proposed zone change involve changing the zoning of all or any part of a mobile home park? ;\JL)
If yes, NAME OF PARK: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ __ _ _ __
ADDRESS
Which spaces are affected? _ _ _ _ _ _ _ _ _ _ _ _ __
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ATTACHMENTS
In order to process this application, the City will need, in addition to this application form:
o A plot plan showing the proposed location and dimensions of what you need the zone change to be able to do
(and ALSO the location and dimensions of the other improvements on the property).
[Basically, show everything you can-parking lots, driveways, trees, bordering streets and structures-to give the
Planning Commission a "snapshot" of what it all looks like and what you want to do.]

o Applicant's statement [see "APPLICANT'S STATEMENT," below].
o An application fee of $200.00 pursuant to Res. 91-12 (adopted 9/9/91).

MAILING LIST
Section 11.020 of the zoning ordinance requires notice by first-class mail to every landowner within 200 feet of
the outside boundaries of the subject property, at least 20 days in advance of the Planning Commission's hearing
on your application. In addition, notice must be published in the Tillamook paper at least 20 days in advance of
the Planning Commission's hearing. The City of Garibaldi will prepare the mailing list from the City's landuse
database, and send out the notices. This "noticing" is the primary cost your application fee is paying for (and
that's why the fee is not refundable).
[NOTE: If the zone change involves changing the zoning of al/ or any part of a mobile home park, the tenants of the park
must be notified in addition to aI/landowners within 200 feet. The applicant is responsible for providing the names and
addresses of the tenants so the City can notify them.]

APPLICANT'S STATEMENT
Attach a statement summarizing why you think it's a good idea for the Planning Commission to grant the zone
change. (In "planner's language," this is called "proposed findings offact.") By law, the Planning Commission is
not allowed to say just "yes" or "no" in land-use matters-they have to say why they said "yes" or "no." Your
statement should attempt to give them "hooks" to hang a "yes" decision on.
Sec. 9.025 of the zoning ordinance requires the Planning Commission and City Council, before they can approve
a zone change, to "find" that the proposed change is (1) consistent with the Garibaldi Comprehensive Plan, and
(2) required to meet a land use need. You should make sure your statement specifically addresses both points.

APPLICANT'S CERTIFICATION
As the applicant( s) and owner( s) of the property described herein, I/we realize that this application rests upon the
above answers and accompanying data, and do hereby affirm and certify under penalty of perjury that the foregoing statements and answers are in all respects true and correct to the best of mylour knowledge.

~

VL

Date

PrintedITypedName

OWNER CONSENT [if applicant is not the owner of the property]
Ilwe, as owner(s) of the abovedescribed property, hereby authorize and consent to this application.

~~

.!!!ntedlTypedName

Date

,2,r
. . OFFICE USE ONLY
BY:

APPLICATION RECEIVED [date] _ _ _ __
APPLICATION FEE OF $ _ _ __

'.

SCHEDULED FOR PLANNING COMMISSION HEARING [date]

[RINGO:IPAPERSIZCG-FORM.P65-Revised 915/01J
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--------------------------RECEIPT NO. _ _ __

RECEIVED [date] _ _ __

SCHEDULED FOR CITY COUNCIL HEARING [date]

,

Arizona Way-Garibaldi
Zone Change & Conditional Use

The subject properties are located on the north side of Hwy 101 and along the east side of
Arizona Way (01N10W22BAlTax Lots 490, 1100,1200, and 1300). The subject properties total
about 0.98 acres in size and are zoned R-1 and C1. The applicant is proposing to develop the
site with 24 multi-family dwelling units. Multi-family dwellings are permitted with Conditional Use
approval under 18.25.030(G) in the R-1 and C1 zone. However, the R-1 has height restrictions
that would make development of the site difficult. Therefore, the applicant is requesting a zone
change to rezone Tax Lots 490 (from 106.89 feet north of Hwy 101 N north right-of way to
250.17 feet north of Hwy 101 N north right-of-way) ,1200 and 1300 to C-1 .
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VICINITY INFORMATION:
The subject property is vacant. The surrounding properties are developed with single family
dwellings to the north, west, and east.
PROPOSAL:
The applicant is proposing to develop 24 multi-family dwellings on the subject properties. The
applicant's proposal includes a conditional use and zone change application.

Zone Change/Conditional Use #6299

Page 1
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August 9, 2016

ZONE CHANGE CRITERIA:
The applicant is requesting a zone change to rezone the northern portion (Tax Lots 490 (from
106.89 feet north of Hwy 101 N north right-of way to 250.17 feet north of Hwy 101 N north rightof-way», 1200 and 1300) of the subject property from R-1 to C-1 and develop the site as shown
on the attached site plan.

1) The proposed use is consistent with the poliCies of the comprehensive plan.
The proposed development is consistent with the policies of the comprehensive plan. The
applicable Policies of the Comprehensive Plan are addressed as follows:
The intent of the comprehensive plan is to project the goal of the most desirable pattern of land
use in the area taking into account various factors such as the transportation system, location of
public facilities, and the needs of the people which are important to the creation and
maintenance of a healthful and pleasing urban environment. To ensure that the anticipated
urban land use needs are met, the Plan map demonstrates a commitment that land for a wide
variety of uses will be available at appropriate locations as needed.
Citizen Involvement Policies A. B, C, D, and E:
The City's adopted Comprehensive Plan Goals and Policies, and its adopted zone code,
implement the Statewide Citizen Involvement Goal. This application will be reviewed according
to the public review process established by the City of Garibaldi. The City's Plan is
acknowledged to be in compliance with this Policy. Notice of the proposal will be provided to
property owners and public agencies. The notice will identify the applicable criteria. A public
hearing to consider the request will be held before the Planning Commission . Through the
notification and public hearing process all interested parties are afforded the opportunity to
review the application, comment on the proposal, attend the public hearing, and participate in
the decision.
These procedures meet the requirements of the policies for citizen involvement in the land use
planning process.
Air and Water Quality Policies A. B, C, D, E, and F:
The City's adopted Comprehensive Plan, Scenic and Historic Areas, Natural Resources and
Hazards, Commercial, Industrial and Transportation Goals and Policies along with adopted
facilities plans implement this Policy.
Development is required to meet applicable State and Federal requirements for air and water
quality. The proposal to develop the site is reviewed by the City and any applicable outside
agencies for impacts on environment and compliance to applicable standards and regulations.
Development is required to meet applicable water, sewer, and storm drainage system
requirements. Upon development, the City is responsible for assuring that wastewater
discharges are treated to meet the applicable standards for environmental quality. Prior to
development, the applicant will obtain all required State, Federal, and local permits.
The City has identified the process through which water; sewer and storm drainage will be
supplied to the site as stated in previous meetings with the applicant.
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The major impact to air quality in the vicinity is vehicle traffic along the boundary streets. The
traffic generated from the site will be minor compared to the total volume of traffic in this area,
and will not create a significant additional air quality impact. A Traffic Impact Analysis is not
required for this level of development. However, a TPR memo dated, July 6, 2016 from the
applicant's Traffic Engineer has been provided. See attached.
The site is vacant. The proposed development will have no significant impact on the quality of
the land . Considering the location of the site within the city, the availability of public facilities to
provide water, sewage disposal and storm drainage services, and the surrounding
transportation system , the proposal will have no significant impacts to the quality of the air,
water or land. The City's adopted facility plans implement Goal 6. Therefore, the proposal
complies with the Air and Water Quality Policies.
Parks and Recreation Policies (2) a, b, e:
The City's adopted Comprehensive Plan Parks and Recreation Goal and Policies implements
the Statewide Recreation Needs Goal by encouraging conservation and identification of existing
and needed park resources and funding mechanisms. There are recreation opportunities
located across the street, where fishing and clamming are available. This area provides
recreational areas for the residents. At the time of development, the proposal will provide
improved public pedestrian connections via hard-surfaced sidewalks the will connect to the
existing pedestrian circulation . The beach sites provide adequate parks and recreation within
the area. However, at the time of development, the multi-family development on the site will
have common open space areas for the residents.
The education district's master plan provides for growth in the district and has options to meet
the demand. The education district reviews the population factors to determine planning,
funding and locating new schools or providing additional facilities on the sites of existing
schools. Therefore, the proposal complies with the Parks and Recreation Policies.
Housing Policies (5) a, d, e, i. and j:
The City has projected a need for residential units in the City's "Future Land Needs" to address
State Land Use Goals 10 by establishing population projections. According to Table 6
(Projected Future New Housing Units and Land Needs by Housing Type and Zoning
Designation), Garibaldi is in need of 157 attached and/or multi-family units within the R-1, C-1 ,
and WD zoned residential land in order to help fill the deficit for multi-family housing . Garibaldi
is in need of 53 attached and/or multi-family units in the C-1 zone . This proposal will help
provided 24 needed multi-family units. See page 15 of the Garibaldi Comprehensive Plan.
This proposal will also provide a needed multi-family housing type in this part of Garibaldi. This
will not be low income housing . These will be market value rental units.
The development will also be located in an area in close proximity to existing and proposed
services. The ocean and beaches are located within walking distance. Restaurants and the
local markets are located within walking distance from the site as well. Commercial services are
currently available to the west of the site in the downtown area.
The existing neighborhood consists of single family housing (north, east, and west). The
surrounding properties to the west and east are zoned R-1 and C-1. The properties to the north
are zoned R-1 . In order to provide an alternative housing pattern while being consistent with the
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neighborhood, the proposed development will provide a higher density of needed housing in this
area. In order to maintain the character of the neighborhood, the site will be developed in
compliance with required Design Standards and provide the required setbacks along property
lines.
The City's adopted Comprehensive Plan , Residential, Transportation Goals and Policies and
applicable adopted facilities plans implement the Statewide Housing Goal. Therefore, the
Housing Policies have been met.
Public Facilities Policies (2) a, b, c, e, f, j, I. n,

0,

p, and g:

The City's adopted Comprehensive Plan, residential, and Transportation Goal and Polices and
adopted Storm water and Water Master Plans implement the Statewide Public Facilities and
Services Goal by requiring development to be served by public services. The proposal is for
revitalized urban development in an area where future extensions of those services can be
provided in the most feasible , efficient and economical manner. All necessary and appropriate
public services and facilities essential for development will be provided to this property at levels
that are adequate to serve the proposed use.
The City maintains an infrastructure of public services that includes sewer, water, and storm
drainage facilities. The City will specify any needed changes to the existing service levels at the
time building permits are requested .
In order to assure compliance and prior to building permits, the applicant will work with the Fire
Department and all other required agencies.
Sidewalks are or will be provided throughout the site for pedestrian circulation . The location
along a major transportation corridor facilitates vehicle access, bicycle and pedestrian access,
provides significant opportunity to reduce vehicle miles traveled . The vehicle, bicycle, and
pedestrian circulation systems will be designed to connect to the existing street and sidewalk
systems.
The education district's master plan provides for growth in the district and has options to meet
the demand. The education district reviews the population factors to determine planning,
funding and locating new schools or providing additional facilities on the sites of existing
schools.
Other private service providers supply garbage, telephone, television, postal and internet
services as needed by the development. The required public services and facilities to serve new
development will be determined by the City at the time development permits are requested. By
providing adequate public facilities and services for the proposed use, the requirements of these
policies are met.
Transportation Policies E. F, G, I and J:
The City's adopted Comprehensive Plan Transportation Goals and Policies implements the
Statewide Transportation Goal by encouraging a safe, convenient and economic transportation
system. The subject property is located along Arizona Way and Hwy 101 . The major streets
are in place due to previous development.
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The subject property includes Tax Lots 1100, 1200, 1300 and the southern portion of Tax
Lot 490. The development of multi-family units on this site is a safer and more convenient way
to develop the site. The multi-family development will provide one driveway within and
throughout the site onto Arizona Way. The northern portion of Tax Lot 490 will have a10-foot
easement which will allow access to and from this remainder of the property. The development
along with the easement will not create any traffic issues within the area. A Traffic Impact
Analysis is not required for this level of development. However, a memo dated July 6, 2016
from the applicant's Traffic Engineer has been provided.
No access will be taken on to Hwy 101 .
Therefore, these policies have been met.
Economic Policies:
The proposal will have a positive impact on the economy of the City of Garibaldi. The
Conditional Use will allow the underdeveloped property to be developed, which will create
employment along with a housing type that is needed and will bring in tax money to the City.
The proposal will provide a location for residential uses. The subject property is currently
underultized. The site will offer economic diversification because it will provide for the
expansion of new residential. , It will provide an opportunity to encourage hiring of local
unemployed, skilled and unskilled local residents . The site is currently unproductive and returns
little value to the City. Redevelopment contributes to the economic base of the urban area,
which is consistent with the economic policies. Therefore, these policies have been met.

2) Land Use Needs.
Housing Policies (5) a, d, e, i, and j:
The City has projected a need for residential units in the City's "Future Land Needs" to address
State Land Use Goals 10 by establishing population projections. According to Table 6
(Projected Future New Housing Units and Land Needs by Housing Type and Zoning
Designation), Garibaldi is in need of 157 attached and/or multi-family units within the R-1 , C-1,
and WD zoned residential land in order to help fill the deficit for multi-family housing. Garibaldi
is in need of 53 attached and/or multi-family units in the C-1 zone. This proposal will help
provide 24 needed multi-family units. See page 15 of the Garibaldi Comprehensive Plan.
This proposal will also provide a needed multi-family housing type in this part of Garibaldi. This
will not be low income housing. These will be market value rental units.
The development will also be located in an area in close proximity to existing and proposed
services. The ocean and beaches are located within walking distance. Restaurants and the
local markets are located within walking distance from the site as well. Commercial services are
currently available to the west of the site in the downtown area.
The existing neighborhood consists of single family housing (north, east, and west). The
surrounding properties to the west and east are zoned R-1 and C-1 . The properties to the north
are zoned R-1 . In order to provide an alternative housing pattern while being consistent with the
neighborhood, the proposed development will provide a higher density of needed housing in this
area. In order to maintain the character of the neighborhood, the site will be developed in
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compliance with required Design Standards and provide the required setbacks along property
lines.
The City's adopted Comprehensive Plan, Residential, Transportation Goals and Policies and
applicable adopted facilities plans implement the Statewide Housing Goal. Therefore, the
Housing Policies have been met.

CONDITIONAL USE CRITIERIA:
The subject property is zoned C-1 (as requested with a zone change), multi-family dwellings are
allowed in the C-1 zone with a Conditional Use permit under 18.25.030(G). Furthermore, the
proposed multi-family buildings will be about 35 feet in height, under 18.25.040(C) the maximum
allowed building height in the C-1 zone is 30 feet. Buildings exceeding 30 feet in height shall
require a Conditional Use permit. The proposed buildings will be over 30 feet in height.
Therefore, the applicant is requesting a Conditional Use to exceed the maximum building height
and to allow apartments on the site.
A. The proposed use is consistent with the policies of the comprehensive plan.

The proposed development is consistent with the policies of the comprehensive plan. The
applicable Policies of the Comprehensive Plan are addressed as follows:
The intent of the comprehensive plan is to project the goal of the most desirable pattern of land
use in the area taking into account various factors such as the transportation system , location of
public facilities, and the needs of the people which are important to the creation and ,
maintenance of a healthful and pleasing urban environment. To ensure that the anticipated
urban land use needs are met, the Plan map demonstrates a commitment that land for a wide
variety of uses will be available at appropriate locations as needed,
Citizen Involvement Policies A. B, C, D, and E:
The City's adopted Comprehensive Plan Goals and Policies, and its adopted zone code,
implement the Statewide Citizen Involvement Goal. This application will be reviewed according
to the public review process established by the City of Garibaldi. The City's Plan is
acknowledged to be in compliance with this Policy. Notice of the proposal will be provided to
property owners and public agencies. The notice will identify the applicable criteria. A public
hearing to consider the request will be held before the Planning Commission. Through the
notification and public hearing process all interested parties are afforded the opportunity to
review the application, comment on the proposal, attend the public hearing, and participate in
the decision.
These procedures meet the requirements of the policies for citizen involvement in the land use
planning process.
Air and Water Quality Policies A. B, C, D, E, and F:
The City's adopted Comprehensive Plan, Scenic and Historic Areas, Natural Resources and
Hazards, Commercial, Industrial and Transportation Goals and Policies along with adopted
facilities plans implement this Policy.
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Development is required to meet applicable State and Federal requirements for air and water
quality. The proposal to develop the site is reviewed by the City and any applicable outside
agencies for impacts on environment and compliance to applicable standards and regulations.
Development is required to meet applicable water, sewer, and storm drainage system
requirements. Upon development, the City is responsible for assuring that wastewater
discharges are treated to meet the applicable standards for environmental quality. Prior to
development, the applicant will obtain all required State, Federal, and local permits.
The City has identified the process through which water; sewer and storm drainage will be
supplied to the site as stated in previous meetings with the applicant.
The major impact to air quality in the vicinity is vehicle traffic along the boundary streets. The
traffic generated from the site will be minor compared to the total volume of traffic in this area,
and will not create a significant additional air quality impact. A Traffic Impact Analysis is not
required for this level of development. However, a memo dated, July 6, 2016 from the
applicant's Traffic Engineer has been provided. See attached.
The site is vacant. The proposed development will have no significant impact on the quality of
the land. Considering the location of the site within the city, the availability of public facilities to
provide water, sewage disposal and storm drainage services, and the surrounding
transportation system , the proposal will have no significant impacts to the quality of the air,
water or land. The City's adopted facility plans implement Goal 6. Therefore, the proposal
complies with the Air and Water Quality Policies.
Parks and Recreation Policies (2) a, b, e:
The City's adopted Comprehensive Plan Parks and Recreation Goal and Policies implements
the Statewide Recreation Needs Goal by encouraging conservation and identification of existing
and needed park resources and funding mechanisms. There are recreation opportunities
located across the street, where fishing and clamming are available. This area provides
recreational areas for the residents. At the time of development, the proposal will provide
improved public pedestrian connections via hard-surfaced sidewalks that will connect to the
existing pedestrian circulation. The beach sites provide adequate parks and recreation within
the area. However, at the time of development, the multi-family development on the site will
have common open space areas for the residents.
The education district's master plan provides for growth in the district and has options to meet
the demand. The education district reviews the population factors to determine planning,
funding and locating new schools or providing additional facilities on the sites of existing
schools. Therefore, the proposal complies with the Parks and Recreation Policies.
Housing Policies (5) a, d, e, i, and j:
The City has projected a need for residential units in the City's "Future Land Needs" to address
State Land Use Goals 10 by establishing population projections. According to Table 6
(Projected Future New Housing Units and Land Needs by Housing Type and Zoning
Designation), Garibaldi is in need of 157 attached and/or multi-family units within the R-1, C-1,
and WD zoned residential land in order to help fill the deficit for multi-family housing . Garibaldi
is in need of 53 attached and/or multi-family units in the C-1 zone. This proposal will help
provided 24 needed multi-family units. See page 15 of the Garibaldi Comprehensive Plan.
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This proposal will also provide a needed multi-family housing type in this part of Garibaldi. This
will not be low income housing. These will be market value rental units.
The development will also be located in an area in close proximity to existing and proposed
services. The ocean and beaches are located within walking distance. Restaurants and the
local markets are located within walking distance from the site as well. Commercial services are
currently available to the west of the site in the downtown area.
The existing neighborhood consists of single family housing (north, east, and west) . The
surrounding properties to the west and east are zoned R-1 and C-1. The properties to the north
are zoned R-1. In order to provide an alternative housing pattern while being consistent with the
neighborhood, the proposed development will provide a higher density of needed housing in this
area. In order to maintain the character of the neighborhood, the site will be developed in
compliance with required Design Standards and provide the required setbacks along property
lines.
The City's adopted Comprehensive Plan , Residential, Transportation Goals and Policies and
applicable adopted facilities plans implement the Statewide Housing Goal. Therefore, the
Housing Policies have been met.
Public Facilities Policies (2) a, b, c, e, f, j, I, n,

0,

p, and q:

The City's adopted Comprehensive Plan, residential , and Transportation Goal and Polices and
adopted Storm water and Water Master Plans implement the Statewide Public Facilities and
Services Goal by requiring development to be served by public services. The proposal is for
revitalized urban development in an area where future extensions of those services can be
provided in the most feasible, efficient and economical manner. All necessary and appropriate
public services and facilities essential for development will be provided to this property at levels
that are adequate to serve the proposed use.
The City maintains an infrastructure of public services that includes sewer, water, and storm
drainage facilities. The City will specify any needed changes to the existing service levels at the
time building permits are requested .
In order to assure compliance and prior to building permits, the applicant will work with the Fire
Department and all other required agencies.
Sidewalks are or will be provided throughout the site for pedestrian circulation. The location
along a major transportation corridor facilitates vehicle access, bicycle and pedestrian access,
provides significant opportunity to reduce vehicle miles traveled. The vehicle, bicycle, and
pedestrian circulation systems will be designed to connect to the existing street and sidewalk
systems.
The education district's master plan provides for growth in the district and has options to meet
the demand. The education district reviews the population factors to determine planning,
funding and locating new schools or providing additional facilities on the sites of existing
schools.
Other private service providers supply garbage, telephone, television , postal and internet
services as needed by the development. The required public services and facilities to serve new
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development will be determined by the City at the time development permits are requested. By
providing adequate public facilities and services for the proposed use, the requirements of these
policies are met.

Transportation Policies E, F, G, I and J:
The City's adopted Comprehensive Plan Transportation Goals and Policies implements the
Statewide Transportation Goal by encouraging a safe, convenient and economic transportation
system. The subject property is located along Hwy 101. The major streets are in place due to
previous development.
The subject property includes Tax Lots 1100,1200,1300 and the southern portion of Tax
Lot 490. The development of multi-family units on this site is a safer and more convenient way
to develop the site. The multi-family development will provide one driveway within and
throughout the site onto Arizona Way. The northern portion of Tax Lot 490 will have a10-foot
easement which will allow access to and from this remainder of the property. The development
along with the easement will not create any traffic issues within the area. A Traffic Impact
Analysis is not required for this level of development. However, a memo dated July 6, 2016
from the applicant's Traffic Engineer has been provided.
No access will be taken on to Hwy 101 .
Therefore, these policies have been met.
Economic Policies:
The proposal will have a positive impact on the economy of the City of Garibaldi. The
Conditional Use will allow the underdeveloped property to be developed, which will create
employment along with a housing type that is needed and will bring in tax money to the City.
The proposal will provide a location for residential uses. The subject property is currently
underultized. The site will offer economic diversification because it will provide for the
expansion of new residential. It will provide an opportunity to encourage hiring of local
unemployed, skilled and unskilled local residents. The site is currently unproductive and returns
little value to the City. Redevelopment contributes to the economic base of the urban area,
which is consistent with the economic policies. Therefore, these policies have been met.

B. The location, size, design and operating characteristics of the proposed use are
such that the development will have a minimum impact on surrounding
properties.
The proposed development benefits the public by permitting the site to be utilized in accordance
with specific development standards that reflects the character of the existing neighborhood.
The traffic impacts are minimal and the level of impacts for this development is so low it does
not require a TIA (Traffic Impact Analysis) . This proposal will also allow for the advantageous
use of land that is currently serviced by public facilities. A 24 unit multi-family apartment
development provides an excellent transition and a different type of housing in the area where
there is existing well-established single family housing.
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As stated above, the subject property includes Tax Lots 1100, 1200, 1300 and the southern
portion of Tax Lot 490. The development of multi-family units on this site is a safer and more
convenient way to develop the site. The multi-family development will provide one driveway
within and throughout the site onto Arizona Way. The northern portion of Tax Lot 490 will have
a 1O-foot easement which will allow access to and from this remainder of the property. The
development along with the easement will not create any traffic issues within the area.
The proposal will benefit the public by making use of vacant land for a low-impact multi-family
development that will not affect the residential neighborhood. The proposed use will enhance
an established neighborhood by developing buildings with compatible design.
The proposed buildings will provide more than adequate setbacks to provide a buffer from
adjacent residential uses to the east, north, and west. The building height exceeds the
maximum 30 feet allowed. The buildings will be 35 feet in height. Therefore, the applicant I s
requesting a conditional use per 18.25.040(C) to allow a greater height then allows. All
setbacks meet the standards set out in the Code. These standards are established in order to
minimize impacts to adjacent uses. The building design, height, and setbacks will help minimize
any impacts to the surrounding properties.

C. The use will not generate excessive traffic when compared to the traffic generated
by uses permitted outright and adjacent streets have the capacity to
accommodate the traffic generated.
The permitted uses in the C-1 zone would generate a lot more traffic than the proposed 24 unit
apartment development. The proposed driveway into the development will be located along the
west property line. The development (Tax Lots 1100, 1200, 1300, and the southern portion of
Tax Lot 490) will have direct access onto Arizona Way as shown on the site plan. A TIA is not
needed for this level of development. Therefore, this is a low traffic impact development
compared to the amount of traffic some of the permitted uses such as a retail use, hotel,
restaurant, or mixed-use development would generate on the site.

D. Public facilities and services are adequate to accommodate the proposed use.
The submitted plans show that the proposed buildings can be serviced by the infrastructure to
support the development and will be designed to City standards.
Prior to construction of the site, the applicant will provide plans that identify all existing and
proposed utilities. The plans will show how all required utilities will be connected to existing or
relocated to provide services to the proposed development.
The applicant will obtain all required permits prior to construction.

E. The site's physical characteristics in terms of topography, soils and other
pertinent considerations are appropriate for the intended use.
The surrounding properties are mostly fully developed . This is an infililot that can
accommodate this low impact development. This site is not susceptible to natural hazards. The
topography of the site has been taken into consideration in determining the location of the
buildings. There is a stream that runs through the southwest corner of the site. A riparian
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setback has been provided and no structures are located within the riparian corridor. The
riparian corridor was taken into consideration when design the site.

F. The site has adequate area to accommodate the proposed use. The site layout has
been designed to provide appropriate access points, on-site drives, parking areas,
loading areas, storage facilities, setbacks, buffers, utilities or other facilities which
are required by city ordinances or desired by the applicant.
The minimum lot size for multifamily dwellings (four dwelling units or more) shall be 10,000 for
the first three units and 1,500 for each unit thereafter. The applicant is proposing 24 units on
the site and is 0.98 acres in size (42,600 square feet in size). See attached survey. Therefore,
the required lot size for the 24 unit development is 41 ,500 square feet. The proposed lot meets
the minimum lot size requirement.
As shown on the site plan, the proposed use has been designed to provide an appropriate
access point along the west property line, the required setbacks, and required utilities.
In order to provide a buffer from the adjacent existing single family dwellings to the north and
east, the parking areas are located in front of the buildings within the interior of the site.
Multi-family parking requirements are determined by unit type, 1 space per 1 bedroom units and
1.5 spaces per 2 bedroom units. The proposal is for 24 two-bedroom units. Therefore, the
applicant is required to provide 26 vehicle parking spaces on-site. The applicant has provided
39 vehicle parking spaces. Therefore, exceeding the parking requirements.
37 -Standard parking spaces
2-Handicapped parking spaces
All parking stalls will meet the parking stall design standards under 18.125.090. All standard
stalls will be 8.6' by 18'.
As shown on the site plan, all buildings are setback to meet or exceed the minimum setback
requirements.
The proposed development is located on a lot that is of adequate size to accommodate this
development while meeting or exceeding the requirements set forth in the code. See attached
site plan.

Chapter 18.25.040 Standards

A. The minimum lot size for multifamily dwellings (four dwelling units or more) shall be
10,000 for the first three units and 1,500 for each unit thereafter. The applicant is
proposing 24 units on the site and is 0.98 acres in size (42,600 square feet in size). See
attached survey. Therefore, the required lot size for the 24 unit development is 41,500
square feet. The proposed lot meets the minimum lot size requirement.
B. The proposed development provides the required setbacks as shown on the site plan.
North (adjacent R-1 zone) :

15-foot setback

West (adjacent Arizona Way):

1O-foot setback
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South (adjacent Hwy 101):

15-foot setback

East (adjacent C-1 and R-1 zones) : 15-foot setback
C. The proposed buildings are 3-stories in height and are about 35 feet in height. The
buildings exceed the maximum 30 foot height allowed . Therefore, the applicant is
requesting a conditional use to allow a greater height than allowed.
D. There are no sales or services proposed, therefore this criteria is not applicable.
E. The proposed development provides 39 on-site vehicle parking spaces where only 37
vehicle parking spaces are required . See attached site plan.
37 -Standard Stalls
2-Handicapped Stalls
Eight (8) bicycle parking spaces have also been provided on-site. The bicycle parking
spaces are screened and covered under the stairwells.
F. The subject property is 0.98 acres in size (42,600 square feet in size). The minimum lot
size is determined by the number of units proposed. The minimum lot size for
multifamily dwellings (four dwelling units or more) shall be 10,000 for the first three units
and 1,500 for each unit thereafter. The applicant is proposing 24 units on the site and is
0.98 acres in size (42,600 square feet in size). Therefore, the required lot size for the 24
unit development is 41,500 square feet. The proposed lot meets the minimum lot size
requirement.
G. Multi-family developments in the C-1 zone require a minimum of 20% open space on the
site. The subject property is 0.98 acres (42,688 square feet) in size . There is about
17,472 square feet of common open space throughout the site that totals 40%. All open
space areas are for the use of the residents . The applicant has provided a 1,11 O-square
foot play area located in the southern portion of the development as well. The play area
will be screened and/or fenced in as required .
Therefore, there is 40% open space provided within the development and this criteria
has been met.

Chapter 18.110
Multifamily or Apartment Siting Criteria
A. Hobson Creeks runs through the southwest corner of the property. There is no
development proposed within this area and all structures and pavement area located at
least 15 feet from top of bank as noted on the site plan. However, the applicant is
providing the removal of hazardous trees and vegetation within the riparian corridor. A
plan has been provided showing how replanting will be provided to accommodate the
removal of trees and vegetation. See attached plan and memo dated August 8, 2016,
from Environmental Management Systems, Inc.
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The location of the site and the siting of the buildings will allow residents to have a view
of the ocean located to the south of the site.
The subject property does have a slope to it, but is not considered a hillside lot. The
layout of the buildings as shown on the site plan take the topography of the site into
consideration. To provide design appeal and safety, adequate walkways will be
provided on the site as well. There is only one access point located on the west portion
of the site. The access point is located away from any residential uses. Therefore,
minimizing any impacts on adjacent residential uses.
B. All parking areas are located away from the residential uses along the north and east of
the site. The proposal is for 24 units and will be providing 39 on-site parking spaces. All
parking areas will be located in front of the building for safe and easy access for
residents.
C. Multi-family development in the C-1 zone requires a minimum of 20% open space on the
site. The subject property is 0.98 acres in size. As stated above, there is about 17,472
square feet of common open space throughout the site that totals 40%. All open space
areas are for the use of the residents. The applicant has provided a 1,11 O-square foot
play area located in the southern portion of the development as well. The play area will
be screened and/or fenced in as required .
Therefore , there is 40% open space provided within the development and this criteria
has been met.
D. The proposed development provides the required setbacks as shown on the site plan.
North (adjacent R-1 zone) :

15-foot setback

West (adjacent Arizona Way):

10-foot setback

South (adjacent Hwy 101):

10-foot setback for the one-story building

East (adjacent C-1 and R-1 zones) : 15-foot setback
E. The subject property is not located within the downtown core area. Therefore, this
criteria is not applicable.
F.

At the time of building permits, the applicant will provide a landscape plan if applicable.

Chapter 18.170
Riparian Vegetation
Hobson Creek runs through the southwest corner of the property. There is no development
proposed within this area and all structures and pavement area located at least 15 feet from top
of bank as noted on the site plan. However, the applicant is providing the removal of hazardous
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trees and vegetation within the riparian corridor. A plan has been provided showing how
replanting will be provided to accommodate the removal of trees and vegetation. See attached
plan and memo dated August 8, 2016, from Environmental Management Systems, Inc. The
memo outlines a Riparian Vegetation Plan for removal and replanting of trees and vegetation
within the riparian corridor on the subject property. The attached memo addresses the code
requirements under Chapter 18.170. Therefore, this criteria has been met.

In Conclusion: This proposed development takes an underutilized lot and will develop it
with 24 multifamily units that meet or exceed Code requirements. The development will
create visually appealing buildings that add to the character of the neighborhood, while
providing a needed housing type.
As shown above and on attached materials, the applicant's findings and site plan meet
the Code requirements and therefore approval is warranted.
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TPR Analysis for Arizona Way Apts

ATEP, Inc

;t SSOCIATED

Date:
To:

July 6, 2016
Ms Brandie Dalton, Planner
MultiTech Engineering Services, Inc:
From: Karl Birky, PE, PTOE
'{.IV
TPR Analysis for Arizona Way Apts
Re:

~ RANSPORTATION

NGINEERING &
:-; LANNING INC.

L
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A.T.E.P., Inc.
1155 13th SI. S.E.
Salem, OR. 97302

Tel.: 503-364-5066
FAX: 503-364-1260
e-mail : kbirky@alepinc.com

The intent of this letter is to address the Transportation Planning Rule (TPR) aspects of your application
to permit construction of24 apartments units in Garibaldi, Oregon. The site, tax lots 1100, 1200 and 1300
of tax map OIN lOW 22BA are in the NE quadrant of the Hwy 101
at Arizona Way intersection in Garibaldi. Access to the apartments
will be on Arizona Way. Parcel 1100 is zoned C-I and parcels 1200
and 1300 are zoned R-I. Your application requests changing the
zoning of parcels 1200 and 1300 to C-I. The proposed zone change
will allow the apartments to be built with the height variance the
developer needs for the buildings. When a city considers changing
the zoning of a parcel, it is required to determine that no "significant
effect" will occur to the transportation system.
The Transportation Planning Rule (TPR) was adopted in Oregon years ago to provide direction and order
to development of streets and roads in Oregon cities. The rule limits making changes to zoning and
comprehensive maps that would "significantly" impact the transportation system that has developed and
is being planned for the future in cities and in the state. For instance the rule would not allow a fast food
restaurant in a residential neighborhood because it would generate much more traffic than is expected in a
residential neighborhood. There are instances where a zone change is desired, needed and adopted by the
City with a cap (or limit) on the number of expected trips the planned
and future use(s) can generate. Generally, cities and traffic engineers
use the ITE Trip Generation Manual to determine the trip generation
of a variety of uses. The City of Garibaldi Municipal Code estimates a
single family home generates 10 trips per day and an apartment
generates 5 trips per day (GMC 18.210.110). The ITE Trip Generation
Manual estimates a Fast-Food Restaurant with Drive-Through
Window (lTE 934) generates 496.12 trips per thousand sq. ft. (ksf) on
HIGHWAY' .
a typical weekday and a Drive-in Bank (ITE 912) generates 148.15
P.T B.R. R.
trips/ksf.
.I ~~ - -1 A
I

T I::)

The R-I zone allows single family homes on 5 ksf lots. Lots 1200 and 1300 are 0.39 acres or 17-ksf. 3
single family homes could theoretically be built on the lots and would generate 30 trips per day. The C-I
zone on lot 1100 could be developed (assuming 30% coverage) with a 3-ksfFast-Food Restaurant with
Drive-Through Window which would generate 1488 trips per day and a 1.8-ksf Drive-in Bank which
would generate 267 trips per day. The total number of theoretical trips that could be generated from
allowed uses on tax lot 1100 is 1755 trips per day. The total number of trips that could be generated from
allowed uses on all 3 tax lots is 1785 and the City might chose to limit the trip generation from the 3 lots
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TPR Analysis for Arizona Way Apts

ATEP, Inc

(tax lots 1100, 1200 and 1300) in the future to 1785 trips per day or limit the trip generation from tax lots
1200 and 1300 to 30 trips per day in the future. The planned 24 apartments on the site will generate 120
trips each day. The proposed "trip cap" will not affect the proposed apartment project and will protect the
City from future uses on the site that might exceed the present trip generating potential of allowed uses
from the 3 parcels.
The proposed zone change will allow the developer to build apartments on the 3 lots. The 1785 trips per
day cap or limit on the 3 lots will protect the City in the future if the apartments are removed and high trip
generating uses are proposed on the site that exceed the City's transportation system capacity. There will
be no significant affect on the City of Garibaldi transportation system from changing the zoning of tax
lots 1200 and 1300 to C-l if a trip generation cap is placed on future uses on the combined tax lots 1100,
1200 and 1300.
I thank you for asking ATEP, Inc to provide this analysis. I can be reached at 503-364-5066 if there is
additional information you might find helpful and that I can provide.
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ATEP, Inc
Salem, OR

503-353 -9691
503-322 -2700
FAX: 503-353-9695
vwd60-735-1109
www.envmgtsys.com
4080 SE International Way
Suite B112
Milwaukie, OR 97222
OR:

OREGON COAST:

ENVIRONMENTAL
MANAGEMENT
SYSTEMS, INC.
August 8, 2016
Garibaldi Leasing and Development
PO Box 736
Garibaldi, Oregon 97118
REGARDING:

Riparian Vegetation
102 Arizona Way, Garibaldi, Oregon 97118

Mr. Daniels,
As requested, EMS has reviewed the City of Garibaldi's Municipal Code with regards to the riparian area
located at 102 Arizona Way in Garibaldi, Oregon and provides the following riparian vegetation plan for
your use. This plan should be submitted with the building plan to the City of Garibaldi for approval.

Sincerely,

Caitlin Bradach
Project Manager
ENVIRONMENTAL MANAGEMENT SYSTEMS, INC.
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503-353-9691
503·322·2700
FAX: 503·353·9695
\\1\: 360·735·1109
www.envmgtsys.com
OR:

OREGO NCOAlT:

ENVIRONMENTAL
MANAGEMENT
SYSTEMS, INC.

4080 SE International Way
Suite B112
Milwaukie, OR 97222

Riparian Vegetation Plan
102 Arizona Way, Garibaldi
A fifteen foot buffer from the bank of Hobson Creek will be observed. All structures and uses of the
property will be located outside this buffer except for where direct water access is required in
conjunction with a water-dependent use; or access to a lot where the proposed access is the only
reasonable alternative; or for the purpose of structural shoreline stabilization; or trails or other
pedestrian walkways that provide access to the water (as stated in the City of Garibald i Zoning
Ordinance 18.170.010 B, August 2014).
All trees, six inches in diameter, four and one-halffeet above grade, and 50 percent ofthe understory
vegetation shall be retained within the areas listed with the following exceptions:
Nuisance plants and noxious weeds such as Rubus armeniacus (Himalayan Blackberry), Hedera helix
(English ivy), Convolvulus arvensis (field bindweed), Rubus spectabilis (Salmon Berry), Conium
maculatum (poison hemlock), and Prunus laurocerasus (cherry laurel) shall be removed from the
riparian area buffer area (as stated in the City of Garibaldi Zoning Ordinance 18.170.0lD C and 18.1S.00
D, August 2014) .
All hazardous trees in the riparian area will also be removed to prevent potential injuries due to loss of
limbs from the trees (as stated in the City of Garibaldi Zoning Ordinance 18.170.0lD C, August 2014).
Native plant species conducive to wetland habitat will be planted to restore the riparian area. These
plants include species such as Cornus sericea (Redosier Dogwood), Physocarpus (Ninebark), Ceanothus
cuneatus (Buckbrush), and/or Lonicera involucrata (twin berry) . All vegetation planted in the riparian
area will maintain a clear vision area to HWY 101 (as stated in the City of Garibaldi Zoning Ordinance
18.95.010, August 2014) .
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BAYSIDE

SURVEYING

11765 HWY 101 South
Ti~~amook, Oregon 97141

Terry L. Jones
503-842-5551
Fax 503-842-5552

JULY 13, 2016
LEGAL DESCRIPTION
NARROW STRIP

Beginning at the Northeast corner of Lot 2, Block 2, Pollyann
Park, Tillamook County Plat Records, said corner being
monumented with a 1/2 inch rebar;
Thence South 00°58'33" East 80.08 feet to the Southeast corner
of said Lot 2, being also the Northeast corner of Lot 1, Block
2, Pollyann Park, said corner being monumented with a 1/2 inch
rebar;
Thence South 01°07'33" East 169.97 feet to the Southeast corner
of said Lot 1, said corner being on the right-of-way line of
Highway 101;
Thence South 89°40'32"East 24.96 feet, along the right-of-way
line of Highway 101 to the Southwest corner of that roadway
described in Book 142, Page 373, Tillamook County Deed Records;
Thence North 01°37'34" West 119.73 feet, along the West line of
said roadway;
Thence North 01°40'17" West 130.43 feet to a 5/8 inch rebar;
Thence North 89°46'30" West 22.46 feet to the Point of
Beginning.
This description is based on Map by this firm dated July 6,
2016, and on file at the Tillamook County Surveyor's Office.

C:\Users\User039\AppData\Local\Microsoft\Windows\INetCache\Content.Outlook\D2FVG594\PAULDANIELS2.doc

54

!~ .

r

BAYSIDE

SURVEYING

11765 HWY 101 South
Ti~~amook, Oregon 97141

Terry L. Jones
503-842-5551
Fax 503-842-5552

JULY 13, 2016
LEGAL DESCRIPTION
TOTAL TRACT

LotS 1, 2, AND 3, Block 2, Pollyann Park, Tillamook County Plat
Records;
Together with the following tract:
Beginning at the Northeast corner of Lot 2, Block 2, Pollyann
Park, Tillamook County Plat Records, said corner being
monumented with a 1/2 inch rebar;
Thence South 00°58'33" East 80.08 feet to the Southeast corner
of said Lot 2, being also the Northeast corner of Lot 1, Block
2, Pollyann Park, said corner being monumented with a 1/2 inch
rebar;
Thence South 01°07'33" East 169.97 feet to the Southeast corner
of said Lot 1, said corner being on the right-of-way line of
Highway 101;
Thence South 89°40'32"East 24.96 feet, along the right-of-way
line of Highway 101 to the Southwest corner of that roadway
described in Book 142, Page 373, Tillamook County Deed Records;
Thence North 01°37'34" West 119.73 feet, along the West line of
said roadway;
Thence North 01°40'17" West 130.43 feet to a 5/8 inch rebar;
Thence North 89°46'30" West 22.46 feet to the Point of
Beginning.
This description is based on Map by this firm dated July 6,
2016, and on file at the Tillamook County Surveyor's Office.
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I her.by certify thai the v.lthln
Instrument was recelvld for record and
r.corded In th. County of T1l1amook,
Stal. of Oregon.

~-~-~----------------

ment was

----------,
!corded in
,/rcccption
.id County. .
Iyaffixed.

Tassi O'Nall, Tillamook Ccu nty Clark

By ___________________________________ , Deputy.

BARGAIN AND SALE DEED

KNOW All BY THESE PRESENTS that

_.Pe.±~.LL.,:OjJlf.O.hl.rq-.oJld-T.tHYlQ..rQ. J)_~JJ'-nhQ(g.-

--------------------------------------------------------------------------------------------------------------------------,

~:~:t~~~~e:1L~~~~c;~~~_~:::~~~~::~~~~~_~~::_~:~:~=_~~~~~~r:~~n:_~~~~~~~_~~~~~~:~~_=~~~~=~======~

hereinafter called grantee, and unto grantee's heirs, successors and assigns, all of that certain real property, with the tenements, hereditaments and appurtenances thereunto belonging or in any way appertaining, situated in _______________________________ County,
State of Oregon, described as follows, to-wit:
.

LOT 3, BLOCK 2, POLLY ANN PARK,
IN TILLAMOOK COUNY,OREGON,
ACCORDEING TO THE OFFICIAL PLAT THEREOF,
RECORDED IN BOOK 3, PAGE 43, PLAT RECORDS

.•.' . ~

; ~t#~ .
',. ~ "

~
\

or-nCIALSEAL
PAULA TYLER
NOTARY PUBLIC-OREGON

!
•

COMMISSION NO. 370813
MY COMMISS,ON EXPIRES JULY 22. 20~:. .

_

QF SP-"'E INSUFActENT. CONTINUE DESCRIPnON ON REVERSE)

To Have and to Hold the same unto grantee and grantee's heirs, successors and assigryrforever.
The true and actual consideration paid for this transfer, stated in teffils of dollars, is $Z~_,,__\W__~_~___ . <D However, the
8dHsi S8Rs.lde stiOh consistS of 01 includes otAer piopeLlj or value gi. 8R or promjsed whick· PI
F] 0 ,'" whole (indi~tc
which) consideration.<D (The seolence berwun Ihe symbols <I), if nol applicable, should be deleled. See DRS 93,030.)
In construing this deed, where the context so requires, the singular includes the plural, and all grammatical changes shall be
made so .that this deed shall apply equally to corporations and to individuals.
IN WITNESS WHEREOF, the grantor has executed this instrument on ______________________________________________ ; if
grantor is a corporation, it has caused its name to be signed and its seal, if any, affixed by an officer or other person duly authorized
to do so by order of its board of directors.
£J,
#J ~

~::'--L~-""-I ~~ __

THIS INSTRUMENT WILL NOT ALLOW USE OF THE PROPERTY DESCRIBED IN
THIS INSTRUMENT IN VIOlATION Of APPLICABLE lAND USE lAWS AND REGU'
lATIONS. BEFORE SIGNING OR ACCEPTING THIS INSTRUMENT. THE PERSON
ACQUIRING FEE TiTlE TO THE PROPERTY. SHOULD CHECK WITH THE APPROPRIATE CITY OR COUNTY PlANNING DEPARTMENTTO VERIFY APPROVED USES
AND TO DETERMINE ANY liMITS ON lAWSUITS AGAINST fARMING OR FOREST
PRACTICES AS DEFINED IN ORS 30.930. .
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_____________ )

STATE OF OREGON, County of __ nHa..rt1OtJJ::;~
ss.
5
This instz!!!!1en\ was ,acknowledged before me on ___ D_Ct-.o.~r:J].-aQQ7---------------,
by
~_'DIlLeJl~U(4-aXld-"IamQ.(~-]?-lil~JQI..
This instrument was acknowledged before me on ____________________________________________ __ ,
by ___________________________________________________________ ___________________ __ _________________ _

Pe..-re.d•.

'-r..<a.------------------______ .

... __ .. _ .-:__ as ___________

___________________________________________ _
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My commiSSion expires ()____ :iA~
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-() ] _____________________ _
____

lll1amook County, Oregon

AFTER RECORDING
RETURN TO:
Randy F. Baldock, Trustee
of the Randy F. Baldock Trust,
Dated October 20,2010, and
Patricia A. Baldock, Trustee
of the Patricia A. Baldock Trust,
Dated October 20,2010,
15845 S. Wilshire Circle
Oregon City, OR 97045

011141201110:27:12 AM

2011-000274

DEED·OQUIT

"'Iiiliiilliliii[1~illmili[iiliili\iiU IIII~
00102762201100002740030034

I hereby certIfy that the v.4thln
Instrument was receIved for record and
recorded In the County of Tlllamook,
state of Oregon.

Tassi O'Neil, Tillamook County Clerk

I
.

SEND TAX STATEMENTS TO:
Randy F. & Patricia A. Baldock
15845 S. Wilshire Circle
Oregon City, OR 97045

QUITCLAIM DEED
RANDY BALDOCK and PATRICIA BALDOCK as tenants by the entirety,
hereinafter called GRANTORS, conveys unto RANDY F. BALDOCK, trustee of
the RANDY F. BALDOCK TRUST dated October 20,2010, GRANTEE, an
undivided one-half interest, and to PATRICIA A. BALDOCK, trustee of the
PATRICIA A. BALDOCK TRUST dated October 20,2010, GRANTEE, an
undivided one-half interest, in the following real property situated in Tillamook
County, Oregon, to wit:
See Legal Description attached hereto as Exhibit A and by this reference
incorporated herein.
The true and actual consideration paid for this transfer, stated in terms of
dollars, is $NIL. This transfer is being made for estate planning purposes.
TO HAVE AND TO HOLD the same unto the said GRANTEES and
GRANTEES' heirs, successors and assigns forever.
And grantors hereby covenants to and with GRANTEES and GRANTEE'S
heirs, successors and assigns, that GRANTORS are lawfully seized in fee simple
of the above granted premises, free from all encumbrances except those of
record or those of an obvious nature, and that GRANTORS will warrant and
forever defend the premises and every' part and parcel thereof against the lawful
claims and demands of all persons whomsoever, except those claiming under
the above described encumbrances.

Page - 1 Quitclaim Deed
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BEFORE SIGNING OR ACCEPTING THIS INSTRUMENT, THE PERSON
TRANSFERRING FEE TITLE SHOULD INQUIRE ABOUT THE PERSON'S
RIGHTS, IF ANY, UNDER ORS 195.300, 195.301 AND 195.305 TO 195.336
AND SECTIONS 5 TO 11, CHAPTER 424, OREGON LAWS 2007. THIS
INSTRUMENT DOES NOT ALLOW USE OF THE PROPERTY DESCRIBED IN
THIS INSTRUMENT IN VIOLATION OF APPLICABLE LAND USE LAWS AND
REGULATIONS. BEFORE SIGNING OR ACCEPTING THIS INSTRUMENT,
THE PERSON ACQUIRING FEE TITLE TO THE PROPERTY SHOULD CHECK
WITH THE APPROPRIATE CITY OR COUNTY PLANNING DEPARTMENT TO
VERIFY THAT THE UNIT OF LAND BEING TRANSFERRED IS A LAWFULLY
ESTABLISHED LOT OR PARCEL, AS DEFINED IN ORS 92.010 OR 215.010,
TO VERIFY THE APPROVED USES OF THE LOT OR PARCEL, TO
DETERMINE ANY LIMITS ON LAWSUITS AGAINST FARMING OR FOREST
PRACTICES, AS DEFINED IN ORS 30.930, AND TO INQUIRE ABOUT THE
RIGHTS OF NEIGHBORING PROPERTY OWNERS, IF ANY, UNDER ORS
195.300,195.301 AND 195.305 TO 195.336 AND SECTIONS 5 TO 11,
CHAPTER 424, OREGON LAWS 2007.
In construing this deed and where the context so requires, the singular
includes the plural and all grammatical changes shall be implied to make the
provisions hereof apply equally to corporations and to individuals.

this

IN WITNESS WHEREOF, the GRANTORS have executed this instrument.
.

-L.d..:- day of January, 2011.

PATRICIA BALDOCK

STATE OF OREGON

)

County of Clackamas

)

) 55.

This instrument was acknowledged before me on January
by RANDY BALDOCK and PATRICIA BALDOCK.

1;)-

,2011,

,

OFFICIAL SEAL
LAURIE J COOK
NOTARYPUBUC-OREGON
COMMISSION NO. 430391
MY COMMISSION EXPIRES AUGUST 31 2012

~~

Notary Public for oreg:€)

Page - 2 Quitclaim Deed
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--------------......
Exhibit A
LEGAL DESCRIPTION;

Beginning at the Southeast comer Of lot " Block 2, POLLYANN PARK, in Government lot 2, Section 22,
Township 1 North, Range 10 West Of the Willamett. Meridian, in TIllamook County, Oregon; thence along
the North Sideline of Highway 101, South 89 0 45' 00" East 25.01 feet to a 5/8 inch iron bar at the
Southwest COrner of that tract conveyed lD the Oty Of Garibaldi by Deed recorded in Book 142, Page 373,
TIllamook County Deed Records; thence North 01" 41' 00" West 707.29 feet lD the NOrthwest COmer Of
that tract conveyed lD Berry by Deed recorded in Book 232, Page 396, TIllamook County Deed Records;
thence South 89" 59' 37" West 18.46 feet lD a S/8 Inch iron bar at the NOrtheast Comer of lot 7, Block 2,
0
POllYANN
PARK; thence Southerly along the East line Of POllYANN PARK, 707.24 feet (map C-361 "
South 1 09' East 707.16) to the POint of beginning.

Page - 3 Quitclaim Deed
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BIlOK

After Recording Return To:
Key Title Company
2310 First Street, Suite 2
PO Box 760
!!!!?'~0':' ~

442

PAGE

Title Order No. 13·23919
E"L.IUW i,ju. i.j·L.j~l~

(,P. 9?~4~0?f51)

Send Tax Statements To:
Leroy M. Godfrey
P.O. Box 287
Gilribaldi QR 97118

Tax Account No. R1N10 22BA
00400, R1N10 22BA 01100,
R1 ~!10 22BA 01200

·"1
WARRANTY DEED
(ORS 93.850)

Roxane Vike, Personal Representative for the Estate of Charlotte I. Berry and Suzanne M.
Robens, Personal Representative for the Estate of Charlotte I. Berry, Grantor, conveys
and warrants to Leroy M. Godfrey, an estate in fee simple, Grantee, the following described
real property free of encumbrances except as specifically set forth herein:
Sea Exhibit 'A' iltlached hereto and by reference made a part hereof,
THIS INSTRUMENT WILL NOT ALLOW USE OF THE PROPERTY DESCRIBED IN THIS
INSTRUMENT IN VIOLATION OF APPLICABLE LAND USE LAWS AND REGULATIONS,
BEFORE SIGNING OR ACCEPTING THIS INSTRUMENT, .HE PERSON ACQUIRING FEE
TITLE TO THE PROPERTY SHOULD CHECK WITH THE APPROPRIATE CITY OR COUNTY
PLANNING DEPARTMENT TO VERIFY APPROVED USES AND TO DETERMINE ANY
LIMITS ON LAWSUITS AGAINST FARMING OR FOREST PRACTICES AS DEFINED IN ORS
30,930.
The true consideration for this conveyance is $75,000.00.
Dated this ...l1nl.\day of

.~ c:.. -e mlz-/e

, :2 (1..,2/

CHARLOTTE I. BERRY

~\Idt.q

l3)I:ROl(afle\/ike, Pers. Rep.

CHARLOTTE I. BERRY

~~tt~~"
State of OR. County of Tillamook

f\

)ss.

This instrument was acknowledged before me on
Y Roxane Vike , as Pers ep., of Charlotte I. Berry.

&llNttvitl"" lIP

My commission expires:

SOOl',Z D 3~ S3HldX3 NOISSIIYyjO:l Al'i
996~'C 'ON NOISSIIY,m:J •
...'.,
31U1M 1 3NNV31
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,2002

.:z.b--;j;~j
OFFICIAL SEAL

LEANNE L WHITE
,
,: NOTARY PUBLIC-OREGON
COMMISSION NO. :342988
• "" ,"
MYC.0MMISSI(lN ~XPI.RES FEe 25, 2005

I

Lh:t~@

State of OR, County o~

)ss.

orlfitefltl/!4 1'/

This instrument was acknowledged before me
by Suzanne M. Roberts, as Pers. Rep., of Charlotte I. Berry.

~.tdl' dletll'~(

Not~ry Public '

OFfiCIAL SEAL

SANDI STEVENS
....'
•.'

N{n.6J~Y P'J8UC·OREGml

COMMISSION 110. 337034
MY COMMISSION EXPIRES OCl 24 2004

Page 2
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,2002

I

I
Title No. 13-23919

Escrow No. 13-23919

EXHIBIT 'A'
Legal Description:
Parcel 1
Lot 1, Block 2, Pollyann Park, in Tillamook County, Oregon, according to the official plat thereof
recorded in Book :1. !J"I~A ,\1. PI?' C>7::.rd~.
Parcel 2
Lot 2, Block 2, Pollyann Park, in Tillamook County, Oregon, according to the official plat thereof
recorded in Book 3, page 43, Plat Records.
Parcel 3
Commencing at a point 30 rods East of the Southwest corner of Lot 2, Section 22, Township 1
North, Range 10 West of the Willamette Meridian; said point being the Southeast corner of the
land deeded to Augusta Miller in Book "C" at page 469, Deed Records; running thence East
104.0 feet; thence North 1001 .0 feet; Ihence West 104.0 feet; Ihence South to the point of
beginning.
,
EXCEPTING HOWEVER that portion of subject described property lying South of North line of
State Highway.
EXCEPTING THEREFROM the following: That tract conveyed to City of Garibaldi by deed
recorded May 12, 1954, in Book 142, page 373; that tract conveyed to Opal Lillian Halverson, by
deed recorded In Book 142, page 375; that tract described as beginning at a poinl which is
South 598.62 feet and East 591 .24 feet from the Northwest corner of Government Lot 2 of
Section 22. Township 1 North. Range 10 West of the Willamette Meridian and running thence
East 25.0 feet; thence South 01°41' East 117 .29 feet to the Northerly right of way line of the
Oregon Coast Highway 101; thence Westerly along the right of way 25 feet more or less to a
point which is South 01°41' East from the point of beginning ; and running thence North 01°41'
West to the point of beginning ; that tract described as beg . !Ding at a point which is South 598.2
feet and East 591.24 feet from the Northwest corner of Government Lot 2, Section 22, Township
1 North, Range 10 West of the Willamette Meridian, which is also the Northwest corner of that
certain tract conveyed to Byron Carson, et UX, by deed recorded December 5, 1966 in Book
205, page 19, thence :~outh 0'1°41' East along the West line of said Carson tract 117.29 feet,
more or less, to its Soulhwest corner which is also a point on the Northerly right of way line of
the Oregon Coast Highway 101; thence Westerly along the aforementioned North line to the
Southeast corner of that certain tract of land conveyed to the City of Garibaldi by deed recorded
in Book 142, page 373, thence Northerly and Northeasterly along the East line of that City of
Garibaldi tract to a point which is due West from the point of beginning; thence due East to the
point of beginning.
That portion of the following described property lying South of the Southern Pacific Railroad;
Assessor's tract No. 790, Section 22, Township 1 South, Range 10 ,West of the Willamette
Meridian, described as follows: Commencing at a point known as Gus Trimpter's Southeast
corner (as described in Book "0" at Page 335 deed records); running thence Easterly along
meander line 104-1/2 feet to a stake; thence North 409-1/2 feet to a stake; thence West 104-1/2
feet to the Gus Trimpter's tract East line; thence Southerly along' East line of the Gus Trimpter's
tract 409-1/2 feet to a point of beginning being part of Lot 2, Section 22, Township 1 North,
Range 10 West, Willametle Meridian, Tillamook County, Oregon.
LESS right of way of the Southern Pacific Railway and State Highway.
EXCEPTING THEREFROM the East 25 feet of said premises as conveyed to Opal Lillian
Halverson by deed recorded May 12, 1954 in Book 142, page 376, Deed Records.

Subject to:
.
The rights of the public in and to that portion of the premises herein described lying within the
limits of public roads, streets and highways.
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Title No. 13-23919
Escrow No. 13-23919
An Easement created by instrument, Including the terms and provisions thereof,
tn favor of:
City of Garibaldi
For:
sewer
Recorded:
September 16, 1974
237
Page: 891
Book:
in Tillamook County, Oregon.
Affects:
Parcel 1
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August 8, 2016

Mr. Jeremy Grenz
Mu lti/Tech Engineering Services, Inc.
1155 13th Street SE
Sa lem, Oregon 97302

Dear Mr. Grenz:

Re: Geotechnical Investigation and Consultation Services, Proposed Arizona Way Apartments
Development Site, Tax Lot No's. 1100, 1200 and 1300, Arizona Way,
Garibaldi (Tillamook County), Oregon

Submitted herewith is our repo rt entitled "Geot echnica l Investigation and Consu ltation Services,
Proposed Arizona Way Apartment s Development Site, Tax Lot No's. 1100, 1200 and 1300, Arizona
Way, Gariba ldi (Tillamook County), Oregon" . The scope of our services was outli ned in our formal
discussions with Mr. Jeremy Grenz of Multi/Tech Engineering Services, Inc. on June 21, 2016. Verbal
aut ho ri zation of our services was provided by Mr. Jeremy Grenz of Multi/Tech Engineering Services,
Inc. on June 28, 2016.
During the course of our investigation, we have kept yo u and/or ot hers advised of our schedule and
pre li minary fi nd ings. We appreciate the oppo rtun ity to assist you w ith this phase of the project.
Shou ld you have any questions regarding th is report, please do not hesitat e to ca ll.

Sincere ly,

Daniel M. Redmond, P.E., G.E.
President/Principa l Geotechnica l Engineer

PO Box 20547 • PORTLAND, OREGON 97294 • FAX 503/286-7176 • PHONE 503/285-0598
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GEOTECHNICAL INVESTIGATION & CONSULTATION SERVICES
PROPOSED ARIZONA WAY APARTMENTS DEVELOPMENT SITE
TAX LOT NO'S. 1100, 1200 AND 1300
ARIZONA WAY
GARIBALDI (TILLAMOOK COUNTY), OREGON

INTRODUCTION
Redmond Geotechnical Services, LLC is please to submit to you the results of our Geotechnical
Investigation report at the site of the proposed new Arizona Way Apartments development located
generally to the north of Gariba ldi Avenue (US Highway 101) and to the east of Arizona Way in
Garibaldi (Tillamook County), Oregon. The general location of the subject site is shown on the Site
Vicinity Map, Figure No. 1. The purpose of our geotechnica l investigation and consultation services
at this time was to explore the existing subsurface soils and/or groundwater conditions across the
subject site and assess the presence and/or degree of the existing site conditions with regard to the
proposed new apartment site development. Additionally, we have provided appropriate
geotechnica l design and/or construction recommendations with regard to construction of the new
apartment buildings and their associated site improvements.

PROJECT DESCRIPTION
We understand that present plans are to construct new multi-fam ily apartment structures at the
subject property. Based on a review of the proposed site development plan, we understand that the
proposed development of the site will consist of the construction of three (3) or more new
apartment buildings. The new apartment structures are generally anticipated to be two-story
structures constructed with wood framing and will range in size from about 2,500 to 5,000 square
feet.
Support of the new apartment structures is anticipated to consist primarily of conventional shallow
some continuous (strip) footings although some individual (spread) column footings may also be
required. Additionally, we understand that one (1) or more of the proposed apartment structures
may require the use of a partial below grade retaining wa ll. Structural loading information, although
unavailable at this time, is antlcipated to be fairly typical and light for this type of two-story woodframe structure and is expected to result in maximum dead plus live continuous (strip) and
individual (spread) column footing loads on the order of about 1.5 to 2.5 kips per lineal foot (kif) and
10 to 25 kips, respectively.
Other associated site improvements for the project will include new paved surfaces for automobile
parking and drive areas.
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SCOPE OF WORK
The purpose of our geotechnical investigation studies was to evaluate the overall site subsurface soil
and/or groundwater conditions underlying the site with regard to the proposed new Arizona Way
Apartments development at the site and any associated impacts or concerns with respect to the
new multi-family construction as well as provide appropriate geotechnical design and construction
recommendations for the project. Specifically, the geotechnical investigation study included the
following scope of work items:
1.

Review of available and relevant (pertinent} geologic maps and/or geotechnical reports for
the subject area.

2.

A detailed site reconnaissance of the subject property as well as a subsurface exploration
program of the soil and groundwater conditions underlying the site by means of four (4)
exploratory test pit excavations. The exploratory test pits were excavated to depths ranging
from about five (5} to six (6) feet beneath existing site grades at the approximate locations
as shown on the Site Exploration Map, Figure No. 2.

3.

Laboratory testing to help evaluate and identify pertinent physical and engineering
properties of the subsurface soils encountered relative to the planned re-development of the
site. The laboratory testing consisted of tests to help evaluate the natural (field) moisture
content and dry density, gradational and Atterberg Limits properties as well as direct shear
strength, consolidation and "R"-value tests.

4.

A literature review and engineering evaluation and assessment of the regional seismicity to
evaluate the potential ground motion hazard(s} at the subject site. The evaluation and
assessment included a review of the regional earthquake history and sources such as
potential seismic sources, maximum credible earthquakes, and reoccurrence intervals as well
as a discussion of the possible ground response to the selected design earthquake(s}, fault
rupture, landsliding, liquefaction, and tsunami and seiche flooding.

5.

Engineering analyses utilizing the field and laboratory data as a basis for furnishing
recommendations for foundation support of the proposed new multi-family apartment
structures. Recommendations include maximum design allowable contact bearing
pressure(s), depth of footing embedment, estimates of foundation settlement, lateral soil
resistance and/or lateral earth pressures, and foundation subgrade preparation as well as
recommended foundation setbacks from slopes. Additionally, construction and/or
permanent subsurface water drainage considerations have also been prepared. Further, our
report includes recommendations regarding site preparation, placement and compaction of
structural fill materials, suitability of the on-site soils for use as structural fill, criteria for
import fill materials, and. preparation of foundation and floor slab subgrades.
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SITE CONDITIONS
Site Geology
The subject site is underlain at depth by sedimentary rock deposits (Tsd) of Oligocene and upper
Eocene age. Characteristics include marine shale siltstone, sandstone, and conglomerate, in places
partly composed of tuffaceous and basaltic debris; interbeds of arkosic, glauconitic, and quartzose
sandstone. Forminifers are referable to the Reugian and Zemorrian Stages (see Marine Sedimentary
Rocks - units Toes and Toem of Wells and others, 1983). Includes Bastendorff Formation of Baldwin
(1974).

Surface Conditions
The subject proposed new Arizona Way Apartments development property is comprised of three (3)
separate tax lots (Tl's 1100, 1200 and 1300) and is generally rectangular in shape encompassing a
total plan area of approximately 0.84 acres. The subject property is roughly bounded to the south by
Garibaldi Avenue (US Highway 101), to the east and north by existing single-family and/or
residential properties, and to the west by Arizona Way.
At the time of our study, the central and southerly portions of the subject property (Tl's 1100 and
1200) was generally unimproved and void of existing structures. However, the northerly portion of
the subject site (TL 1300) contains an existing mobile home structure and is also believed to contain
some existing underground utility services. Additionally, a seasonal drainage basin and Hobson
Creek border and/or traverses the easterly and southwesterly portions of the subject property,
respectively.
Surface vegetation across the site generally consists of a light to moderate growth of grass and
weeds. Topographically, the subject site is characterized as gently to moderately sloping terrain (i.e .,
5 to 20 percent) descending downward towards the south with overall topographic relief across the
entire site is estimated at about thirty (30) feet and is estimated to lie between about Elevation 10
feet to Elevation 40 feet.

Subsurface Soil Conditions
Our understanding of the subsurface soil conditions underlying the subject site was developed by
means of four (4) exploratory test pits excavated to a depth of between five (5) and six (6) feet
beneath existing site grades on July 6, 2016 with track-mounted excavating equipment. The location
of the exploratory test pits were located in the field by marking off distances from existing and/or
known site (land) features and is shown in relation to the proposed new apartment structures
and/or their associated site improvements on the Site Exploration Map, Figure No. 2. Detailed logs
of the test pit explorations, presenting conditions encountered at each location explored, are
presented in the Appendix, Figure No's. A-5 and A-6.
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The exploratory test pit excavations were observed by staff from Redmond Geotechnical Services,
LLC who logged the test pit explorations and obtained representative samples of the subsurface soils
encountered at the site . All subsurface soils encountered at the site and/or within the exploratory
test pit excavations were logged and classified in general conformance with the Unified Soil
Classification System (USCS) which is outlined on Figure No. A-4 ..
The test pit explorations performed at the subject property revealed that the subject site is
underlain by surficial topsoil materials and underlying native sedimentary soil deposits of Oligocene
and upper Eocene age. Specifically, the subsurface soils underlying the project area consist of a
upper (surficial) layer of topsoil materials comprised of dark brown, very moist to wet, soft, organic,
clayey, sandy silt wh ich extends to a depth of approximately 1.0 feet (12 inches) beneath existing
surface grades. The existing topsoil materials are best characterized by relatively low strength and
moderate to high compressibility. The surficial topsoil materials were inturn underlain by
sedimentary soil deposits generally comprised of an upper unit of medium brown, very moist,
medium stiff to medium dense, slightly clayey, sandy silt to silty sand to depths of about 3.0 to 6.0
feet beneath existing surface grades. These upper slightly clayey, sandy silt to silty sand subgrade
soils are best characterized by relatively low to moderate strength and moderate compressibility.
These upper slightly clayey, sandy silt subgrade soils were found to be underlain at depth by
medium to orangish-brown, very moist to wet, medium dense, slightly clayey, silty and sandy gravel
to gravelly sand to the maximum depth explored of about 6.0 feet beneath existing site grades.
These slightly clayey, silty and sandy grave l to gravelly sand soil deposits are best characterized by
relatively moderate strength and low to moderate compressibility. In addition to the above,
localized surficial fill and very soft silty clay soil materia ls were also encountered at the site in test
holes TH-#2 and TH-#3 and consisted of about 2 feet of moderately compacted, clayey and sandy
silt and 3 feet of very soft, slightly sandy, silty day, respectively.

Groundwater
Groundwater was encountered within one (1) of the exploratory test pit explorations at the time of
our field work (TH-#2) at a depth of about two (2) feet beneath existing surfaces grades.

LABO RA TORY TESTING
Representative samples of the on-site subsurface soils were collected at selected depths and
intervals from the test pit excavations and returned to our laboratory for further examination and
testing and/or to aid in the classification of the subsurface soils as well as to help evaluate and
identify their engineering strength and compressibility characteristics. The laboratory testing
consisted of visual and textural sample inspection, moisture content determinations, maximum dry
density, gradation analyses and Atterberg Limits tests as well as direct shear strength, consolidation
and "R"-value tests. Results of the various laboratory tests are presented in the Appendix, Figure
No's. A-7 through A-12.
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SEISMICITY AND EARTHQUAKE SOURCES
The seismicity of the southwest Washington and northwest Oregon area, and hence the potential
for ground shaking, is controlled by three (3) separate fault mechanisms. These include the Cascadia
Subduction Zone (CSZ), the mid-depth intraplate zone, and the relatively shallow crustal zone.
Descriptions of these potential earthquake sources are presented below.
The CSZ is located offshore and extends from northern California to British Co lumbia. Within this
zone, the oceanic Juan de Fuca Plate is being subducted beneath the continental North American
Plate to the east. The interface between these two (2) plates is located at a depth of approximately
15 to 20 kilometers (km). The seism icity of the CSZ is subject to several uncertainties, including the
maximum earthquake magnitude and the recurrence intervals associated with various magnitude
earthquakes. Anecdotal evidence of previous CSZ earthquakes have been observed within coasta l
marshes along the Washington and Oregon coastlines. Sequences of interlayered peat and sands
have been interpreted to be the result of large Subduction Zone earthquakes occurring at intervals
on the order of 300 to 500 years, with the most recent event taking place approximately 300 years
ago. A recent study by Geomatrix (1995} suggests that the maximum earthquake associated with the
CSZ is moment magnitude (Mw) 8 to 9. This is based on an empirical expression relating moment
magnitude to the area of fault rupture derived from earthquakes that have occurred with in
subduction zones in other parts ofthe world. An Mw 9 earthquake would involve a rupture ofthe
entire CSZ. As discussed by Geomatrix (1995} this has not occurred in other subduction zones that
have exhibited much higher levels of historical seism icity than the CSZ, and is considered un likely.
For the purpose of th is study an earthquake of Mw 8.5 was assumed to occur within the CSZ.
The intra plate zone encompasses the portion of the subducting Juan de Fuca Plate located at a
depth of approximately 30 to 50 km below western Washington and western Oregon. Very low
levels of seismicity have been observed w ithin the intra plate zone in western Oregon and western
Washington. Howev·er, much higher levels of seismicity within th is zone have been recorded in
Washington and California . Severa l reasons for th is seismic quiescence were suggested in the
Geomatrix (1995) study and include changes in the direction of subduction between Oregon,
Washington, and British Columbia as well as the effects of volcanic activity along the Cascade Range .
Historical act ivity associated with the intraplat e zone includes the 1949 Olympia magnitude 7.1 and
the 1965 Puget Sound magnitude 6.5 earthquakes. Based on the data presented within the
Geomatrix (1995} report, an earthquake of magnitude 7.25 has been chosen to represent the
seismic potential of the intra plate zone.
The th ird source of seismicity that can result in ground shaking within the Oregon and southwest
Washington area is near-surface crustal earthquakes occurring within the North American Plate . The
historical seismicity of crustal earthquakes in this area is higher than the seismicity associated with
the CSZ and the intra plate zone. The 1993 Scotts Mills (magnitude 5.6) and Klamath Falls (magnitude
6.0), Oregon earthquakes were crustal earthquakes.
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Liquefaction
Seismic induced soil liquefaction is a phenomenon in wh ich loose, granular soils and some silty soils,
located below the water table, develop high pore water pressures and lose strength due to ground
vibrations induced by earthquakes. Soil liquefaction can resu lt in lateral flow of material into river
channels, ground settlements and increased latera l and uplift pressures on underground structures.
Buildings supported on soils that have liquefied often settle and t ilt and may displace laterally. Soils
located above the ground water tab le cannot liquefy, but granu lar soils located above the water
table may settle during the earthquake shaking.
Our review of the subsurface soil test pit logs from our exploratory field explorations (TH-#1 through
TH-#4) inqicates that the site is generally underlain by medium stiff, clayey, sandy si lt and/or
medium dense, si lty sand to sandy silt and/or sandy gravel so il deposits to a depth of at least 6.0
feet beneath existing site grades. Additiona lly, groundwater was general ly not encountered at the
site during our fi eld exploration work at depths of at least 6.0 feet be low existing surface grades.
As such, due to the cohesive characterist ics of the underlying clayey silt subgrade soils as wel l as the
med ium dense nature of the subgrade silty sand to sandy silt and/or sandy gravel deposits beneath
the site, it is our opinion that the native subgrade soil deposits have a very low potential for
liquefaction during the design earthquake motions previously described.

Landslides
No ancient and/or active landslides were observed at and/or are known to be present on the subject
site. Add it iona lly, the subject site is characte ri zed as gently to moderately sloping terra in. As such,
the risk of slope instability at the site resulting in landsl ides and/or lateral earth movements does
not appear to present a potential geologic haza rd for this project.

Surface Rupture
Although the site is generally located within a region of the country known for se ism ic activity, no
known fau lts exist on and/or immediately adjacent to the subject site. As such, the risk of surface
rupture due to fau lt ing is cons idered negligible.

Tsunami and Seiche
A tsunam i, or seismic sea wave, is produced when a major fault under the ocean fl oor moves
vertically and shifts the water column above it . A seiche is a periodic oscillation of a body of water
resulting in changing water levels, sometimes caused by an earthquake. Tsunam i and seiche are
considered a potential hazard at this site because the proposed apartment development is near to
the coast and/or immediately adjacent to a significant body of water (Til lamook Bay) .
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Flooding and Erosion
Stream flooding is a potential hazard that should be considered in lowland areas of Tillamook
County and Garibaldi. The FEMA (Federal Emergency Management Agency) flood maps should be
reviewed as part of the design for the proposed new apartment structures and/or their associated
site improvements. Elevations of structures on the site should be designed based upon consultants
reports, FEMA (Federal Emergency Management Agency), and Tillamook County requirements for
the 100-year flood levels of any nearby creeks and/or streams such as the Miami River and
Tillamook Bay.

CONCLUSIONS AND RECOMMENDATIONS
General
Based on the results of our field explorations, laboratory testing and engineering analyses, it is our
opinion that the site is presently stable and generally suitable for the proposed new Arizona Way
Apartments development and its associated site improvements described herein provided that the
recommendations contained within this report are properly incorporated into the design and
construction of the project.
The primary features of concern at the site and/or for the project are 1) the presence of existing
undocumented fill materials at the site, 2) the presence of the existing very soft silty clay subgrade
soils beneath the site, 3) the presence of the existing northerly site improvements at the site, 4) the
presence of the existing seasonal drainage basin and Hobson Creek wh ich border the easterly and
southerly portions of the site, and 5) the moisture sensitivity of the underlying native clayey silt
subgrade soils.
With regard to the presence of existing undocumented fill materials at the site, we are of the
opinion that the existing fill materials are presently unsuitable for direct support of the planned new
apartment structures and/or any of the associated site improvements. As such, all existing fill
materials present beneath the planned new site improvements should be removed in their entirety
down to an approved native subgrade soil and/or replaced with properly compacted structural fill.
In regard to the presence of existing very soft silty clay subgrade soils beneath the site, much of the
central and/or southerly portions of the site appear to have been impacted by surface water runoff
from the northeast resulting in the deposition of a 2 to 3 feet thick layer of very soft silty clay.
Additionally, the very soft silty clay subgrade soils were also found to contain organics such that they
are considered unsuitable for direct support of any of the proposed site improvements. As such, we
recommend that all of the very soft silty clay subgrade soils be removed in their entirety down to an
approved firm silty and/or sandy subgrade soil.
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With regard to the existing site northerly improvements at the site, it appears that removal of the
existing site improvements will be required in order to construct the proposed new site
improvements. As such, we are of the opinion that close monitoring by the Geotechnical Engineer
may be required to ensure that the removal of old foundation remnants and/or utility services have
been properly performed.
In regard to the existing seasonal drainage basin and Hobson Creek which border the easterly and
southerly portions of the site, implementation of adequate storm water facilities will be required to
properly collect and/or control surface water runoff both during and following construction.
With regard to the moisture sensitivity of the underlying native clayey silt subgrade soils, we are
generally of the opinion that all site grading and earthwork operations be scheduled (if possible) for
the drier summer months which is typically late June through September.
The following sections of this report provide specific recommendations regarding subgrade
preparation and grading as well as foundation, retaining wall and floor slab design and construction
for the new Arizona Way Apartments project.

Site Preparation
As an initial step in site preparation, we recommend that the proposed new Arizona Way
Apartments site area(s) and its associated structural and/or site improvement area(s) be stripped
and cleared of any existing improvements, any existing undocumented fill materials, surface debris,
existing vegetation, topsoil materials, and/or any other deleterious materials present at the time of
construction. In general, we envision that the site stripping to remove existing vegetation and
topsoil materials will generally be about 12 inches. Additionally and as previously noted, areas
requiring deeper removals, such as the existing undocumented fill materials and/or very soft silty
clay subgrade soils, will be encountered and should be evaluated at the time of construction by the
Geotechnical Engineer. The stripped and cleared materials should be properly disposed of as they
are generally considered unsuitable for use/reuse as fill materials.
Following the completion of the site stripping and clearing work and prior to the placement of any
required structural fill materials and/or structural improvements, the exposed subgrade soils within
the planned structural improvement area(s) should be inspected and approved by the Geotechnical
Engineer and possibly proof-rolled with a half and/or fully loaded dump truck. Areas found to be soft
or otherwise unsuitable should be over-excavated and removed or scarified and recompacted as
structural fill. During wet and/or inclement weather conditions, proof rolling and/or scarification
and recompaction as noted above may not be appropriate.
The on-site native sandy, clayey silt subgrade soil materials are generally considered suitable for
use/reuse as structural fill materials provided that they are free of organic materials, debris, and
rock fragments in excess of about 6 inches in dimension. However, if site grading is performed
during wet or inclement weather conditions, the use of some of the on-site native sandy, clayey silt
subgrade soil materials will be difficult at best.
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In this regard, during wet or inclement weather conditions, we recommend that an import structural
fill material be utilized which should consist of a free-draining (clean) granular fill (sand & gravel)
containing no more than about 5 percent fines. Representative samples of the materials which are
to be used as structural fill materials should be submitted to the Geotechnical Engineer and/or
laboratory for approval and determination of the maximum dry density and optimum moisture
content for compaction.
In general, all site earthwork and grad ing activities should be scheduled for the drier summer
months (June through September) if possible. However, if wet weather site preparation and grading
is required, it is generally recommended that the stripping of topsoil materials be accomplished with
a tracked excavator utilizing a large smooth-toothed bucket working from areas yet to be excavated.
Additionally, the loading of strippings into trucks and/or protection of moisture sensitive subgrade
soils will also be required during wet weather grading and construction. In this regard, we
recommend that areas in which construction equipment will be traveling be protected by covering
the exposed subgrade soils with a geotextile fabric such as Mirafi 140N followed by at least 12
inches or more of crushed aggregate base rock. Further, the geotextile fabric should have a
minimum Mullen burst strength of at least 250 pounds per square inch for puncture resistance and
an apparent opening size (AOS) between the U.S. Standard No. 70 and No. 100 sieves.
All structura l fill materials placed for support of the new apartment structures should be moistened
or dried as necessary to near (within 3 percent) optimum moisture conditions and compacted by
mechanical means to a minimum of 92 percent of the maximum dry density as determined by the
ASTM D-1557 (AASHTO T-180) test procedures. Structural fill materials should be placed in lifts
(layers) such that when compacted do not exceed about 8 inches. Additionally, all fill materials
placed within five (5) lineal feet of the perimeter (limits) of the proposed apartment structure(s)
should be considered structural fill. All aspects of the site grading shou ld be monitored and
approved by a representative of Redmond Geotechnical Services, LLC.

Foundation Support
Based on the results of our investigation, it is our opinion that the subject site is suitable for support
of the proposed new two-story apartment structures provided that the following foundation design
recommendations are followed. The following sections of this report present specific foundation
design and construction recommendations for the planned new Arizona Way Apartments structures.

Shallow Foundations
In general, conventional shallow continuous (strip) footings and individual (spread) column footings
may be supported by approved native (untreated) medium stiff, clayey silt and/or medium dense,
silty sand subgrade soil materials and/or by properly placed and compacted structural fill soils based
on an allowable contact bearing pressure of up to 2,000 pounds per square foot (psf). This
recommended allowable contact bearing pressure is intended for dead loads and sustained live
loads and may be increased by one-third for the total of all loads including short-term wind or
seismic loads.
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In general, continuous strip footings shou ld have a minimum width of at least 16 inches and be
embedded at least 18 inches below the lowest adjacent finish grade (includes frost protection).
Individual co lumn footings (where required} shou ld be embedded at least 18 inches below grade
and have a minimum width of at least 24 inches.
Total and differential settlements of foundations constructed as recommended above and
supported by approved native subgrade soi ls or by properly compacted structural fil l materials are
expected to be we ll within the tole rable lim its for th is type of lightly loaded two-story wood-frame
structure and should generally be less than about 1-inch and 1/2-inch, respectively.
Allowable lateral frictional resistance between the base of the footing element and the supporting
subgrade bearing soil can be expressed as the applied vertical load multiplied by a coefficient of
friction of 0.35 and 0.45 for native silty subgrade soils and/or import grave l fill materials,
respectively. In addition, lateral loads may be resisted by passive earth pressures on footings poured
"neat" against in-situ (native} subgrade soils or properly backfil led with structural fill materials based
on an equivalent fluid density of 250 pounds per cub ic foot (pcf) . This recommended value includes
a factor of safety of approximately 1.5 wh ich is appropriate due to the amount of movement
required to develop full passive resistance.

Floor Slab Support
In order to provide uniform subgrade reaction beneath concrete slab-on-grade floors, we
recommend that the floor slab area be underlain by a minimum of 6 inches of free-draining (less
than 5 percent passing the No. 200 sieve), well-graded, crushed rock . The crushed rock should help
provide a capillary break to prevent migration of moisture through the slab . Additional moisture
protection, where needed, can be provided by using a 10-mil polyo lefin geo-membrane sheet such
as StegoWrap.
The base course materials should be compacted to at least 95 percent of the maximum dry density
as determined by the ASTM D-1557 (AASHTO T-180) test procedures. Where floor slab subgrade
materials are und isturbed, firm and stable and where the underslab aggregate base rock section has
been prepared and compacted as recommended above, we recommend that a modulus of subgrade
reaction of 200 pci be used for design.

Retaining/Below Grade Walls
Retaining and/or below grade walls should be designed to resist lateral earth pressures imposed by
native soils or granular backfill materials as wel l as any adjacent surcharge loads. For walls which are
unrestrained at the top and free to rotate about the ir base, we recommend that active earth
pressures be computed on the basis of the fo llowing equivalent flu id densit ies:

REDMOND GEOTECHNICAL SERVICES

80

Project No. 1001.049.G
Page No. 11

.
. dRetammg W aHP ressure D es1gn
. R ecommen dations
Non-Restrame

Slope Backfill
(Horizontal/Vertical)

Equivalent Fluid Density/Sand
(pcf)

Equivalent Fluid
Density/Gravel (pcf)

Leve l
3H :1V
2H :1V

35
60
90

30
50
80

For walls wh ich are fully restrained at the top and prevented from rotation about their base, we
recommend that at-rest earth pressures be computed on the basis of the following equivalent fluid
densities:

. R ecommen dations
Rt
. dRt
es rame
eammg W aHP ressure D es1gn
Slope Backfill
(Horizontal/Vertical)
Leve l
3H :1V
2H:1V

Equivalent Fluid Density/Sand
(pcf)

Equivalent Fluid
Density/Gravel (pcf)

45
65
95

35
60
90

The above recommended values assume that t he walls will be adequately dra ined t o prevent the
buildup of hydrostatic pressures. Where wall dra inage will not be present and/or if adjacent
surcharge loading is present, the above recommended values wi ll be significantly higher.
·Backfill materia ls behind walls shou ld be compacted to 90 percent of the maximum dry density as
determined by the ASTM D-1557 (AASHTO T-180} test procedures. Specia l care shou ld be taken to
avoid over-compaction near the wa lls which cou ld resu lt in higher latera l earth pressures than those
indicated herein. In areas within three (3) to five (5) feet beh ind walls, we recommend the use of
hand-operated compaction equ ipment.

Pavements
Flexible pavement design for the project wa s det err:n ined on the basis of proj ected (anticipated)
traffic vo lume and loading cond it ions relative laboratory subgrade soil strength ("R"-va lue)
characteristics. Based on a laboratory subgrade " R"-value of 34 (Resilient Modulus= 6,722 psi) and
utilizing the American Association of State Highway and Transportation Officia ls (AASHTO) 1993
"Design of Pavement Structures" manua l, we recommend that the aspha ltic concrete pavement
section(s) for the new Maps Cred it Union deve lopment areas consist of the fol lowing:
Asphaltic Concrete
Thickness (inches}

Crushed Base Rock
Thickness (inches}

2.5
3.0

8.0
9.0

Automobile Pa rking Areas
Automobile Drive Areas
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Note: Where heavy vehicle and/or truck traffic is anticipated and/or required such as those
required for fire and/or garbage trucks, we recommend that the automobile drive area
pavement section be increased by adding 1.0 inches of asphaltic concrete and 3.0 inches of
aggregate base rock. Additionally, for wet weather construction, we recommend a
minimum gravel base rock thickness of at least 12 inches in all areas. Further, the above
recommended flexible pavement section(s) assumes a design life of 20 years.

Pavement Subgrade, Base Course and Asphalt Materials
The above recommended flexible pavement section(s) were based on the design assumptions listed
herein and on the assumption that construction of the pavement section(s) will be completed during
an extended period of reasonably dry weather. In addition, it assumes that any undocumented fill
soil materials exposed at the design subgrade elevation(s) will be removed as recommended. All
thicknesses given are intended to be the minimum acceptable. Increased base rock sections and the
use of a geotextile fabric may also be required during wet and/or inclement weather conditions
and/or in order to adequately support construction traffic and protect the subgrade during
construction. Additionally, the above recommended pavement section(s) assume that the subgrade
will be prepared as recommended herein, that the exposed subgrade soils will be properly protected
from rain and construction traffic, and that the subgrade is firm and unyielding at the time of paving.
Further, it assumes that the subgrade is graded to prevent any ponding of water which may tend to
accumulate in the base course.
Pavement base course materials should consist of well-graded 1-1/2 inch and/or 3/4 inch minus
crushed aggregate having less than 5 percent fine materials passing the No. 200 sieve. The base
course and asphaltic concrete paving materials should conform to the requirements set forth in the
latest edition of the Oregon Department of Transportation, Standard Specifications for Highway
Construction. The base course materials should be compacted to at least 95 percent of the
maximum dry density as determined by the ASTM D-1557 (AASHTO T-180) test procedures. The
asphaltic concrete paving materials should be compacted to at least 92 percent of the theoretical
maximum density as determined by the ASTM D-2041 (Rice Gravity) test method.

Excavation/Slopes
Temporary excavations of up to about four (4) feet in depth may be constructed with near vertical
inclinations. Temporary excavations greater than about four (4) feet but less than eight (8) feet
should be excavated with inclinations of at least 1 to 1 (horizonta l to vertical) or properly
braced/shored. Where excavations are planned to exceed about eight (8) feet, this office should be
consulted. All shoring systems and/or temporary excavation bracing for the project should be the
responsibility of the excavation and/or grading contractor.
Permanent cut and/or fill slopes (if required) should be constructed no steeper than about 2H to 1V.
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Surface Drainage/Groundwater
We recommend that positive measures be taken to properly finish grade the site so that drainage
waters from the apartment build ings and landscaping areas as well as adjacent properties or
buildings are directed away from the new apartment structures foundations and/or floor slabs. All
roof drainage should be directed into conduits that carry runoff water away from the new
apartment structure(s) to a suitable outfall. Roof downspouts should not be connected to
foundation drains. A minimum ground slope of about 2 percent is generally recommended in
unpaved areas around the apartment structure.
Groundwater was encountered at the site in one (1) of the explorato ry test pits (TH-#2) at the time
of excavation at a depth of about two (2) feet beneath existing surface grades. Additional ly, the
easterly and southerly portions of the site are bounded by an existing seasonal drainage basin and
Hobson Creek, respectively. Further, although groundwater elevations in the area may fluctuate
seasonally and may temporarily pond/perch near the ground surface during periods of prolonged
rainfall, based on our current understand of the site grading required to bring the subject site to
finish design grades, we are of the opinion that an underslab drainage system is generally not
requ ired for the proposed new apartment structure(s). However, we are generally of the opinion
that a perimeter footing/foundation drainage system should be utilized around the perimeter of the
proposed apartment structure(s). Additionally, a foundation drain is recommended for any other
below grade footings and/or retaining walls. A typical recommended perimeter footing and/or
retaining wall footing drain detail is shown on Figure No. 3.

Seismic Design Considerations
Structures at the site should be designed to resist earthquake loading in accordance with the
methodology described in the latest edition of the 2014 State of Oregon Structural Specialty Code
(OSSC) and/or Amendments to the International Building Code (IBC). The maximum considered
earthquake ground motion for short period and 1.0 period spectral response may be determined
from the Washington Structural Specialty Code and/or Figures 1613 (1) and 1613 (2) of the 2009
National Earthquake Hazard Reduction Program (NEHRP) "Recommended Provisions for Seismic
Regulations for New Bu ildings and Othe r Structures" published by the Building Seism ic Safety
Council. We recommend Site Class "D" be used for design per Table 1613.5.2.
Using this information, the structural engineer can select the appropriate site coefficient values (Fa
and Fv) from Tables 1613.5.3 (1) and 1613.5.3 (2) of the IBC to determine the maximum considered
earthquake spectral response acceleration for the project. However, we have assumed the following
resp onse spectrum for the project:
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Asphalt or landscaping son as required
(slope surface to drain) - see Note 3

.
(~

s• seal of compaded native soil
Qandsca

l

areas only)

Underslab drain
5' from wall line

..--------i--- Chimney Drainage Zone
;---r--

12" minimum cover over pipe,

s· minimum cover over footing

~~~~~~~-~~---- Filter Fabric
,. . - - . - - - - - - Drain Gravel
·"'""-,---,,----- Preferred Perforated
Drain Pipe Location

SCHEMATIC-NOTTO SCALE

NOTES:

1.

Filter Fabric to be non-woven geotextile (Amoco 4545 , Mirafi 140N, or equivalent)

2.

Lay perforated drain pipe on minimum 0.5% gradient, widening excavation as required.
Maintain pipe above 2:1 slope, as shown.

3.

All-granular backfill is recommended for support of slabs, pavements, etc. (see text for
strudural filQ.

4.

Drain gravel to be clean, washed %" to 1 y.• gravel.

5.

General backfill to be on-site gravels, or %--0 or 1Yz"-0 crushed rock compaded to 92%
Modified Proctor (AASHTO T-180).

6.

Chimney drainage zone to be 12" wide (minimum) zone of clean washed, medium to coarse
sand or drain gravel if protected with filter fabric. Alternatively, prefabricated drainage structures
(Miradrain 6000 or similar) may be used.

PERIMETER FOOTING/RETAINING WALL DRAIN DETAIL
Project No. 1001.049.G
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Table 1. 2012 IBC Seismic Design Parameters
Site

Class
D

Ss

S1

Fa

Fv

SMS

SMJ

Sos

Sot

1.324

0.671

1.000

1.500

1.324

1.006

0.882

0.671

Notes: 1. Ss and 51 were established based on the USGS 2012 mapped maximum considered
earthquake spectral acceleration maps for 2% probability of exceedence in 50 years.
2. Fa and Fv were established based on2012 IBC tables 1613.5.3 (1) and 1613.5.3 (2) using
the selected Ss and 51 values.

Storm Water Infiltration
We understand that consideration is being given to possible collection and disposal of storm water
on the subject apartment development site. While specific details regarding storm water collection
and/or disposal are still unknown at this time, we envision that disposal of storm water will likely be
performed below the existing site and/or ground surface elevations rather than in open near surface
infiltration ditches and/or swales. In this regard, although field infiltration testing was not
performed at the site during this phase of the investigation, we are of the opinion that on ly limited
subsurface storm water infiltration is likely beneath the site due to the presence of the existing
easterly seasonal drainage basin and the existing southerly Hobson Creek. As such, we are of the
opinion that an allowable infiltration rate of less than 1.0 inches per hour (in/hr) is likely for design
an on-site storm water infiltration system. However, we recommend that field testing be performed
following the construction of a storm water infiltration system to verify that the above assumed
infiltrate is appropriate for the project.

Erosion Control
During our field exploration program, we observed soil types that would generally be considered
highly susceptible to erosion. In our opinion, the primary concern regarding soil erosion potential
will likely occur during and/or immediately following construction in areas that have recently been
stripped and cleared of surface vegetation. Erosion at the site during construction can be minimized
by implementing a project erosion control plan which should include the judicious use of straw bales
and silt fences. If used, these erosion control devices should be in place and remain in place
throughout all of the site grading and earthwork operations. Erosion and sedimentation of exposed
sandy subgrade soils can also be minimized by quickly re-vegetating exposed areas of soil and by
staging (if possible) construction such that large areas of the site are not denuded and exposed at
the same time. Areas of exposed soil requiring im mediate and/or temporary protection aga inst
exposure should be covered with either mulch or erosion control netting/blankets. Areas of exposed
soil requiring permanent stabilization should be seeded with an approved grass seed mixture or
hydroseeded with an approved seed-mulch-fertilizer mixture.

REDMOND GEOTECHNICAL SERVICES

85

Project No. 1001.049.G
Page No. 15

CONSTRUCTION MONITORING AND TESTING
We recommend that Redmond Geotechnical Services, LLC be retained to provide construction
monitoring and testing services during all earthwork operations for the proposed new Arizona Way
Apartments development. The purpose of our monitoring services would be to confirm that the site
conditions reported herein are as anticipated, provide field recommendations as required based on
the actual conditions encountered, document the activities of the grading contractor and assess
his/her compliance with the project specifications and recommendations. It is important that our
representative meet with the contractor prior to grading to help establish a plan that will minimize
costly over-excavation and site preparation work. Of primary importance will be observations made
during site preparation, structural fill placement, footing excavations and construction.

CLOSURE AND LIMITATIONS
This report is intended for the exclusive use of the addressee and/or their representative(s) to use
to design and construct the proposed new Arizona Way Apartments structures and/or their
associated site improvements described herein as well as to prepare any related construction
documents. The conclusions and recommendations contained in this report are based on site
conditions as they presently exist and assume that the explorations are representative of the
subsurface conditions between the explorations and/or across the study area. The data, analyses,
and recommendations herein may not be appropriate for other structures and/or purposes. We
recommend that parties contemplating other structures and/or purposes contact our office. In the
absence of our written approval, we make no representation and assume no responsibility to other
parties regarding this report. Additionally, the above recommendations are contingent on Redmond
geotechnical Services, LLC being retained to provide all site inspections and construction monitoring
services associated with all aspects of the site grading, earthwork operations, and foundation
preparation work for this project. Redmond Geotechnical Consultants, LLC will not assume any
responsibility and/or liability for any engineering judgment, inspection, and/or testing performed by
others.
It is the owners/developers responsibility for insuring that the project designers and/or contractors
involved with this project implement our recommendations into the final design plans, specifications
and/or construction activities for the project. Further, in order to avoid delays during construction,
we recommend that the final design plans and specifications for the project be reviewed by our
office to eva luate as to whether our recommendations have been properly interpreted and
incorporated into the project.
If during any future site grading and construction, subsurface conditions different from those
encountered in the explorations are observed or appear to be present beneath excavations, we
should be advised immediately so that we may review these conditions and evaluate whether
modifications of the design criteria are required. We also should be advised if significant
modifications of the proposed site development are anticipated so that we may review our
conclusions and recommendations.
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LEVEL OF CARE
The services performed by the Geotechnical Engineer for this project have been conducted with that
level of care and skill ordinarily exercised by members of the profession currently practicing in the
area under similar budget and time restraints. No warranty or other conditions, either expressed or
implied, is made.
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APPENDIX
FIELD EXPLORATIONS AND LABORATORY TESTING

FIELD EXPLORATION
Subsurface conditions at the site were explored by excavating four (4) exploratory test pits on July 6,
2016. The approximate location of the test pit explorations are shown in relation to the proposed
new Arizona Way Apartments structures and their associated site improvements on the Site
Exploration Map, Figure No. 2.
The test pits were excavated using track-mounted excavating equipment in general conformance
with ASTM Methods in Vol. 4.08, D-1586-94 and D-1587-83. The test pits were excavated to depths
ranging from about 5.0 to 6.0 feet beneath existing site grades. Detailed logs of the test pits are
presented on the Log of Test Pits, Figure No's. A-5 and A-6. The soils were classified in accordance
with the Unified Soil Classification System (USCS}, which is outlined on Figure No. A-4.
The exploration program was coordinated by a field engineer who monitored the excavating and
exploration activity, obtained representative samples of the subsurface soils encountered, classified
the soils by visual and textural examination, and maintained continuous logs of the subsurface
conditions. Disturbed and/or undisturbed samples of the subsurface soils were obtained at
appropriate depths and/or intervals and placed in plastic bags and/or with a thin walled ring sample.
Groundwater was encountered within one (1) of the exploratory test pits (TH-#2) at the t ime of
excavating at a depth oftwo (2) feet beneath existing surface grades.

LABORATORY TESTING
Pertinent physical and engineering characteristics of the soils encountered during our subsurface
investigation were evaluated by a laboratory testing program to be used as a basis for selection of
soil design parameters and for correlation purposes. Selected tests were conducted on
representative soil samples. The program consisted of tests to evaluate the existing gradational
characteristics and Atterberg Limits properties as well as direct shear strength, consolidation and
"R"-value tests ofthe native clayey, sandy silt, silty sand and silty clay subgrade soils.
Dry Density and Moisture Content Determinations

Density and moisture content determinations were performed on both disturbed and relatively
undisturbed samples from the test pit exploration in general conformance with ASTM Vol. 4.08 Part
D-216. The results of these tests were used to calculate existing overburden pressures and to
correlate strength and compressibility characteristics of the soils. Test results are shown on the test
pit log at the appropriate sample depths.
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A-2

Maximum Dry Density

One {1} maximum dry density test was performed on a representative sample ofthe existing clayey,
sandy silt subgrade soils in general conformance with ASTM Vo l. 4/08 Part D-1557-78. The test was
conducted to facil itate classification of the so ils and for correlation purpose . The test results appear
on Figure No. A-7.
Atterberg Limits

Liquid Limit {LL) and Plastic Limit {PL} tests were performed on a representative sample of the upper
native clayey silt subgrade soils in accordance with ASTM Vol. 4.08 Part D-4318-85. The test results
were used to help facilitate class ification of the soils and to determine engineering strength
properties. The test resu lts are shown graph ically on Figure No. A-8.
Gradation Analysis

Gradation analyses were performed on a representat ive sample of the underlying sandy, clayey silt
subsurface soi ls in accordance with ASTM Vol. 4.08 Part D-422. The test results were used to help
classify the soil in accordance w ith the Unified Soil Classification System (USCS) . The test results are
shown graphically on Figure No. A-9.
Direct Shear Strength Test

One (1) Direct Shear Strength test was performed on an undisturbed and/or remo lded sample at a
continuous rate of shearing deflection (0.02 inches per minute) in accordance with ASTM Vol. 4.08
Part D-3080-79 . The test results were used to det ermine engineering strength properties and are
shown graphically on Figure No. A-10.
Consolidation Test

One (1) Consolidation test was performed on an undisturbed and/or remolded sample of the native
silty clay subgrade soil to help assess the compressibility characteristics of the near surface silty clay
subgrade soils in genera l conformance w ith ASTM Vo l. 4.08 Part D-2435-90.
Conventional loading increments of 100, 200, 400, ... 12,800 psf were applied after the 100 percent
time of primary conso lidation was identified and defined for each loading increment. The sample
was unloaded and allowed to rebound after the completion of the loading sequence. Deflection
versus time readings were recorded for all load increments from 100 to 12,800 psf. The deflection
corresponding to 100 percent primary consolidation was plotted on the consolidation strain versus
consolidation pressure curve, which is presented on Figure No. A-11.
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"R"-value Tests
One (1) "R"-value test was performed on an a near surface sandy silt subgrade soils in general
conformance with ASTM Vol. 4.08 Part D-2844. The test results were used to help evaluate the
subgrade soils supporting performance capabilities when subjected to traffic loading. The test
results appear on Figure No. A-12
The following figures are attached and complete the Appendix:
Figure
Figure
Figure
Figure
Figure
Figure
Figure
Figure

No. A-4
No's. A-5 and A-6
No. A-7
No. A-8
No. A-9
No . A-10
No. A-11
No. A-12

Key To Exploratory Boring Logs
Log ofTest Pits
Maximum Dry Density Test Results
Atterberg Limits Test Results
Gradation Test Results
Direct Shear Strength Test Results
Consolidation Test Results
"R"-Value Test Results
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Inorganic clays of high plasticity. fat clays .

OH

Organic clays of medium to high plasticity . organic silts .

UJ

<l:

>
UJ

(/)

vi

~

SANOS
WITH
FINES

LESS THAN 50%

~
(.'.J

:r:

...J

UJ

a: ci
z

UJ

0

I- ~

UJ

~ z<l:
~

'

CLEAN
SANDS
(LESS THAN
5 % FINES)

SMALLER THAN
NO . 4 SIEVE

~ 0
0
<l:
N

~

Clayey gravels. gravel-sand-clay mixtures. plastic fines .

OF COARSE
FRACTION IS

:r:

a:

GC

MORE THAN HALF

z

z
u::

Silty gravels, gravel-sand-silt mixtures. non-plastic fines .

<

....J

Cl

UJ

GM

SANDS

UJ
_J

GRAVEL
WITH
FINES

l'.J

~

(/)

Poorly graded gravels or gravel-sand mixtures. little or
no fines .

LARGER THAN
NO . 4 SIEVE

UJ

<l: I-

(.'.J

er:

.

z
z

<l:

LL..
...J

(/)

0

GREATER THAN 50%

I
I-

Well graded gravels, gravel-sand mixtures. little or no
fines .

GP

OF COARSE
FRACTION IS

~N

DIVISIONS

GW

MORE THAN HALF

0

0

SECONDARY

SYMBOi..
CLEAN
GRAVELS
CLESS THAN
5% FINES)

GRAVELS

...J

GROUP

DIVISIONS

OF

DEFINITION

200

Peat" and other highly organic soils .

Pt

HIGHLY ORGANIC SOILS

TERMS

U.S. STANDARD SERIES SIEVE
40
10

4

SAND
SILTS AND CLAYS

I

FINE

GRAVEL

I

MEDIUM

GRAIN
SANDS.GRAVELS AND
NON- PLASTIC SILTS
VERY LOOSE

4 - 10

MEDIUM DENSE

10 - 30

DENSE
VERY DENSE

RELATIVE

3) -

BLOWS/ FOOT t

- 1/4

0 -

2

1/4 - 1/2

2 -

4

FIRM

112

8

VERY STIFF

CNER 50

STRENGTH :j:

SOFT
STIFF

50

I

COBBLES BOULDERS
COARSE

SIZES

VERY SOFT

4

LOOSE

FINE

COARSE

CLAYS AND
PLASTIC SILTS

BLOWS/ FOOT t

0 -

CLEAR SQUARE SIEVE OPENINGS
12 11
3/4"
3"

HARO

DENSITY

0

-

1

4

-

1 -

2

8

- 16

2 -

4

16 - 32

OVER 4

OVER 32

CONSISTENCY

+Number of blows of 140 pound hammer falling 30 inches to drive a 2 inch 0 .0. (1-3/ 8 inch I. DJ
split spoon CASTM D-1586).
fLJnconfined compressive strength in tons / sq. ft . as determined by laboratory testing or approximated
by the standard penetrati on test CASTM D-1586), pocket penetrometer, torvane, or visual observat ion .

-

'
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KEY TO EXP LORATO-RY TEST PIT LOGS
Unified Soil Classification System (ASTM D-2487)
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Oregon
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Figure
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BUCKET SIZE:

BACKHOE COMPANY :
w

......
a. w

::r-

t,-'

<a.

wW
0~

Cl)~

Cl)

>
t1- >t~
zw a: u
Cl)CI)

wl-

0

Cl)

OZ

WI-

a::z

~< .

~WCl)l-,ll!

C.)~

-Z:::!i:U

C.

w-

00

0

-o

_, CJ?

_, CJ?
-:::>
0
Cl) -

ML

-

~
22.7

X

ML

24 inches

DATE :

7/06/16

SOIL DESCRIPTION
TEST PIT NO.

TH-#1

J ••

ELEVATION

25'±

Dark brown, very moist, soft, organic,
clayey, sandy SILT (Topsoil)

....

Light gray with medium brown mottling, very ...
moist to wet, medium stiff, clayey, sandy
>SILT

...

5-

-

Total Depth = 6.0 feet
No groundwater encountered at time of
e x ploration

-

....

>-

...

10-

-

-

I-

....

-

I-

15

TEST Pil T NO.
0

ML

-

X

X

5-

X

20.1

-

ELEVATION

16'±

Dark brow.p , very moist to wet, very soft,
highly organic, clayey, sandy SILT (Topsoil

-

CL

Light gray, wet to saturated, very soft,
slightly sandy, silty CLAY with log at 2'

...

SM

Medium brown, wet, medium dense, clayey,
silty SAND

...

Total Depth = 6.0 feet
Seepage encountered at 2 feet at time of
e x cavation

-

~
44.7

82.2

TH-#2

I

..

10-

-

-

...

...

15

LDG DP TEST PITa
PROJECT NO.

1001.049.G

I

ARIZONA WAY APARTMENTS

'F IGURE NO.
. ...
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BUCKET SIZE :

BACKHOE COMPANY :

w

z-

c:,i

I- I-

G.

w

<(~

wW
o!!:.

CD<(
Cl)

-o

>-

ti-

Cl)(/)

zw
wl0

>~~
a:
Cl) u

CZ

0.
w-

0

WI-

a: z

~W-

I-~
-Z00
Cl)

~u

-

X

1 9. 7

s-

24 inches

DATE :

7/06/16

~-

<( •
..J~

SOIL DESCRIPTION

0~
..J~

-::,
0
Cl)

TEST PIT NO.

TH-#3

ELEVATION

15'±

ML

FILL: Medium brown, very moist, poorly to
moderately compacted, clayey, sandy SILT

ML

NATIVE GROUND: Dark brown, very moist, soft,
.....
organic, clayey, sandy SILT (Old Topsoil)

i"ML~
SM

....

Gray with orangish-brown mottling, very
moist, medium stiff to loose, clayey, sandy "'"
SILT to silty SAND

I-

I"-.

-

Total Depth = 6.0 feet
No groundwater encountered at time of
exploration

-

I-

.....

-

..

10-

-

.....

-

I-

-

-

I-

15

TEST PIT NO.

TH-#4

ELEVATION

13.S'±

0

ML

-

X

k"

1 8. 1 SM

\

GM
SM

5

-

\

-

1
'

Dark brown, very moist, soft, organic,
clayey, sandy SILT (Topsoil)

-

Medium brown, very moist, loose, slightly
clayey, silty SAND

-

Orangish-brown, very moist to wet, ·medium
dense, slightly clayey, silty and sandy
GRAVEL to gravelly SAND
Total Depth = s.o feet
No groundwater encountered at time of
exploration

10-

,,-

I-

I-

-

I-

-

-

,-

15

LOG OP: TEST PIT8
PROJECT NO.

I-

1001.044.G

I
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MAXIMUM DENSITY TEST RESULTS
SAMPLE
LOCATION

TH-#1
@

MAXIMUM
DAY DENSITY
(pcf)

SOIL DESCRIPTION

Light gray with medium brown
mottling, clayey, sandy SILT (ML)

OPTIMUM
MOISTURE
CONTENT(%)

102.0

18.0

-88. 0

30.0

2.5'
TH-#2

Light gray, sandy, silty CLAY (CL)

@

2.0'

EXPANSION INDEX TEST RESULTS
SAMPLE
LOCATION

TH-#2

INITIAL
MOISTURE (%)

30.0

COMPACTED
DRY DENSITY
(pcf)

84.0

FINAL
MOISTURE (%)

VOLUMETRIC
SWELL(%)

EXPANSION
INDEX

46.6

0.054

54.0

EXPANSIVE

CLASS.

Medium

MAXIMUM DENSITV&EXPANSICN INDEX TEST RESULTS

l

PROJECT NO. :

1 001 .• 0 4 4 • G

I

ARIZONA WAY APARTMENTS

I

FIGURE NO.:
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~v

60

50

,....
u

CL

z

~

rJ)

<(

·~

40

X
w
0

>-ut-

,, \.,\~ «,

CH

~

30

V
...
r~

V

/

MH

~

20

V

...I

Cl.

,,/

10
7
4
0

~~~ =-~~ "//'7" 6,/Q
ML.j ..IY
0

10

20

or

OH

ML or OL
I
30

40

50

70

60

80

90

100

LIQUID LIMIT (%)

BORING
NO .

KE Y
SYMBOL

(feet)

NATURAL
WATER
CONTENT
%

SAMPLE
DEPTH

LIQUID
LIMIT

PLASTICITY
INDEX

%

%

PASSING
NO. 200
SIEVE
%

LIQUIDITY
INDEX

UNIFIED
SOIL
CLASSIFICATION
SYMBOL

D

TH-#1

2.5

22.7

1 9. 8

3.7

65.8

ML

0

TH-#2

2.0

44.7

43.3

22.7

----

CL

PLASTICITY CHART AND DATA

.REDMOND

GEOTECHNICAL
SERVICES

-

PROJECT NO

DATE
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Figure

A-8

UNIFIED SOIL CLASSIFICATION SYSTEM
( AST M D 42 2·7 2 )
U . S. S T A N DARD S I EVE S I ZES
100

7

>,

6

I ll

1 3/ 4

2

1/ 4 -4....

I 10

16

20

.

'
90

'

'

70

"!

0

20

'

'

30

\
0

~

60

40

-

Q.

w so

50

-

u

.

325

10

'

...z

a:
w

200

80 100

50 60

-

...

80

"'"'
<

40

30

40

.

..

-

30

60

'

'
'

10

,_

80

-

50

10.0

5.0

1.0

0 .1

o.s

90

-

,~-

0
100

.01 -

.OS

100
.001

.005 -

PARTI C LE S IZE IN MILLI MET E R S

GRAVEL

SANO
SILT ANO C L A Y

CO BB L E S

COARSE

FINE

SAMPLE
DEPTH
(feet)

COARSE

I

M ED IU M

BOR ING
NO .

-e-

TH-#1

2.5

ML

-e-

TH-#4

2.5

GM/SM

ELE V.
(feet)

FINE

UNIFI ED
SO IL
CLASSI F ICAT I ON
SYMBOL

K EY
SYMBOL

SAMPLE DESCR I PTION

Light gray with brown
mottling, clayey, sandy
SILT
Orangish-brown, slightly
clayey, silty and sandy
GRAVEL to gravelly SAND

GRADATION TEST DATA

R EDMOND
•

ARIZONA WAY APARTMENTS
Garibaldi, Oregon
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DATE
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FIG URE
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2.5

2.0
/

.v
/

[L
(/)

.A t'\

?£ 1 • 5
(/)
U)

/

UJ

a:

/

I-

U)

a:

<t
UJ

I

1. 0

(/)

0.5

/

/-

o.g .o

(

/v

0.5

/

V

' ,,

/

V

/

1•0

1•5

3.0

2.5

2.0

NORMAL PRESSURE (KSF}

DESCRIPTION :

BORING NO .:
DEPTH (It.):

SAMPLE DATA
Gray with brown
mottling, clayey, sand)
SILT (ML)
TH-#1
I ELEVATION (fl) :
2.5
TEST RESULTS

APPAREN T COHESION (C) :

100 psf

APPARENT ANGLE OF INTERNAL FRICTION (0 1:

28°

TEST DATA
TEST NUMBER

1

0.5
0.3
INITIAL Hi O CONTENT(%)
18.0
FINAL H10 CONTENT{%)
18.3
INITIAL DRY DENSITY (PCF)
95.0
FINAL DRY DENSITY (P CF)
95.2
STRAIN RATE :
0.02 inches
NORMAL PRESSURE (KSF)
SHEARSTRENGTH(KS~

2

3

4

1 •5
2.5
1•0
1•5
18.0 18.0
1 6. 1 1 3. 3
95.0 95.0
97.7 102.4
per minute

DIRECT SHEAR TEST DATA

. REDMOND

GEOTECHNICAL
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PO Box 20547 • PORTLAND , OREGON 97294
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DATE

Figure
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COMPRESSIVE STRESS IN KSF
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10
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\
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E-<

<
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~

zJ;::l

12

-

.

0
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\

0

>

u

~

rx:J

-

0...

16

.. -

20

BORING
: TH-#2
DEPTH (ft)
: 2. 0
SPEC. GRAVITY : 2. 5 (assumed)

INITIAL
FINAL

DESCRIPTION : sandy, silty CLAY (CL)
LIQ um LIMIT ; 43. 3
PLASTIC LJMIT : 20. 6

MOISTURE
CONTENT (%)

DRY DENSITY
(pcf)
-- --

PERCENT
SATURATION

44.7
29.9

82.2
94. 1

88.1
94.4

VOID

RATIO

CONSOLIDATION TEST DATA

.REDMOND
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DATE

Figure
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RESULTS OF R (RESISTANCE) VALUE TESTS

SAMPLE LOCATION: TH-#3
SAMPLE DEPTH: 3.0 feet bgs
&A

"

'.f,

ffe,

"Xfi

*

S~uneJi.

c®

,A

B

Exudation Pressure (psi)

221

326

427

Expansion Dial (o.oool ")

0

0

1

Expansion Pressure (psf)

0

0

3

Moisture Content (%)

17.1

13.5

10.5

Dry Density (pct)

95.7

100.3

104.4

22

35

44

@

Resistance Value, "R"

,,

"R"-Value at 300 psi Exudation Pressure= 34

SAMPLE LOCATION:
SAMPLE DEPTH:
r'fl

'1$

0

?,

Specunen

?/k

•

?/ill

A

Exudation Pressure (psi)
Expansion Dial (0.0001")
Expansion Pressure (psf)
Moisture Content (%)
Dry Density (pct)
Resistance Value "R"
"R"-Value at 300 psi Exudation Pressure=

A-12
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IPWJ

B

'

m

@

1/k

;c

C

W

City Hall, PO Box 708, Garibaldi, OR 97118
Office: (503) 322-3327 I Fax: (503) 322-3737
City Manager email : john@ci.garibaldi.or.us

Memorandum
To:
From:
Date:
Subject:

Garibaldi Planning Commission
Blake Lettenmaier, Planner-in-Training
August 25, 2016
Jerry Creasy Gangway and Abutment

The Port of Garibaldi has received engineering plans, specifications and bid documents
from the Oregon State Marine Board to replace and relocate the gangway and abutment
that goes from Jerry Creasy Drive to the Transient (guest) moorage dock . The attached
documents have gone out to bid.
The city is required to review these documents under its zoning ordinance. This is not a
public hearing. Docks and moorages is an activity specified in Chapter 18.160.030
(Estuary and Shoreline Standards) of the Garibaldi Municipal Code (GMC); Estuary
Development Zone (ED), Section 18.75.040; Regulated Activities, and Estuary
Conservation 2 Zone (EC-2), Section 18.70.040; Regulated activities. An applicant must
meet Section 18.160.050 K. (1) (2) of the GMC. They must also meet Section 18.165.030 of
the GMC - Procedure for reviewing regulated activities. This specifies a review of state
and federal permit notices.
The replacement and relocation of the gangway and abutment is such a permit notice.
Additional information may be available at the commission meeting. The Port manager
is expected to be present to explain the project to the commission. Staff will also provide
any additional information obtained by the meeting date.

The City of Garibaldi is an equal opportunity employer and provider
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City of Garibaldi , Oregon

GF-111 -14
City Hall - 107 6'h st. (P.O. Box 708) _ Garibaldi, OR 971 18 - Phone

GF-111-14
322-3327 _ Fax (503) 322-3737 - www.ci.galribaldi.or.us

Legally Recorded Property Owner: .:..
p,..:i?,-,1S-"-,-r-=O-,-f--,,,,,,-,-,,-,-,,-,~<=,,,-,,--_ _
Mailing Address:
City:

.P 6 80 X I ()

GA/?J8AcO/

State:

Physical Address of Project: J;;,~",-..e;O!!!SL...s,1SJ.;:tI.:o.L~

QLL Zip: '17/1 )?

Home Phone: _ _ _ _ _ _ Cell Phone: _ _ _ _ __
Work Phone:->O:1 322

L.:..':::::::":::::::'::::':::":=======--l

32.7'Jather Phone: _ __ __

Map: ---,A,+-,C.~ _ _ _ Tax Lot:
Lot Number:

«;14

Block:__ Addition: _ _ _ __ __

Signature of the legal property owner and date of thi s application:

5'AUC ZO/D

E-Mail:
TYPE OF LAND USE PROPOSED (checl< any of the fOllowing that apply.)

o New Building Construction JManufactured Structure Placement J Change of Land Use: This is any new residenlial, commercial, mixed

use or industrial construction on any developed or undeveloped property wilhin Ihe Cily of Garibaldi. Check this box if the proposed developmenl
will change Ihe currenl land use.

oincludes
Structural Building Addition: This is all construction that increases or decreases the square footage or height of an existing structure. This
modifications such as awnings, canopies and other projections from a structure.
,fE>J Rtemlod,el J Repair: This includes dry-rot repair, structural repair, or structural alterations to a building that do not increase the square footage
height of the structure. This may also include alterations to electrical wiring, plumbing or mechanical devices that require building permits.
1J8J.A,~cessory Structure Construction I Pta cement: This includes any habitable or non-habitable structure on property within the Cily of

Gariballdii. Accessory structures are additional structures on property th at has been developed. and must seNe as part of th e primary land use.

o Demolition : This is for complete removal of any structure over 200 square feet in the Cily.
o Sign: This is any permanent sign erected within the City of Garibaldi. Complete applk:ations must include shape and dimensionof sign face.
Property Zoning:
Overlay Zones:

OR-1

O C-1

00-1

o Hitlside o Sensitive Bird

Lot Dimensions: Front
Square Footage of: living Space
Commercial Space
UtilitylStoragelGarage Space
Deckltmpervious Surface

01-1

ElWD

OWM

OVacation Rental

Flood Zone:

Right _ ___ Left _ ___ Back _ __ _

II!I~

14

til

(11M

Number of: Living Units

OED

O EC-1

DAD

o EC-2

OA1 OA2 DB

DEN
OV2

Total Lot Square Footage: _ _ _ __

<1.000

Commercial Units _ _ __

Parking Spaces:

On Street _ __

Off Street (adjacent to lot) _ __

OThis is a manufactured home placement. Built (date on HUD label) : _ _ __
Contractor:

CCB#:

PROPOSED LAND USE (Oescribe the proposed la nd use, improvements and structures. Idenlify commercial and residential uses by percent.)

Page 1 of 2 for Permit #'_ _ _ _ __ __
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APPROVALS I INSTRUCTIONS / APPLICATION PROCESS
Approvals: All applications for land use permits 10 the City of Garibaldi require approval. Approval of this application does not grant the applicant permission
10 ,iolale any city, county, slale or federal law, code or regulation. Once Ihe applicalion has been approved, Ihe applicanl musl follow all requ iremenls of the
Tillamook Counly Building Official as well as Ihe Cily of Garibaldi Planner, PubliC Works Director and Fire Chief. All documents attached 10 an approved land use
permit will be numbered, and any approval letters issued by city staff thaI specify conditions or requirements of approval will be attached to the approved land use
permit. It is the responsibility of the land use applicant to caU for aU required inspections and to ensure thal lhis permit receives final approval upon the completion of
construction or structure placement. The City of Garibaldi does not issue a structural building permit. All structural building permits are submitted to the

Tillamook Counly Cornmunny Developmenl Departmenl after the Cily of Garibaldi ~sues a land use penmil. If you have any quesUons regarding building code or
Ihe building permit prooess conlact the Tillamook Counly Communny Developmenl Department at 503<142-3408,
Instructions: This application must include a plot plan showing lot dimensions, setbacks between all structures and property lines, and all driveway accesses. Plot
plans musl be on paper no larger than 11' by 17', and musl be reproducible on a grey scale copier, A survey of the property may also be required. Three complele

sels of building plans for any proposed slructures musl be included wnh an applicalions, and musl show slructural heighl from foolprinl grade, and tolal foolprinl
square foolage. ApplicaUons can eilher by mailed 10 Garibaldi Cily Hall, P,O. Box 708, Garibaldi, OR 971t8, or submitted in person 10 1076" Sireet. Garibaldi.
Fees will be calculaled and charged after an applicalion has been recei,ed and reviewed for compteleness.
Application Process: Complete applications for residential uses can take up to 20 days for review and approval. Most non-residential uses may require a pre·
application meeling. The city will contact the applicant if more information is needed. or to schedule a pre·application meeting jf necessary. Once an application has
been determined to be complete, staff will contacllhe applicant and provide the fee amount due to the City and the expected lime frame for approval. Administrative
decisions can take up to 20 days, and planning commission action can take up to 90 days. The applicant can contact city slaff at any time to discuss the process or
10 answer any Questions.

Planning/Zoning
Date:

Plan Review Approved By:
Notes:

o See attached City Planner/Planning Commi ssion/City Council letter or report for requirements or conditions of approval.
Public Works
Date:

Plan Review Approved By:
Notes:

Thi s structure will require a

waler service (meter)

Driveway access is from

Thi s structure will require a

sanitary sewer service

Situs address will be

o See attached Public Works letter or report for requirements or conditi ons of approval.
Fire Department
Plan Review Approved By:

Date:

Notes:

The proposed structure will be protected by the City of Garibaldi municipal water system and the City of Garibaldi Fire Department.

o There is a minimum of 250 gallons of water per minute for a four (4) hour duration available to this struclure
o Th ere is or will be sufficient road access to this structure to allow for Fire Department emergency vehicles,
o See attached Fire Department letter or report for requirements or conditions of approval.

THIS APPLICATION HAS BEEN

WITH ATIACHMENTS

Page 2 of 2 for Permit #_ _ _ _ _ _ _ __
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THROUGH

SPECIFICATIONS
FOR THE
CONCRETE ABUTMENT & UTILITIES RELOCATE

AT THE
PORT OF GARIBALDI TRANSIENT DOCK
ON TILLAMOOK BAY
FOR THE
PORT OF GARIBALDI

Approved By:
JefferyW. Smith. P.E.
Oregon State Marine Board
Senior Facilities Engineer

Prepared By:
Stuart Jantze
Boating Facilities Designer
08 July 2016

AS ADVERTISED
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CONCRETE GANGWAY ABUTMENT
AT THE PORT OF GARIBALDI TRANSIENT DOCK,
ON TILLAMOOK BAY
FOR THE
PORT OF GARIBALDI
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SECTION 01010 - SUMMARY OF WORK
PART 1 - GENERAL

1.1

DESCRIPTION OF WORK

A.

Location of work is at the Port of Garibaldi Transient "G" Dock in Tillamook County,
Oregon.

B.

Major projec t components are as follows:
•
•
•

Concrete Abutment Construction
Sidewalk Constnuction
Other work as outlined in the plans and specifications

C.

Project is for the Port of Garibaldi, referred to hereafter as Owner.

D.

The Owner' s Representative is:
Michael Saindon
Port Manager
Port of Garibaldi
P.O . Box 10
Garibaldi, OR 97118

E.

The Engineer of Record is:
Jeffery W. Smith, P.E.
Boating Facilities Engineer
Oregon State Marine Board
P.O, Box 14145
Salem, OR 97309-5065

F,

Phone: 503,322,3292
Fax:
503,322.0029

Phone: 503.378,2607
Fax:
503.378,4597
435 Commercial Street NE
Salem, OR

The Engineer's Representative Is:
Stua rt Jantze
Boating Facilities Designer
Oregon State Marine Board
P.O. Box 14145
Salem, OR 97309-5065

Phone: 503,378.2604
Fax:
503,378.4597
435 Commercial Street NE
Salem, OR

G.

This project is bid out as a LUMP SUM CONTRACT and the Contractor shall furnish all
labor, equipment, and materials necessary to complete work in accordance with the
drawings, speCifications, and terms of the contract.

H,

Value Engineering, whereby the Contractor suggests alternate design and/or materi als
for a reduced cost and share in the savings, is NOT a component of this project contract.
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1.2

A.

DRAWINGS
The following six [6] drawings hereby form a part of this contract:
1.

2914-1524 - 07

Title Sheet

2.

2914 -1 524- 08

Existing Site Plan

3.

2914- 1524-09

Proposed Site Plan

4.

2914-1524-10

Plan & Profile

5.

2914-1524-11

Gangway Abutment Details

6.

2914 - 1524 - 12

Sidewalk Layout Plan
END OF SECTION 01010
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SECTI ON 0101 9 - CONTRACT CONS IDERATIONS
PART 1 - GENERAL
1.1
B.

C.

PERM ITS
SITE PERMITS
1.

The Owner will obtain the building, fill/grading and on-site sewage disposal
permit(s) as may be required and fum lsh them to the Contractor after the
Contract has been awarded.

2.

Contractor shall obtain and pay for any electrical and plumbing permit(s) that
may be required.

ENVIRONMENTAL PERMITS
1.

1.3
A.

Owner will obtain all necessary US Army Corps of Engineers and Oregon
Department of State Lands permits.
Contractor shall comply with the
requirements of the permits . Owner shall furnish to the Contractor, copies of the
permits after the contract has been awarded .
(a)

US Army Corps of Engineers Permit Number - UNKNOWN

(b)

Oregon Department of State Lands Permit Number - UNKNOWN

IN-WATER WORK PERIOD SCHEDULE
The Contractor shall comply with the in-water work period as established by the Corps of
Engineers and the Oregon Department of State Lands that regulate the period of time
work can occur below the ordinary high water (OHW) line.

1.4

PROJECT COMPLETION

A.

Upon completion of the work, clean up and remove from the Owner's property all refuse
and unused materials of any kind resulting from the work.

B.

Provide the following documents:
1.

A written request for final inspection.

2.

A clean set of drawings marked, showing all deviations from the planned
construction (as built) and representing a complete record of the actual location
of all completed work.

3.

Provide test results as required .

4.

Contractor's Application for Payment Form, Final Payment Request and
Contractors Release of Liens & Claims Form .
END OF SECTION 01019

01019 - 1

112

This page intentionally blank

113

SECT ION 01090 · REFERENCE STANDARDS AND ABB REVIATIONS
PART 1 • GENERAL
1.1
C.

REFERENCED STANDARDS & ABBREVIATIONS:
All work shall
AA
AASHTO
AC I
ACM
ADA
AISC
APA
APWA
ASTM
AWPA
AWS
AWWA
IBC
ISSA
NEC
ODOT
OSHA
QPL
UPC
WAQTC
WCLIB

conform to the following referenced standards:
Aluminum Associalion
American Association of State Highway and Transportation Officials
American Concrete Institute
American Construction Manual
American's with Disabilities Act Standards for Accessible Design 2010
American Institute of Steel Construction
American Plywood Association
American Public Works Association
American Society for Testing and Materials
American Wood Preservers' Association
American Welding Society
American WaterWorks Association
International Building Code 2006
State of Oregon 2007 Edition Structural Specialty Code Amended
International Slurry Surfacing Association
National Eleclric Code 2005
Oregon Standard Specifications for Highway Construction
by the Oregon Department of Transportation. 2008.
Occupational Safety and Health Administration
Qualified Products listing by the Oregon Department of Transportation,
Materials and Research Section
Uniform Plumbing Code 2003
State of Oregon 2005 Edition Plumbing Specialty Code
Western Alliance for Quality Transportation Construction
West Coast Lumber Inspection Bureau
END OF SECTION 01090
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SECTION 01100 • SPECIAL PROJ ECT PROCEDU RES
PART 1 • GENERAL
1.1

SPECIAL PROJECT REQUIREMENTS

D.

Contractor is advised that this is a public recreation facility. The facility will remain open
to the public during the construction period . Also, construction activity must not interfere
wtlh the public's right to free navigation on all navigable waters of the United States.

E.

All construction debris shall be disposed of in such a manner that it cannot enter the
waterway.

F.

Care shall be taken to prevent any petroleum products, chem icals, or other deleterious
material from entering the water.

G.

All areas along the bank, disturbed or newly created by the construction activity, shall be
seeded, sodded, revegetated, or given some other type of protection against subsequent
erosion and returned back to its origina l condition.

H.

Work in the waterway shall be done so as to minimize turbidity increases in the water that
tend to degrade water quality and damage aquatic life,
END OF SECTION 01100
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SECTION 01305 - PRODUCT AND MATERIAL SUBMITTALS
PART 1 - GENERAL
1.1

DESCRIPTION

I.

This Section specifies transmittal Instructions, the number of caples of Contractor
sUbmittals to be provided , and distribution of those submittals as required in the General
Conditions.

J.

Submittals may include:
1.

Product Submittals

2.

Materials Submittals

3.

Equipment Submittals

4.

Shop Drawings

PART 2 - REQUIRED SUBMITTALS
2.1

Submittals are required If indicated in the speCification sections.

2.2

Deviation from Contract: Submit a request fo r substitution for deviations from th e
Specifications or Drawings. Include the reason for the deviation and cost differential for
the deviation. Deviations from the Contract shall be authorized only if previously
approved in writing.

2.3

The Engineer of Record (or the Enginee~s Representative) reserves the right to ask for
Submittals that are not referenced In this document.

PART 3 - EXECUTION
3.1

A.

B.

SUBMISSIONS
Subm ittals Format
1.

The preferred format for submittals is In electronic format.

2.

If hard copies are submitted, th e contractor shall submit three (3) copies of all
required information. Individual sheets shall not exceed 11 'x 17' in size.

Each submittal shall be accompanied by a Submittal Transmittal Form . The Submittal
Transmittal Form shall indicate:
1.

Which specific product Is being proposed.

2.

How the product is being used (Indicate specific specification sections where
applicable).

3.

Size and quantities (If applicable).
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C.

Submittals shall be received by the Engineer of Record (or the Engineer's
Representative) not less than fourteen (14) calendar days prior to purchase and/or
installation.

D.

Submittal Completeness: Submittals which do not have all the required Information are
not acceptable and will be returned without review.

3.2

A.

3.3

REVIEW PROCEDURE
The Engineer of Record (or the Engineer's Representative) will review the submlttat for
conformance to the plans and specifications. After review, the submittal will be returned
to the Contractor, and a Copy shall be supplied to the Owner. The returned material will
consist of one (1) marked-up copy of the submittal. Additional copies as needed will be
the responsibility of the Contractor. The returned submittal will indicate one of the
following actions:
1.

"Accepted as Submitted" - If the review indicates the material, equipment or
is
In
general
confomnance
with
the
Contract
work
method
Drawings/Specifications, the submittal copies shall be marked "Accepted as
Submitted.' In this event, the Contractor may begin to Incorporate the
material/equlpmenVwork method covered In the submittal.

2.

"Accepted as Noted' - If the review Indicates the submittal Is Insufficient or that
limited corrections are required, the submittal copies may be marked "Accepted
as Noted." The Contractor may begin to implement the work method or
incorporate materials/comments covered in the submittal in accordance with the
corrections/comments noted.

3.

"Correct and Resubmit" - If the review revea ls the submittal is insufficient or
contains incorrect data and the comments require revision and resubmlttal, the
submittal copies shall be marked 'Correct and Resubmit." In this case, the
Contractor shall not then undertake work covered by this submittal until the
submittal has been revised, resubmitted, and returned to the Contractor with a
marking of "Accepted" or "Accepted as Noted."

4.

' Review Not Required" - If the review reveals the material, equipment, or work
does not require submittal, then the submitted copies shall be marked 'Review
Not Required' tn this event, the Contractor may begin to incorporate the
materlaliequipmenVwork covered by the submittal and no further action is
required.

EFFECT OF REVIEW OF CONTRACTOR'S SUBMITTALS

A.

A mark of "Accepted" or "Accepted as Noted' shall mean the Engineer of Record (or the
Engineer's Representative) pas no objection to the Contractor, upon the Contractor's own
responsibility, using the plan or method of work proposed, or providing the materials or
. equipment proposed.

B.

The Contractor shall furnish to the Engineer the follOWing items for equipment, articles,
and materials Incorporated In the work:
1.

Submittals for items Identified in individual speCification sections.
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2.

Manufactu rer's special tools and special accessories normally furnished by the
manufacturer and which, by their specific nature and special design, are suited
for convenient and expeditious adjustment, maintenance , and repair.

3.

Two sets of installation instructions, parts lists; routine preventative maintenance
and operation manuals; corrective maintenance Instructions; drawings and other
like data pertinent for maintenance and repair.

4.

Manufacturer's and dealer's warranties and guarantees which are normally
available to purchasers. Such warranties and guarantees shall be made effective
to the Owner as the purchaser.

END OF SECTION 01305
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SECTION 01545 - SURVEY LAYOUT & CONTROL

PART 1 - CONSTRUCTION STAKEOUT

A.

The Engineer of Record has provided reference points for the Contractor's stakeout of
the construction work. The reference points are in the form of reference elevation and
coordin ates from existing survey control points, as shown on the drawings. The
Contractor will be solely responsible for laying out the work from coordinate point
stakeout control shown on the drawings, and the Owner or the Engineer of Record will
provide no additional stakeout. A Professional Land Surveyor (PLSl licensed in the Slate
of Oregon shall perform all layouts .

B.

A PLS will also be required to layout and verify th e construction of the gangway
abutment.
1.

Inspections/verification shall be required at the following time s:
(al

ConstrucUon of the forms for the cast-in-place concrete abutment
to verify Iccation and elevation based on providea' design
information.
END OF SECTION 01545
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SECTION 01560 '- ENVIRONMENTAL CONTROLS
PART 1 - GENERAL
1.1

A

DESCRIPTION
This section specifies temporary environmental controls required to be maintained during
construction. Nothing in this section shall relieve any person fro m the obligation to
comply with the regulations or permits of any federal, state, or local authority.

PART 2 - MATERIALS
2.1

A

2.2

A

SUBMITTALS
Erosion Control Plan
1.

Submittal: Develop and maintain for the duration of the contract an Erosion
Control Plan (ECP) that will effectively incorporate and implement environmental
protection precautions. The Contractor's ECP shall include methods and interim
facilities to be constructed and/or used concurrently during construction to control
erosion in such a manner as to ensure that sediment and sediment-laden water
does not enter any drainage system, roadways, or violate applicabte water
quality standards. The ECP shall be in strict confomnance with the requirements
of the pemnits. Visible or measurable erosion which enters, or Is likely to enter, a
public stomn and surface water system, wetland or stream is prohibited . The
ECP shall include the name of the Contractor's employee authorized to supervise
and enforce compliance with the ECP and telephone number(s) to contact that
person at any time.

2.

The ECP shall be submitted to and approved by th e Owner prior to initiating
clearing activities.

3.

In the event a regulatory agency or jurisdiction determines the ECP to be
inadequate to protect th e environment:
(a)

The Contractor shall immediately stop the affected work in
progress until adequate environmental protection measures are
implemented.

(b)

The Contractor shall modify the ECP to meet the requirements of
said regulatory agencies or jurisdictions and provide the Owner
with the revi sions to th e ECP within five (5) Days of the notice of
deficiency.

EROSION CONTROL
Temporary Sediment Fences:
1.

Provide, install, and maintain an upland sedimen t fence for a maximum of 5 feet
offset from proposed improvements for the duration of the project.

2.

Provide, install, and maintain an upland sediment fence along both sides of the
ramp from the top of the bank to the waterline for th e duration of the project.
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B.

3.

Sediment fence shall have manufactured stitched loops for 2"><2" post installation.
Posts shall be spaced a maximum of 6 feet apart.

4.

Where practical. the filter fabric shall be purchased in a continuous roll to the
length required to avoid the use of jOints. When jOints are necessary, filter fabric
shall be spliced together only at support posts With a minimum 6-inch overlap,
and both ends ~ecurely fastened t~ the post. or overlap 2"X 2" posts and attach
as shown on the detail.

5.

The physical integrity of all materials shall be sufficient to meet the requirements
of their intended use and withstand normal wear and tear.

Floating Silt Curtain (also known as Turbidity Curtain)
1.

Provide. install, and maintain an in-water siltation curtain around the perimeter of
ali work occurring below the waterline at the time of construction, for the duration
of the project, as shown on the drawings.

2.

The Contractor shall provide a commercially available silt curtain. Floating silt
curtains are available from:
(a)

Boom Environ. Products, New Bedford. MA (800) 770 BOOM.

(b)

Parker Systems, Inc, Chesapeake, VA, (866) 472 7537.

(c)

Elastec/Amerlcan Marine. Carmi, IL, (618) 382 2525.

(d)

Nilex Geosynthetics. Denver, CO. (800) 5374241.

(e)

Aer-Flo, Inc.• Bradenton. FL, (800) 823-7356

(f)

Layfield Plastics, Bellingham. WA, (800) 796-6868.

3.

The silt curtain material shall be brightly colored to enhance visibility in such a
manner that it will attract the attention of nearby boaters. Altemately, the silt
curtain may be marked with brightly colored buoys to provide visibility.

4.

Buoyancy provided by the flotation units shall be sufficient to support the weight
of the curtain and associated load lines. Said fioatation must also maintain
enough freeboard to prevent water overtopping.

5.

Load lines must be fabricated into the bottom and top of the fabric. The
supplemental (bottom) load line shall consist of a chain Incorporated Into the
bottom hem of the curtain. with sufficient weight to serve as ballast to hold the
curtain In a vertical position. Additional anchorage shall be provided as
necessary.

6.

Anchors must be sufficient to hold the curtain in the same position relative to the
bottom of the watercourse, without interfering with the action of the curtain.
Anchor spacing will vary with current velocity and potential wind and wave action;
manufacturer's recommendations should be followed.
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7.

Provide product submittal (to the Engineer of Record) of the intended silt curtain
and a diagram of the Intended assembled silt curtain including anchoring
techniques to meet site specific conditions prior to the ordering any products for
approval.

PART 3 - EXECUTION
3.1

A.

3.2

DUST
Dust shall be minimized by the Contractor to the extent practicable, utilizing all measures
necessary including, but not limited to:
1.

Sprinkling haul and access roads and other exposed dust-producing areas with
water.

2.

Use of covered haul equipment.

SEDIMENT TRANSPORT PREVENTION

A.

Prevent dirt and mud, from escaping trucks departing the work site, by cleaning truck
tires before leaving the construction site.

B.

All streets in the construction area used by Contractor's trucks or any other equipment
hauling material to and from the area, whether within the Contract limits or adjacent
tlhereto, shall be kept clean by the Contractor and shall be continuously serviced by the
Contractor's use of sprinkling trucks to control dust. All cleaning and sprinkling shall be
at the Contractor's expense. Violations of these requirements are sufficient grounds for
the Owner to order the streets in question to be cleaned by others. The expense of the
street cleaning will be charged against the Contraclor and cost withheld from Contractor's
payments.

3.3

NOISE CONTROL

A.

Comply with all local, state, and federal noise level ru les, regu lations and ordinances.

B.

There are further requirements for Pile Driving Operations, see pile driving section if
applicable.

3.4

TREE AND PLANT PROTECTION

A.

The Contractor shall protect all existing native shrubs and trees outside of the work limits
from damage by construction activlUes. Work areas shall be carefully located and marked
to reduce potential damage. Trees shall not be used as anchors for stabilizing working
equipment. The Contractor shall not remove any native shrubs or trees outside of the
work limits without written approval from Owner.

B.

If native shrubs or trees are damaged or destroyed by the Contractor's operations without
prior authorization by the Owner, the Contractor shall replace the native shrubs or tree in
species, size and grade to the satisfaction of and at no cost to the Owner. In the event
the Contractor does not per/onm this replacement work in a timely manner as determined
by the Owner, the Owner reserves tlhe right to have the work per/onmed by others. The
expense of rep lacing native shrubs or trees will be charged against the Contractor and
the cost witlhheld from Contractor's payments.
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C.

3.5

Trees or shrubs that are replaced shall be warrantied from death or disease under the
terms of the project warranty.
UPLAND DEWATERING AND WATER CONTROL

A.

The Contractor shall not divert storm draInage or sewer flow through any portion of new
sewer or any other new facility until after that portion of the pipeline to be used has been
field-acceptance tested In accordance with the Specifications, and unUi specific written
approval from the Owner has been received. No direct water from construction activities
shall be diverted to new or existing sanitary sewer.

B.

Maintain excavations free from water while construction Is in progress. Any water which
is pumped from excavated areas shall not be diverted Into the state waterways wlthout
proper treatment or confinement.

3.6

EROSION CONTROL

A.

Execute the approved Erosion Control Plan (ECP).

B.

Temporary Sediment Fences:

C.

D.

1.

Sediment fence shall have a minimum vertical burial of 6 inches. All excavated
material from sediment fence installation shall be firmly re-deposited along the
entire trenched area on the uphill side of the fence.

2.

The sediment fence shall be installed to follow the contours where feasible. The
fence posts shall be spaced a maximum of 6 feet apart and driven securely into
the ground a minimum of 24 inches.

3.

Sediment fences shall be inspected by the Contractor immediately after each
rainfall and at least daily during prolonged rainfall. Any requ ired repairs,
relocations or ~dditions shall be made Immediately.

4.

At no time shall more than one foot of sediment be allowed to accumulate behind
a sediment fence. Sediment should be removed or regraded into slopes, and the
sediment fences repaired and reestablished as needed

5.

Sediment fences shall be removed when they have served their useful purpose,
but not before the up slope area has been permanently protected and stabilized.

Floating Silt Curtain
1.

Follow manufacturer's recommendations for installation and anchoring to meet
anticipated water conditions.

2.

To the extent possible, the curtain should be located parallel to the direction of
flow of the water body.

3.

The ends of the curtain, both floating upper and weighted lower, should extend
well up Into the shoreline. The ends should be secured firmly to the shoreline to
fully enclose the area where sediment may enter the water.

Filter fabric fences, sediment barriers and other erosion control devices shall be removed
by the Contractor when they have served their useful purpose, but not before the upslope
area has been permanently protected and stabilized.
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3.7

CULTURAL RESOURCES

A.

Attention is directed to the National Historic Preservation Act of 1966 and 36 CFR 800,
which provide for the preservation of potential historical, architectural, archaeological or
cultural resources (hereinafter 'culturat resources").

B.

The Owner intends to conform to the applicable requirements of the National Historic
Preservation Act of 1966 as it relates to the preservation of cultural resources and fair
compensation to the Contractor for delays resulting from such cultural resources
Investigations.

C.

Monitorin g: In the event potential cultural resources are uncovered during subsurface
excavations at the worksite, the following procedures will be instituted:
1.

The Contractor will notify the Owner Immediately.

2.

The Owner will issue a verbal work suspension directing the Contractor to cease
all construction operations at the location of a potential cultural resources
discovery. The Owner will contact a professional archaeologist to evaluate the
significance of the find. A written work suspension order will be issued within
four hours of the verbal work suspension order.

3.

Such work suspension will be effective until such time as th e qua lined
archaeologist can evaluate the potential cultural resources for th eir significance
and make recommendations to the State Historic Preservation Officer. Any work
suspension direction will contain the following:
(a)

A clear description of the work to be suspended.

(b)

Any instructions regarding issuance of further orders by the
Contractor for material services.

(c)

Specific direction to the Contractor to minimiZe the worl<
suspension costs (I.e., work elsewhere while archaeologist is
eva luating find).

(d)

Estimated duration of the temporary suspension.

4.

If the archaeologist determines the cultural resource is eligible to be nominated to
the National Register of Historic Places, the Owner may extend the duration of
the work suspension order in writing.

5.

Equitable adjustment of the construction Contract time will be made for
tempora rily suspended work in accordance with the General Conditions.

3.8

FINES

A.

Contractor shall be respons ible for all fines incurred from non-compliance with
regulations of governing authorities.
END OF SECTION 01560
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SECTION 02100· SITEWORK
PART 1 • GENERAL
1.1

DESCRIPTION

A.

This item shall include the clearing and grubbing of all construction areas to the extent
necessary for the Contractor to perform the work, and all work described below.

B.

Carefully maintain benchmarks, monuments, and other reference points; If disturbed or
destroyed, replace as directed by the project inspector.

C.

Provide all protection, barricades, silt fences, and other devices required by State or
municipal laws; maintain same for full period of operation. Remove from site when
directed by the project inspector.

D.

Work includes removal and disposal of the existing gangway, concrete abutment, wood
pier, and any miscellaneous Items as shown on drawings.

1.2

RELATED WORK

A.

Environmental Controls , Section 01560

B.

Earthwork, Section 02200

PART 2· MATERIALS

A.

Not Applicable

PART 3· EXECUTION
3.1

CLEARING AND GRUBBING

A.

Completely clear areas to be occupied by buildings or other improvements as indicated.

B.

Provide, install , and maintain siltation fences/barriers, as required by State or local rules
and regulations for the duration of th e project. The Contractor shall remove the silt fence
once the project Is complete. In areas where soli built up against th e fence, th e
Contractor shall smooth or level out the berm of soil and seed with grass seed.

C.

Protect existing trees and other vegetation outside clearing limits against cutting,
breaking, skinning, or bruising of roots or bark, piling construction materials within the
tree and vegetation drip line, excess foot or vehicle traffic, parking of vehicles within the
tree and vegetation drip lines, or solvent, paint, oil , or chemical spills onto soil.
1.

If vegetation is damaged, pruning or removal shall be completed as directed by
th e Owner at the Contractor's expense.

2.

Any soil contaminated from construction activities shall be excavated and
removed from the site and replaced with topsoil at the Contractor's expense.
Disposal of con taminated soil shall be in accordance with federa l, state, and local
laws and regulations.
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D.

Remove all trees. stumps. bushes, grass. boulders, and debris within the areas staked
for the construction as shown on the drawings.

E.

Unless otherwise shown on the drawings, clearing limits shall be 5' along all sides of the
improvements and (if applicable) where the graded slope meets the existing ground.

F.

All holes resulting from grubbing shall be filled with suitable material and compacted.

G.

DispOsal material is the property of the Contractor and therefore It Is the sole
responsibility of the Contractor. Disposal material shall be hauled off site and completely
removed from the Owner's property. Disposal of contaminated soil shall be In
accordance with federal, state, and local laws and regulations.

H.

Trees suitable for marketable timber are the property of the Owner and shall be delivered
off of the site to a location designated by the Owner.

3.2

A.

DEMOLITION
Disposal material shall be hauled off site and completely removed from the Owner's
property. Disposal material Is the property of the Contractor and therefore it Is th e sale
responsibility of the Contractor. Disposal shall be in accordance with federal, state, and
local laws and regulations.
END OF SECTION 02100

02100·2

131

SECTION 02200 - EARTHWORK
PART 1 • GENERAL
1.1
A.

B.

1.2

DESCRIPTION OF WORK
This item includes all labor, equipment, and materials required for th e excavation ,
embankment, and grading of the project site to the lines and grades shown on the
drawings and required by the specifications. Work within this Item includes, but is not
limited to, the fol lowing in accordance with ODOT 00330.41, 00330 .42 and 00330.43:
1.

Excavation of all material encountered to the limits shown on the drawings.

2.

Hauling, disposing, and spreading of excess excavated material to sites secured
by the Contractor.

3.

Locating and protecting existing facilities and utilit/es.

4.

Gra ding and reshaping of grade.

5.

Fumishing and installing aggregate base where shown on the drawings, as
required by th e Specifications.

6.

Compaction of subgrade and aggregate base.

7.

All miscel laneous items of work required to complete the construction.

This item includes furnishing, transporting, and installing rip rap as shown on the drawings
or requ ired by the Specifications.
RELATED WORK

A.

Sitework, Section 02100

B.

General Concrete, Section 03300

1.3

DEFINITIONS

A.

Unclassified excavation is defined as all excavation regardless of the type, nature, or
condition of the materials encountered. The Contractor shall assume full responsibility to
estim ate the kind and extent of the various materials to be encountered.

B.

Rock excavation is defined as removal of boulders having a volume of 2 cubic yards or
more, solid bedrock and ledge rock, that cannot be excavated or removed by dozers wilh
rippers, but which require systematic drilling and blasting or the use of pneumatic rock
splitters, hammers, and wedges. If material that Is classified as rock is mechanically
removed with grading equipment, th e volume of material removed shall be measured and
paid for as common excavation.

C.

Common excavation is defined as remova l of all material not classified as rock
excavation.

D.

Overexcavation is the removal of suitable material below the limits designated for
excavati on.
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E.

Disposal material Is defined as all excavated material that Is beyond the quantities
required for the project or unusable for the project. This includes materials that are
unsuitable for embankment, In excess of embankment quantities required, and/or
contaminated.

F.

Subgrade is defined as the uppermost surface of an excavation or embankment.

G.

Aggregate base is defined as material placed immediately on top of the subgrade or
subbase and immediately beneath the finish surface (i.e. pavement, concrete, etc.).

PART 2 - MATERIALS
2.1

A.

AGGREGATE BASE
GENERAL
1.

2.2

Aggregate base shall be 3/4" minus crushed rock as shown on the drawings and
reasonably even graded from coars e to fine. Materials shall be in confomnance
with ODOT 02630.10,

RIPRAP

A.

Riprap shall be broken stone and shall meet the requirements of ODOT 00390.11.

B.

Riprap shall be ODOT Class 700 or Class 100 as shown on drawings:
Class 700
Size of Stone
(Pounds)
700 - 500
500 - 200
200-20
20- 0

2.3

A.

2.4

A.

Class 100
Size of Stone
(Pounds)
100 - 60
60- 25
25- 2
2-0

Percent (%)
by Weight
20
30
40
10

TOPSOIL
Furnish a fertile, loamy, natural surface soil consisting of sands, silts, clays, and organiC
matter in combination and free from substances toxic to plant growth, noxious weeds,
roots, refuse, sticks, and lumps in accordance with ODOT 01040.14.
GRASS SEED
Grass seed should be tolerant to low moisture conditions and partial shade. No irrigation
Is anticipated.

PART 3 - EXECUTION
3.1

GENERAL

A.

All upland areas containing water shall be drained prior to beginning construction.
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B.

Slope ground away from paved areas and buildi ngs. Avoid forming pockets that will
collect and retain th e free now of surface water. Divert surface water to natural drainage

courses.
C.

No excavation shall be left open more than seven days unless otherwise approved by the
Owners Representative.

D.

All excavations left open overnight shall be fenced with wire mesh or plastic mesh fence
secured to steel posts all around the excavation as per ODOT 03010.20, 03010.40 and
01050.44.
1.

The bottom of the fence shall generally follow the contour of the ground .

2.

Maximum spacing of the steel posts shall be ten ieet.

3.

Minimum height of the fence shall be 36 inches.

E.

Disposal material is the property of the Contractor and therefore It Is the sole
responsibility of the Contractor. Disposal material shall be hauled off site and completely
removed from the Owner's property.
Disposal of contaminated soil shall be in
accordance with federal , state, and local laws and regulations.

F.

Contractor shall conduct excavation work in such a manner as required to protect existing
trees and vegetation on site.

3.2

AGGREGATE BASE

A.

Aggregate base shall be located under all asphaltic concrete paving, cast-in-place slabs,
precast concrete planks, and where shown on drawings.

B.

Excavate all existing materials to depths requ ired for required thickness of compacted
aggregate base under cast-in-place concrete slabs and where shown on drawings.
Dispose of surplus excavated materials off-site In accordance with federal, state and local
laws and regu lations.

C.

Placement and Compaction - In accordance with ODOT 00640, aggregate base shall be
placed In such a manner and to such depth that when compacted it will conform to the
grades and sections shown on the drawings.

D.

Compaction - Aggregate base shall be compacted to achieve not less than 95% of
maximum density when tested in accordance with AASHTO T99. Add water as required
to achieve required compaction.

E.

Tolerance of aggregate surface: 0.04 fool.

F.

Mechanical ccmpaction of underwater portions of th e aggregate base can be achieved by
tamping with an excavator bucket. Underwater portions do not need to meet Ihe
compaction requirements of Part 3.3 0 of this section, but shall form a solid dense mass.

3.3
A.

FIELD QUALITY CONTROL
Contractor shall engage a qualified independent testing and inspecting agency to perform
field tests and inspections and to prepa re test reports. Contractor is responsible for all
costs associated with field quality control.
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B.

Allow testing agency to test and inspect subgrades and each fill layer. Proceed with
subsequent earthwork only after test results for previously compleled work complies wilh
requirements. Tests will be performed at the following locations and frequencies.
1. Hard Surfaced Areas: At subgrade and at each compacted fill layer. At least one
test for every 5000 sq. ft. or less of hard surfaces, but in no case fewer than three
tests.

C.

3.4

When testing agency reports that subgrades or fills have not achieved degree of
compaction specified, scarify and moisten or aerate, or remove and replace material to
depth required; recompact and retest until specified compaction is obtained .

RIPRAP

A.

Remove riprap and excavate only to the extent necessary to provide gangway clearance
at low water. Re-armor with nprap as needed.

B.

Place such that no bare earth is exposed.

C.

Placement shall be in such a manner to produce a reasonably well graded un~orm mass.
It is the intent of these specifications to produce a compact riprap protection In which all
sizes of material are placed in their proper proportions and with a reasonably smooth,
uniform, finished surface. Hand placing, reanranging of Individual stones by mechanical
equipment slapping the surface of the matenal with armor plating or some other approved
means may be required to the extent necessary to secure the results specified.

O.

Contractor shall furnish all riprap required.

3.5

TOPSOIL

A

Contractor shall provide and place 4" of clean topsoil In the created curbed Islands and
curbed areas at the perimeter of the parking lot in accordance to Section 01040.14 of
OOOT. Landscaping will be done by the Owner and is not a part of this Contract.

B.

Accurately and smoothly spread the topsoil over the specified areas to the thickness,
grades, and slopes shown on the drawings or directed. Deposit and spread the material
so that compaction of the matenal, as far as practical, is prevented. Do not place the
material during wet conditions, which would tend to cause compaction of the material, in
accordance to OOOT 01040.43.

C.

Finish areas covered with topsoil to proper grade and contour section. Cultivate all
topSOil not in a loose and friable condition to a depth of at least 4 inches. Bring the
surface to a condition ready for fertilizing and seeding operations, In accordance to
OOOT 01040.43.

3.6
A.

GRASS SEED
After final grading, Contractor shall establish a seeded lawn for all disturbed or graded
areas as shown on drawings and as specified In OOOT 01030.
END OF SECTION 02200
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SECTION 03300 - GENERAL CONCRETE
PART 1 - GENERAL
1.1

A.

DESCRIPTION OF WORK
Work Includes, but not limited to;

1.

2.
1.2

Cons truction of:
(a)

Walkways

(b)

Abutments

(c)

Other miscellaneous concrete as shown on the drawings.

Placement of concrete and reinforcing steel shall be as shown on the drawings.

RELATED WORK

A.

Earthwork, Section 02200

8.

Metals for General Fabrication, Section 05000

PART 2 - MATERIALS

2.1

CONCRETE

A.

Concrete shall be supplied from a local ready-mix plant regularly engaged In the
production of concrete, and delivered by rotating drum truck.

8.

Cement, aggregate, and water shall be proportioned to obtain concrete with good
workability.

C.

Mix design shall meet the following requirements:
1.

Cement type: ASTM C 150 Type II or I.

2.

Minimum compressive strength concrete: 3,600 psi at 28 days In conformance
with ASTM C 39.

3.

Minimum cement content: 600 pounds of cement per cubic yard. As a
replacement for cement, fly ash may comprise up to 20% of the minimum
specified cement content.

4.

Aggregates shall comply with ASTM C 33 with course aggregates meeting size
No. 67 (3/4 inch to No. 4).

5.

Maximum water-cement ratio: 0.48 (Ib.llb.). Water shall be potable.

6.

Slump:
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D.

B.

(b)

5 inches maximum with wat~r reducing agent

(c)

Slump shall be measured in conformance with ASTM C 143

Air content; 4.0 to 7.0 percent in conformance with ASTM C 231.

8.

Admixtures, any and ali, must be listed on the current QPL (Qualified Products
Listing) as published by 'the Oregon Department of TransPortation, Materials and
Section.
The
QPL
can
be
located
dnline
at
Research
htto://www.oregon.gov/ODOT/HWY/CONSTRUCTION/QPLlDocs/QPL.pdf. The
"current" QPL is defined as that which is in effect on the date the contract is
awarded.

Mix design submittal
The Contractor shall fumish, in writing to the Engineer, proportions by weight of
the following materials to be used by the local ready mix plant, at least 10 days
before using any concrete on the project.
•
•
•
•
•
•
•

A.

4 Inches maximum without water reducing agent

7.

1.

2.2

(a)

Provide compressive strength test results obtained within Ihe past 12 months
Air entraining admixtures
Cement type and c.ontent
Fly ash (if applicable)
Each size and gradation of aggregate
Other admixtures
Water/Cement ratio

REINFORCEMENT
Deformed bar relnforceme'nt:
1.

Deformed bar size, spacing, and layout shall be as shown on the drawings.

2.

Deformed bars shall be epoxy coated Grade 60 new billet steel and shall be In
conformance with the requirements of ASTM A 706 or ASTM A 615,

3,

Epoxy coating shall be in accordance with ASTM A 775, ODOT 02510.11, and
the following .
(a)

Coating voids - Patch visible voids In the coating, regardless of
cause, In conformance with ODOT 00530.48.

(b)

Handling - All systems for handling coa'ted bars shall have
padded contact areas for the bars wherever possible, Pad all
bundling bands and lift all bundles with strong backs, multiple
supports or platform b~dges so as to prevent bar-to-bar abrasion
from sags in the b?r bundle.

(c)

Coated reinforcement ties and supports - Ties for coated
reinforcement shall be nonmetallic coated, Where coated bars
are tied to uncoated bars, the ties shali be nonmetaJllc coated.

Welded wire fabric
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1.

Welded wire fabric shall be of Ihe size, type, and installed as shown on the
drawings.

2.

Welded wire fabric shall be in conformance with ASTM A 185.

PART 3 - EXECUTI ON
3.1

GENERAL

A.

Manufacturing and delivery of concrete shall be in accordance with ASTM C 94.

B.

Materials con taini ng frost or lumps of frozen materials shall not be used.

C.

Do not place concrete on frozen ground or when freezing weather is anticipated . Do not
carry excavations to final depths when freezing weather is anticipated; after frozen
material is thawed , excavate to final depths shown. Obtain inspector's approval before
placing any new work on previously frozen and thawed soil.

D.

Weather limitations:
1.

Do not place concrete if surface temperatures of forms or reinforcing steel Is
90°F. or above.

2.

Do not place concrete if the ambient temperature is or is forecasted to be below
40°F. the day of the placement and the next 7 calendar days unless an approved
specified enclosure, insulate d forms, andlor heating devices are used to maintain
the concrete surface temperature of at least 45°F.

E.

Provide forms for concrete using best common practice. Place to the lines and grades
called for or as directed.

F.

Contractor shall determine the distance to the concrete local mix plant and shall carefully
plan the timing of placement and finishing of the concrete.

G.

All concrete shall be in flnal position In the fooms within 90 minutes or before 300
revolutions of the mixing drum after the addition of the mixing wa ter to the cement and
aggregates. If the ambient air temperature is above eO°F, the above limits shall be 1
hour or 200 revolutions. Concrete that exceeds these limits shall be rejected unless an
appropriate retarding admixture confooming to ASTM C 494/C 494M Is Included In the
mix design.

H.

Avo id segregation. Do not move concrete with vibrators or tampers.

I.

Consolidate concrete during and immediately after depositing, with suitable mechanical
vi brators operating wi thin the concrete, attached to steel fooms, or attached to the rebar.
Vibra te at any point sufficiently to accomplish compaction, but do not prolong to a point
where segregation occurs.

J.

Once concrete is in th e fooms, no water shall be added to the concrete to aid in Ihe
finishing process.

3.2

FINISHING & CURING

A.

Protect concrete from rain during finishing and sealing operations.
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B.

Finish interior concrete with a steel trowel to achieve a smooth finish.

C.

Finish exterior concrete slabs with broom to achieve a non-skid finish.

D.

Cure interior concrete immediately following the surface finishing with a liquid membranefonmlng compound Type 1 or 1-D in compliance with ASTM C 309. Application rate shall
not be less than 1 gallon per 150 square feet.

E.

Cure exterior concrete immediately' following the surface finishing with a white liquid
membrane-forming compound (Type 2) In compliance with ASTM C 309. Application rate
shall not be less than 1 gallon per 150 square feet.

F.

Wet burlap, canvas, or other acceptable protection shall be used to keep the concrete
moist for a minimum of seven calendar days.

G.

Protect concrete from freezing for 7-day minimum curing period.

H.

Protect concrete from construction activities and any other traffic for minimum 72-hour
cure period.

PART 4 - QUALITY CONTROL
4.1

A.

4.2

TESTING
The Contractor shall be responsible for having the following tests completed on the
concrete by an independent testing firm. The Contractor shall provide the results for the
following tests to the Owner. 'Sampling shall be in accordance with ASTM C 172.
1.

Temperature of freshly mixed concrete, ASTM C 1064: One test per 50 C.Yof
concrete placed, or a minimum of one test per day if less than 50 C.Y.

2.

Slump of freshly mixed concrete, ASTM C 143: One test per 50 C.Y of concrete
placed, or a minimum of one test per day if less than 50 C.Y.

3.

Air content of freshly mixed concrete, ASTM C 231: One test per 50 C.Y of
concrete placed, or a minimum of one test per day if less than 50 C.Y.

4.

Compressive strength of cylindrical concrete specimens, ASTM C 39: Two
cylinders per 50 C.Y. of concrete placed, or a minimum of two cylinders per day if
less than 50 C.Y.

TESTS AND CERTIFICATION OF CONCRETE

A.

A concrete batch ticket for each load shall record and attest to the source, day, time,
batch, size of load, and 'quality of Individual constituents In the load. These shall be
completed and furnished to the Owner.

B.

Contractor is responsible for quality control testing and reporting test results.

C.

The Owner reserves the right to have any additional testing done. The Contractor shall
provide at least 5 business days notice to the Owner prior to the placement of any
concrete.
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D.

4.3

The Contractor shall provide at least 5 business days to the Engineer prior to placing of
any concrete so testing arrangements and form/rebar inspections may be made.
FINISH GRADE

A.

Finish grade of exterior concrete shall be within 0.04' of the desired elevation as shown
on the drawings,

B.

Finish grade of Interior concre te shal l be within 0.02' of the desired elevation as shown on
the drawings.

C.

All walkway construction shall meet the current ADA Standards for Accessible Design.
END OF SECTION 03300
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SECTIO N 05000· METALS FOR GENERAL FABRI CATION
PART 1 • GENERAL
1.1

DESCRIPTION OF WORK

A.

This work consists of:

1.2
A.

1.

The fabrication and Installation of all structural metal and miscellaneous metals.

2.

Metal hardware items, fasteners, and connectors as Indicated on the drawings
and as specified.

RELATED WORK
General Concrete, Section 03300

1.3

SUBMITTALS

A.

Submit shop drawings of all metal fabrication to Engineer for approval, prior to
fabrication.

PART 2 • MATERIALS
2.1

GENERAL

A.

Material Identificatlon • Sheet metal materials shall be plainly marked with weight or
thickness of materials and manufacture~s name.

B.

Galvanized Steel:

C.

D.

1.

Steel shapes, plates , and pipes shall be ASTM A 36 steel, galvanized after
fabrication in accordance with ASTM A 123. Weight of zinc coating to conform to
requirements specified under "Weight of Coating" in ASTM A 123.

2.

Galvanized Bolts shall confonm to ASTM A 307, Grade A and shall be galvanized
in accordance with ASTM A 153 and ASTM F 2329.

3.

Galvanized Nuts shall confonm to ASTM A 563, Grade A and shall be galvanized
in accordance with ASTM A 153 and ASTM F 2329.

Stainless Steel:
1.

Steel shapes, plates, and pipes shaH be Grade 8 (AISI 304 (18/8))

2.

Bolts shall be grade B8 Class 1 (AISI 304) as described in ASTM A 193

3.

Nuts shall be Grade a (AISI 304) and con form to ASTM A 194

Screws and fasteners that come In contact with pressure treated wood shall be stainless
steel.
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E.

Steel pipe shall be Schedule 40 andlor Schedule 120 double extra strong as indicated on
the drawings.

PART 3 - EXECUTION
3.1

GENERAL

A.

Field Measurements - Contractor shall verify measurements in field, as required, for work
fabricated to fit job conditions.

B.

Metal fabrications shall conform with the latest edition of AISC Specification for the
Design, Fabrication and Erection of Structural Steel for Buildings.

C.

Welding shall be by operators qualified by tests as prescribed by the AWS in Standard
Qualification Procedure for performance of the type of work required.

D.

Weld all shop connections unless noted otherwise. All welds shall be minimum 3/16 inch
fillet and sealed for galvanizing.

E.

Cut edges true and smooth, free from burrs. Flame cutting not permitted. Bolt holes
shall be drilled or punched.

F.

Cap all the open ends of all tubes and grind smooth.

G.

Remove all weld spatter from exposed surfaces.

3.2

A.

FLOAT MOUNTED UTILITIES
HANGERS - Hanger spacing shall be In accordance with the UPC and NEC

END OF SECTION 05000
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SECTION 01010 - SUMMARY OF WORK
PART 1 - GENERAL

1.1

DESCRIPTION OFWORK

A.

Location of work is at the Part of Garibaldi Transient "G" Dock in Tillamook County,
Oregon.

B.

Major project components are as fa llows:
•

C.

Fabricate and delivery of th e engineered 5' x 80' aluminum gangway.

Components that are not part of work scope:
•

Installation of the gangway; this is by Owner.

D.

Project Is for the Port of Garibaldi, referred to hereafter as Owner.

E.

The Owner's Representative is:
Michael Saindon
Part Manager
Part of Garibaldi
P.O. Box 10
Garibaldi, OR 97118

F.

G.

Phone: 503.322.3292
Fax:
503.322.0029

The Engineer of Record is:
Kelly D. LaFave, P.E.
Marine Structures Engineering, Inc
1004 Commercial Avenue, #364
Anacortes, WA 98221
The Engineer's Representative is:
Stuart Jantze
Boating Facilities Designer
Oregon State Marine Board
P.O . Box 14145
Salem, OR 97309-5065

Phone: 360.466.8627
Fax: 360.230.2310
kdlafave@msn.com

Phone: 503.378.2604
Fax:
503.378.4597
435 Commercial Street NE
Salem, OR

H.

This project is bid aut as a LUMP SUM CONTRACT and the Contractor shall furnish ali
labor. equipment. and materials necessary to complete work in accordance With Ihe
drawings. specifications , and terms of the contract.

I.

Value Engineering. whereby the Contractor suggests alternate design andlor materials
for a reduced cost and share in the savings. is NOT a component of this project contract.
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1.2

A

DRAWINGS
The following six [6] drawings hereby form a part of this contract:
1.

2914-1524-01

TlUe Sheet

2.

2914-1524-02

5' x 80' Alum. Gangway Plan, Elevation, & Section

3.

2914-1524-03

5' x 80' Alum. Gangway End Details

4.

2914-1524 -04

5' x 80' Alum. Gangway ADA Transition Ramp

5.

2914 -1524 - 05

5' x 80' Alum. Gangway ADA Transition Details

6.

2914 -1524 - 06

5' x 80' Alum. Gangway C.I.P. Shore Mount
END OF SECTION 01010
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SECTION 01090· REFERENCE STANDARDS AND ABBREVIATIONS
PART 1 - GENERAL
1.1
B.

REFERENCED STANDARDS & ABBREVIATIONS:
All work shall
M
MSHTO
ACI
ACM
ADA
AISC
APA
APWA
ASTM
AWPA
AWS
AWWA
IBC
ISSA
NEC
ODOT
OSHA
QPL
UPC
WAQTC
WCLIB

conform to the following referenced standards:
Aluminum Association
American Association of State Highway and Transportation Officials
American Concrete Institute
American Construction Manual
American's with Disabilities Act Standards for Accessible Design 2010
American Institute of Steel Construction
American Plywood Association
American Public Works Association
American Society fo r Testing and Materials
American Wood Preservers' Association
American Welding Society
American Water Works Association
International Building Code 2006
State of Oregon 2007 Edition Structural Specialty Code Amended
Intematlonal Slurry Surfacing Association
National Electric Code 2005
Oregon Standard Specifications for Highway Construction
by the Oregon Department of Transportation, 2008.
Occupational Safety and Health Administration
Qualified Products Listing by the Oregon Department of Transpcrtation,
Materials and Research Section
Uniform Plumbing Code 2003
State of Oregon 2005 Edition Plum bing Specialty Code
Western Alliance for Quality Transportation Construction
West Coast Lumber Inspection Bureau
END OF SECTION 01090
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SECTION 05140 - ALUMINUM GANGWAY

PART 1 - GENERAL
1.1

DESCRIPTION OF WORK

A.

The work under this item shall consist of all labor. materials. tools and equipment necessar; to
fabricate. assemble and furnish the shoremount weldment(s). aluminum gangway(s). transition
plates. skid guides and other gangway appurtenant structures.

B.

The manufacture of the complete gangway system shall be perfonned by experienced personnel
meeting the qualifications listed and contained elsewhere in this specification.

1.

Gangway manufacturer must be experienced and regularly engaged in the manufacture of
aluminum gangways having a minimum of five (5) years of consecutive experience and of
successfully completing a minimum of ten (10) similar gangway projects within the last three (3)
years.

2.

Welders shall be currently certified in accordance with the latest AWS structural welding codes
(AWS 01 .1 for Steel and AWS 01 .2 for Aluminum) and have been regularly engaged welding for
a period of at least three (3) continuous months.

1.2

ENGINEER OF RECORD

A

The Engineer of Record for the structural design of the gangway and this section of the
speCifications Is:

Kelly D. LaFave. P.E.
Marine Structures Engineering. Inc.
1004 Commercial Avenue. #364
Anacortes. WA 98221

B.

All correspondence. questions and submittals regarding the structural design of the gangway or
this section of the specifications shall be addressed to the Engineer's Representative at the
Oregon State Marine Board to be forwarded to the Engineer of Record for comments or approval.
Refer to Section 01010 - Summary of Work for contact details.

1.3

REFERENCES

A

AWS D1.1 -Structural Welding Code. Steel. American Welding Society

B.

AWS D1.2 - Structural Welding Code. Aluminum. American Welding Society

C.

ASTM Standards - American Society of Testing and Materials

D.

International Building Code (2009 Edition). International Code Council

E.

Specification for Aluminum Structures. Aluminum Association

F.

Specification for the Design. Fabrication and Erection of Structural Steel for Buildings - American
Institute of Steel Construction
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1.4

RELATED DOCUMENTS

A.

The provisions and intent of the Contract, including the General Conditions, Supplementary
Conditions and General Requirements apply to this work as if specified in this section.

1.5

SUBMITTALS

A

Gangway manufacturer shall submit procf of having a minimum of five (5) years of consecutive
experience and of successfully completing a minimum of ten (10) similar gangway projects within
the last three (3) years.

B.

Shop Drawings: Within thirty (30) days of Notice to Proceed, complete gangway shop drawings
shall be submitted by the gangway manufacturer for approval. The shop drawfngs shall Include
all necessary layout plans, elevations, cross-sections, fabrication details, dimensions, materials,
hardware, and finishes of all manufactured gangway components to fully describe the work.
Fabrication of the gangway shall not begin until the shop drawings are returned approved.
1.
A minimum of three (3) sets of drawings shall' be provided for each submittal, of with one
(1) set to be retumed.
2.
Review and approval of shop drawings shall be for general conformance only. It shall
remain the responsibility of the Contractor and manufacturer to comply with all Contract
requirements.

C.

D.

Product Data: Submit manufacturer's data sheets or catalog cuts of all materials and products to
be fabricated and installed under this section.
1.

Fiberglass Grate and Fasteners

2.

UHMW Polyethylene

3.

All Hardware (including Shackles)

Test Reports and Certificates of Compliance: Submit test reports and mill certificates for all
structural materials. Test reports and certificates shall SUbstantiate the required mechanical
properties of all structural materials incorporated into the work.
1.

Structural Aluminum

2.

Mild and Stainless Steel

3.

Fasteners

4

Galvanizing

E.

Weldino Procedures and Welder Qualifications: Submit weld procedure speCifications (WPS) and
procedure qualification records (PQR) for all structural welds and welders qualification test
records or certificates for all persons antic/pated to perform structural welding In conformance
with AWS 01.2. All qualification documentation shall be submitted for review and approval prior
to the beginning of any work on the gangway.
"
,

F.

Manufacturer's Instructions: Submit all manufacturers suggested handling, shipping and
installation procedures and maintenance recommendations prior to the shipment and installation
of the gangway system.

G.

Inspecllons: The Owner, Engineer of Record, or their representative(s) reserves the rightto
inspect the construction at any time throughout the manufacturing process. Submit and keep
updated the manufacturing schedule for all gangway components so that inspection visits can be
arranged at appropriate times.

"
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1.6

MANUFACTURER'S RESPONSIBILITI ES

A.

The manufacturer shall be solely responsible for th e means, methods, techniques, sequences
and procedures used for the fabrication of the gangway and related components. The
manufacturer shall be responsible for overseeing that the finished work complies accurately with
the Contract Drawings, Specifications and the approved Shop Drawings.

B.

The manufacturer shall furnish all necessary materials, equipment, labor, supervision, testing and
incidentals necessary to complete the work Identified on the Drawings and SpeCifications.

PART 2 - PRODUCTS
2.1

MATERIALS

A

Aluminum : All aluminum structural members, bars and plates shall be ASTM 8308, alloy 6061T6, unless noted otherwise on the drawings.

B.

Mild Steel: All mild steel components shall be ASTM A36 unless noted otherwise on the
drawings. Reinforcing bars shall be ASTM A706, grade 60, suitable for welding and galvanizing.
Fasteners connecting steel-to-steel shall be ASTM A325 with appropriate heavy hex nuts and
hardened fiat washers.

c.

Stainless Steel: All stainless steel shall be type 304 or 316 unless otherwise noted on the
drawings. All fasteners connecong to aluminum shall be stainless steel. All stainless steel nuls
shall either be self locking 'nylock' type or have spring lock washers.

D.

Polyethylene: All polyethylene components shall be virgin, ultra high molecular weight (UHMW)
polyethylene and shall be fully or partially cross-linked and ultra violet stabilized. Polyethylene
components exposed to sunlight shall be black in color.

E.

Fiberolass Grate: All fiberg lass deck grates shall be manufac!1.Jred from polyester resin,
pUltruded I-bar series (1-4010), 1" bar height, with extra coarse grit non-skid surface, and 0.50"
maximum clear spacing between top of bars, gray in color, and Type CBF stainless steel grating
fasteners. Product is available from Safe-T-Grate, 1300 S. 343'" Street, Federal Way, WA 98003,
(800) 420-5639

F.

All materials to be incorporated In to the Work shall be new and meet acceptable industry
standards for condmon, appearance and straightness. All exposed edges shall be smooth and
free of sharp edges.

2.2

FINISHES

A.

All mild steel components shall be hot dipped galvanized after fabrication in accordance with
ASTM A123 or A153 as applicable. Any damage to the galvanized coating shall be repaired
using a hot-stick or spray meta/ized in accordance with ASTM A 153.

B.

All aluminum components, except top surfaces of transition plates, shall be mill finish. Mill
stamps shall not be removed, but shall be oriented to be as least noticeable as practical.

C.

Top surfaces of aluminum transition plates and other exposed aluminum walking surfaces shall
have an aggressive, arc-sprayed, Thermion Ceramic Core TH604 (or approved equal) anti-skid
traction coating.
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PART 3 - EXECUTION
3.1

FABRICATION AND WORKMANSHIP

A

The manufacture and fabrication of the gangway and tts related components shall conform with
the latest edition of the Aluminum Construction Manual, the AISC Manual of Steel Construction
and all other applicable industry standards.
.
1.

~I fabrication shall conform to the Contract Documents, these specifications and the
approved shop drawings. .

2.

Fabrication details, materials, finishes and colors shall be consistent throughout.

3.

M structural members shall be the size, length, wall thickness and alloy as shown in the
approved shop drawings.

B.

C.

D.

4.

~I

5.

Cap all open ends of tubular members as shown in the drawings. Provide 14" diameter
weep holes in bottom ends of all closed. aluminum tubes as required for drainage.
Provide adequate weep holes In all sealed steel components as required for galvanizing.

6.

The completed gangway and other components shall be supported on timber dunnage or
other appropriate means to prevent contact with the ground or damage during storage,
delivery or installation.

7.

All completed gangways shall bear the a permanent decal or identification plate fisting
name of manufacturer, date of manufacture, load rating, and a unique Indentlfylng serial
number.

cut edges shall be clean and true, free of burrs. Flame cutting is not permitted and all
holes shall be punched or drilled.

All welding shall conform to the latest editions of the AWS structural welding codes, including the
repair of defective welds.
1.

All welding shall be 100% visually inspected by a manufacturer provided, AWS qualified,
inspector from an independent testing company. Any welds found to be defICient shall be
repaired to the satisfaction of the independent welding Inspector, prior to shipment of the
gangway.
-

2.

All welding shall be performed in a temperature controlled, shop environment by AWS
qualified and approved structural welders using qualified and approved welding
procedures and welding equipment.

3.

Filler wire for all aluminum wetding shall be ER535S.

4.

Weld spatter and slag shall be removed.

5.

Weld all around all connections unless otherwise shown in the drawings. All steel welds
shall be a minimum of3/1S' fillet welds.

~I walking surfaces shall be non"skid and be Installed flat and true without intentional changes in
slope or tripping hazards.
1.

The grating shall be installed °ls as large of panels as practical w~h the bearing bars
oriented perpendicular to the span direction of th~ gangway.

2.

The affected ends of any field or shop cutting of fiberglass grate bars shall be sealed with
catalyzed resin sealant as recommended by the grating manufacture.

3.

The grate panets shall be securely attached to the supporting members as shown in the
drawings using tamper resistan~ stainless steel clips and fasteners.

All fasteners shall be the size and type shown in the drawings.
1.

Washers are required under the heads and nuts of all fasteners unless noted otherwise In
the drawings.
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2.

All fasteners shall be appropriately fully tightened in accordance with applicable industry
standards and practices.

3.

Any fastener connecting dissimilar metals shall be stainless steel or electrically isolated
to prevent corrosion.

4.

Any fastener in a walking surface shall be flush. recessed below the surface or consist of
a low profile. rounded head that does not pose a tripping hazard.

3.2

DELIVERY AND INSTALLATION

A.

The complete gangway and its related components shall be fully installed in accordance with the
Contract Drawings and Contract Documents. The alignment of the installed gangway shall be
straight and true.

B.

The gangway shall be transported. lifted and stored in accordance with good industry practices
and the handling instructions of the manufacturer.

C.

Prior to installing gangway. verify that the wonk of others affecting the gangway Is complete and is
to the point where the gangway can be installed correctly in its final location.

D.

Immediately after installation. verify that the gangway and Its related components are installed
and working correctly and that the gangway Is free to travel through the full range of anticipated
water levels without wearing or binding. Lubricate all components requiring lubrication and adjust
all components needing adjustment, Including the gangway's hinges, rollers and transition plates.

3.3

COORDINATION

A

The gangway manufacturer shall coordinate with the site work contractor and float manufacturer
to insure that the shore end abutment and ramp landing floats are correct and able to accept the
shore mount weldment and noller guides.

B.

The gangway manufacturer shall accurately determine or calculate the expected dead load
reaction of the gangway, float end transition plate and roller guides and transmit this weight to the
fioat manufacture, so that appropriate amount of flotation can be provided in the ramp landing
fioat

3.4

WARRANTY

A.

The manufacturer of the gangway and Its related components shall provide the Owner a written
warranty that the gangway and Its related components shall be free of defects in materials and
worlkmanship for a period of two (2) years, unless the Contract requires a more stringent or longer
warranty.

B.

The warranty period shall commence upon the complete installation and acceptance of the
gangway by the Owner.
END OF SECTION 05140

05140 - 5

162

163

I II\

~----------------------------------------------------------------------------------------------~\( .I

PROJECT
LOCATION

t

!
1111111111u

-,

i:

!-~

I ~lli
--,

GAIlIBALOI

,

PROJECT
LOCATION

<>

....

LOCA nON MAP

ji

<>

NO r 70 SCAl f

'"

"-

3(
•"

~\

0' - TIM SHUT

til - j '

x lIQ' ALIll

~.A'

CJ.I'. SlIOfC IItNMl

I

.")'
'': °"1\f;

;.,.

TILLAMOOK

I
\.

U 1T1/M l liSlr /II/lIIrI(. lDNCInxJ( tllfllf' IlUr
USt:$ fXMD ~ ~

/

~,

8 A

r

S

o
a:

~ ~

"""

"""

VICINITY MAP
"'11
===
-(."0

TRANSIENT DOCK, GANGWAY, &UTILITIES UPGRADE

z
F

_
Z

°..;
8
iii

a:
«

UI

::;:

w
~

g" tn
~~

~~

GANGWAY PURCHASE PACKAGE

t:;°lo
wlol\'

AT THE PORT OF GARIBALDI, ON TILLAMOOK BAY

~~~

FOR THE PORT OF GARIBALDI

.

"·0 ~ ~~

GEOGIIAPHIC LOCA TlON

=':=~~N.'.:'''::

THIS PAGE

~

DRAWING INDEX
01 - s' x 11(1' AUN. c.wr;wAr!WI. UCVAfIDN, ~ 5«00II
OJ - ,5' , . , . AtW ~r 00 Dt1A1tS
III - s· X III' Al.1IIL ~r AIM t6AllflDC'M.tW.I'
as - j ' X ",. ..u.c. &ANCflAr MW fkA./iSI1IDIt «rMlS

o~o~~~~~!

~l's

~~~

z

gw
a:
0

:-0

AS ADVERTISED" -:•. !.;' I

164

I
~

i

hi ~§
gU d

\ v-m-.- ~

165

I~

"[ s

,
1 I/ r

r' 'II"

.u.&IL W

jO

X

Il '/1'J::::-~ :~
'-l

H _~

IP-

,J

--.L

J

"11"

II I'

1/1" I

t 1/1"

ru.~

GANGWAY
ROLLER TAB
1/1-, n corm

~

,ft"
I 1/1-' 55 FUr

-

I

32'

1--- -,._'"- - ---,

[~dr-~"~

"/Jl"' /0 fir
ss mt

I 1/1"'

GANGWAY
ROLLER

I ' lIZ-

'11"" fKN
;;"'---1.1
~

r'"i

-

~

A::.-J~
J

::;.~~)

~

m

I

I IlflJ "' 10 ",
I 1/1"' AXl.t

1,,-

, l/&·n I

J

IIJ"

11/1-'
1-

1-

~

GUSSET

.'11"'

, 1/1"

r

Jft"

1/1"

J"

C1G

~ ICAIJ

""" '"
:,...--Aru"

L
L,..,...I

'-+- -----'."' 1/1"
1/1 -'
",.

.JAtI\.

"'>-l7l-1
6tJUU

1110

;;J}~

1'U1{~

.r;

I

r _.. -

I

sICa

IJCl¥S DR 1/1-' CI'OJ)'-$(1
AJiCHl»S (CDliC1lfl£ Dfas)
MSTAlJ M mil. Trf,

{liD

u'"' .""'"

'"
r
T, ' "

I

(ue

Jo·r

fJOlfDIJ OIDlfD ~

IITJS

"'" n.,.

"",r='.f4uc,{, ;
~IJC

leW

"'"

J

I

..,,'"

~ArWG

J
J

IfDII
~a

r:

n_ ....<.:.,;~ ~ ~

'I.e

J

.

10

~

~n

fY1'.

1E&

,_ 1 ,,""
fMW-1C

""''''

__ _

~m

.....-'J.- ~':,c-rT'"

r

ROLLER END ASSEMBLY

'" Iblr.la,

WSSlr.

h

1/'- X Jft-

~ll'1".

~

ROLLER PLA TE

1/1-' LAC . . rs (fIIRU

"Of~r

8,1,6

(/:.IU'. H1a Tn.)

I

[

""" """ "'"

",AH.t£ &II' 1° X J/6 -

~~ .'~"'~

_ ' _'0

·«JU.£6 lUll ANIJ

1 - - -- - - -- ,....- -- - - - - - - ;

-

-(III)

ICUU
AJI(J£

"~.~;
~~:'l;
i. -' w.:

/00"' mla TU /0

~ na «AM. '"'_
na. BWJ
~V ~ ~1J01I(JIIC1/Ie
~~'7..1\ -'ltHNtJ flL 1M.

,., I« lUG
IIOUU t.d

fl0A1(J(U

'"

"" om

CND lUiS

£ND "" '"

[

LA

GANGWAY LUG

bin 11.1 I

__

v,,-

1------,...- . - - - - -"1

,. Ltcs. ,. ~s

'~

tJ(f/'

ALW l , 1/1"

.,-, ALUlt. I'IK WG. T'IP,

J

·lInOli fJUSHIIIJ

, J/I- 40. I

I------,'.~"-------j

"Altlt &.II' ,- L

il
~!

I"

~mo:.

GANGWAY
AXLE

:,
I~11 11 11l1

,",

S$ ""'"
, , " fur
""""

I"~

!

7"

~

q ".
~

,'-,.

~./"-:.u.~:/1.,.
/

'"'"

'/1" 111".

GUIDE TRACK

1-' At*- I'J1C we

T~"i

5!~W

Hue

:.<i!E~
in!<~
E!NClNIDINC,INC.

AS ADVERTISED

166

~~
~i~IY. ~

MAHfNE STlIUCllJRES

1rAlL _ " "

;;l~

:::ii ~O

LUG END ASSEMBLY
'I>
I~

uri>

<t

om

w
z
~
<t

::;;;
W

~

15~~ oZ
~~~ (!)

fLIJ(;

•fI_

!

o

<r

_/XlWIoKjlQAL

"w..)IIj

_ .. a.I~W~lIIUl1

w
<r

o

·U
.

~~! -

g-.i

~ni

~S

·" --~
~ ';.i

~~a

~~i
~

••

-

C\

w

Cf)
)..

......
<>..;lij

~

""

Ii

Q:

~

•" ""
~

"

""....""

;;,

~

! !-ItJ l

~""
~""

~ ~.
~""

1;;""

•

~Q:

"'\:5

~ -I

~~

:s-1::!

- ---"~
G••
~;;,

~i
....

~~

La
"

-

~ ~

~~

;,:,

r
~

-"!
~i

~
J,..!,

h

•

-.

s.§
~ i1

l

~

~

•
~

~§
..

~ ~~

~ ~~

I

..

~

i~

~

1 ~_ r----:~ ~----;

~

~~
M

.~

I~

~

~

167

i=
a::
w

>
C\
q;

~

Ol:lV08 3NIl:lWJ 31V1S N083l:l0
IOMIl;fVS:lO.1llOd 3fU ~O:J

~

·8~

I .~
l"'
l ~~
h

1:1 ::"-

~ S.E

&l

'~" -

~~

h.

--

\

"E

-

,

I ::7
,,
,
,,.,.

~

Q.;

~

~
::t::

.;
~

~

..

~ -

>-.
-> -

~

•

§-r

~

-

...,

,

~

-~ ~
~--

~I

~~
! ... ~

~8

~;:~

'.
~.

.Ii

::otl.

~S.s
~5a

"

~~

,..

0

~~~

~.

~

"•

g ........

(,
~.

,,.
,,.
,
,,'.

"

~

~

bl
.
v,

I

,,
,
,.,

~N
~s
0

~

~

l.;j

~

//

)

p

f

v,

~
l..:;

J
0

>-

~

§g
<!i

168

~

Q.;

- e•
a

.

,

~

%;
~

a:;

~

~

~

::t::

~

~

'"

)~
s ••.,

~I

(

--~-.==~ )

O~V09 3N IClV~

~M•

U - IJ

•

31V.lS NO£l3~O

) a.

latValHVS :10 l't1Od 3Hl. ~
AYB )IOQ'I"fTlU.NO ')COOJ.N3IStM:U.lO"1'f'HI~ :lOlJ:lOd 3HJ,l.Y

•. . "
. .. ;::9"·•

lNnO~

8j

3BOHS 'dTO AVM~~~ 'VlnlY .on &

~~!-

!i~~

~§Ii

g:

~~~~

.....

~

I-.

~:::.;.i
.....

~

Cl
LLl

-

en

~

f-

~

Bi

~I

=~~
-~!, ~~

;"1'" §~

-i l

""

"'"

•
<

~

~.

,

""~
'"

t::

LL

~.
I~I

s• '"

•

j"~

"

§;-

-

Ma
.~

•

~

«
en
«

~
~~

i
S

:::; 1

~t

ti

LLl

>
Cl

Q::

~

t..:;

0::

s.
'"i

""
Q:

1

i:5

j
...JIS

3::

~

S
•

~

.

F ~
I§

~

!

hg
~

~

"

\

l!~~

~
ie~

~

I

~~~

"l
e-

g

~!'
••
~~E
-i~
' '8

I~~
h

~

~~-

tI ::~

~Sl

,
,,
,

~I

!~
~~

't•

[

I-.

~

z~'t--

~

,
[

t:=~

[
[

1l!
<:>
Bi
c(

"

~

J~

-~
11;,

<:;'

Ls
;!:

~

Zi

't•

~~

~

•a

~

t::~

'"

I::!

"

~

<>.

,,"
,
,

~ ~s

..

"

~+

[

,.•"

,,
,
,
,"
,
"

"

,

"

t-

o

169

IS
:s;

8

[

Ll~

~

,

~

•

s

a

